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Improved Governor and Stop motion. 

The object of the improvement represented in the engrav- 
ing is two fold. It is to aid the governor in its action and 
also to prevent disasters from the breaking or running off 
of the governor belt. It appears to be well calculated for 
both these contingencies. 

Fig. 1 is a perspective view of the governor and its attach- 
ments complete, and Figs. 2 and 3 are sections of the main 
working parts. The governor is of the ordinary style, ,its 
appurtenances constituting the 
particular difference between this 
and ordinary regulators. 

A lever, A, is pivoted at B and 
is connected at its short end 
with the valve. When the steam 
in the boilei rises above the pro- 
per point of pressure it raises a 
piston fitting into the pipe, C, 
which is connected with the 
steam chest and receives steam 
directly from the boiler. The 
steam of this piston, working 
through a gland, engages with 
the lever, and when the pressure 
is too great assists in raising the 
lever and thus in shutting the 
valve. A spring, D, on the top of 
the lever can, by the set screw, 
E, be tensioned in the required 
degree as may be foundmost ef- 
ficient. 

The piston in the pipe, C, will 
be raised as the pressure of steam 
increases and act as a weight, or 
rather as a spring in forcing the 
valve to its seat. Its action is 
direct without any intermediate 
machinery, so that the rise of the 
steam pressure in the steam 
chest will show itself at once by 
means of this piston in closing 
the valve. Of course a lowering 
of the steam pressure will le 
acknowledged by the piston in receding from the lever. 

The wheel, F, is a hand-wheel with handles on its periphery 
Its shaft passes through a stand guide, against the top of 
which the spring, D, acts and on the shaft is a cam, G, Fig. 
2, which by turning the hand-wheel is forced against the. 
Under side of the lever either entirely closing the valve or re- 
ducing its aperture. 

There is also a device forming part of this improvement, for 
instantly shutting off the steam in case of the breaking or 
running off of the governor belt. The stand supporting the 
regulator balls is pivoted to an upright on one side and on the 
other — the pulley side — the foot rests in a recess formed in 
a support. This recess has a beveled offset seen in section at 
H, Fig. 3. So long as the belt pulls in the direction of the 
arrow the stand is held in position, as at H, but if the belt 
breaks or runs off, the stand foot drops into the recess,lowering 
the governor and closing the valve, instantly shutting off the 
steam. 

The whole arragement appears to be well designed for the 
object intended, and calculated to work certainly and prompt- 

iy. 

A patent will issue next week through the Scientific Ameri- 
can Patent Agency. For further information address Wilson 
Estes & Fairchild, Leavenworth, Kansas. 



experiment of forcing a pile of lead plates into concentric 
tubes, we have long been familiar with much of what was 
shown by his specimens, especially with the grain of the 
iron in forgings when brought out by acid. Lead pipe and 
bullets have rong been " squirted " by hydraulic pressure, 
and Mr. Weems has even pretended that, in pressing an alloy 
of copper and zinc, he separated those constituents from each 
other. The most beautiful example in the arts, however, is 
the latest — the accurate pressing out of a thin tin tube within 
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and may be attached to any part of the boiler. A chamber is 
connected by a pipe at A to the water space of the boiler at a 
point below which it is not desired the water shall fall. 
Inside this case is a pipe closed at the bottom, in which fits 
loosely a piston or plunger the lower end of which rests upon 
a plug, B, of fusible metal, calculated to fuse at a steam heat 
but to retain its solidity when surrounded by water. The 
top of the piston is pivoted to a lever, one end of which 
is jointed to the stand, C, and the other to the rod, D, which 
slides through the frame and is held firmly down by the ten- 
sion of a spiral spring. Between stand, C, and the case is 
an ordinary steam whistle the valve stem of which rests 
against the under side of the lever. Steam is supplied to 
the whistle by an independent pipe leading from the lower 
part, E, to the boiler. 

It will be seen that so long as the plunger rests upon the 
top of the fusible plug no alarm will be given by the whistle, 
but the instant the metal softens, so that the spring on D can 
depress the lever and plunger, the valve of the whistle opens 
and sounds the alarm. While the case surrounding the fusi- 
ble metal and its containing pipe is filled with water the 
fusible plug remains intact, but when, by the lowering of 
the water in the boiler, the steam is admitted into the case, 
the fusible metal is melted and the lever allowed to be de- 
pressed; the whistle giving the alarm. 

A very simple contrivance gives the means of again setting 
the apparatus without remelting the fusible metal. Pivoted 
to the rod, D, is a lever, F, the lower part of which is a double 
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a lead one, from an ingot of tin placed within one of lead, 
described a few weeks ago in the Scientific American — 
practiced in the new lead-encased tin pipe manufacture, in 

this city. 

« ^ » 

FECK'S IMPROVED LOW WATEE DETEC10B AND 
ALABM. 



There have been a number of attempts to make an au- 
tomatic alarm to denote the condition of the water in a steam 



The Flow of Solids. 
M. Tresca's paper read at the Paris meeting of the Institu- 
tion of Mechanical Engineers, wan interesting, and it was 
the opinion of many of those who heard it, that it fore- 
shadowed important improvements in the working of metals. 
Thus far, we believe, however, no direction in which M. 
Tresca's researches will have a practical bearing, has been in- 
dicated, yet it does not follow that their ultimate results can 
at once be foreseen. That the particles of solids of which the 
form is altered must move upon each other, and in the direc- 
tion of least resistance, is of course a physical law, long 
known to many. More than twenty years ago M. Remond 
made silver pencil cases by punching a flat plate of silver into 
a tube, and drawing this out ; and Mr. Parkes, of Birming- 
ham, now makes tubes in this manner. The beautiful pro- 
cess of stamping metallic capsules, is another interesting in- 
stance of the flow of solids. The soft metal is placed in a 
shallow circular recess, and a die, slightly smaller than this 
recess, is stamped upon the metal, which instantly runs up 
the die and uniformly around it, to a hight sufficient for the 
capsule. Cold rolling, cold tube-drawing, etc., are all examples 
of the flow of solids, and so indeed is all forging and working 
in heated but not liquified metals, since they are then solids 
of but moderate cohesion. With the exception of M. Tresca's 




boiler, or to give warning of a dangerous position of the water 
line. Some of them have proved measurably effective, but 
we doubt if any one possesses more genuine merit than that 
shown in the engraving, the invention of Milo Peck, of New 
Haven, Conn., patented January 23, 1866. 

As will be seen by the engraving it is not clumsy in form 



cam. It is represented in the engraving as resting upon the 
stand and the plunger is sunk into the fusible metal at B. In 
this position the whistle is blown. By swinging the upper 
end of the lever, F, down, the rod, D, lever, and plunger are 
raised and the metal, B, allowed to cool and resume its 
original form. This cooling is effected simply by bringing 
the water of the boiler up to its proper position, when the 
lever, F, is replaced into an upright position and its base 
will remain above the face of the stand until the melting of 
the metal again allows it to drop. 

Further information may be obtained of the inventor and 
manufacturer, as above, where the apparatus may be seen in 

operation. 

m » » 
Technical Education. 

Dr. Percy, of the British School of Mines, writes m the&BDr 
don limes : — Not many years ago, notwithstanding the great 
inent position which Great Britain then held among the ta» 
producing nations of the world, scarcely a chemist eeroM be' 
found in any ironwork in the kingdom, and such a thiiig an 
an analysis of an iron ore or of iron was hardly ever thougBI 
of. What is the fact now ? Why, the absence of an expert 
chemist from a great iron work is the exception and not the 
rule. I could supply you with the names of able chemists 
thus scattered throughtout our ironworks. And what is true 
of ironwork is equally true of other branches of metallurgy. 
During the last few years I have had the opportunity of 
seeing the examination papers on metallurgy of working men, 
sent to the Science and Art Department at South Kingston, 
from various parts of the United Kingdom, and I say with 
confidence that at least in that branch, much progress has 
been made in the diffusion of ' technical education.' I am 
personally acquainted with many of our chief metallurgical 
works, and have had ample opportunities of conversing with 
the working men they employ, and I have been delighted to 
observe their desire for knowledge concerning the principles 
of their art, and on many occasions how much knowledge of 
those principles they have obtained. 
* » » 

British Invention op Telegraphy in 1816. — The British 
Commission have put up in the Exposition a representation 
of Ronalds' telegraph, with the following inscription : — 

" Telegraphy — an apparatus for transmitting through 
eight miles of wire signals by tension electricity invented by 
Mr. F. Ronalds, formerly of Hammersmith, 1815." 

And in the adjoining window : — 

" Telegraphy — an apparatus for transmitting signals by 
galvanic electricity, invented by Cook and Wheatstone in 
1837," subtended by an illustration of a signal-stroke bell — 
the bell that is now so much used for signalling on railways. 
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ON THE MACHINEBY FOB BOEING ABTESIAN WALLS' 



The author commenced by stating that the artesian wells 
at present sunk in the Paris basin of the tertiary formation, 
range in size generally from about 8in. down to 2in. diameter, 
with a depth of about 330ft. to 350lt. The bore-hole is usual- 
ly lined with copper, in order to make the wells water-tight 
and bring the water to the surface without loss. These 
works frequently present considerable difficulties in their ex- 
ecution, from the frequent changes in the nature of the soil 
passed through, and from the impediments that are so often 
encountered in driving the tubes through the beds of sand 
and clay. Borings of a much larger size arc now in process 
of execution in Paris for the purpose of bringing to the sur- 
face a large supply of the artc-ian waters, whose existence 
lias been proved by the well at Grenelle of Sjin. diameter 
that was sunk in 1841, and the subsequent one of 2$in. diam- 
eter sunk at Passy in 1801. Each of these two artesian wells 
required six or seven years' work for its completion. A large 
artesian well is now being constructed by M. Dru, at Butte 
aux Cnilles, for the supply of the city of Paris, which is in- 
tended to be carried down through the green sand to a depth 
of 2000ft. or 2900ft. The boring is at present 400ft. deep, 
and its diameter is as large as 3ft. llin. 

During the last two years and a-half the writer had also 
been sinking-in a similar well of 1ft. 7in. diameter lor sup- 
plying the sugar refinery of M. Say, in Paris ; this well is 
now 1570ft. deep, and it is expected that the water-bearing 
strata will bo reached at a depth of about 1800ft. 

For the smaller wells lutndboring tools are in use, but these 
are limited to borings of inconsiderablo depth and small di- 
ameter. For borings of the diameter of these large wells it 
is necessary to make use of special tools, worked entirely by 
steam power ; and in some cases uf sinking mine shafts, tools 
of as large a diameter as 14ft. 9in. have been used. The boring 
it effected by a rotary motion in the case of the small diame- 
ter and considerable depth percussive action alone i employed, 
which is effected by raising the tool and letting it fall with 
successive strokes. 

M. Dru illustrated the apparatus he tmployed in boring 
the large wells that have been mentionel, by diagrams drawn 
to a scale of one thirtieth size. The boring rod is suspended 
Irom the outer end of a working beam, which is made of 
timber hooped with iron, working upon a middle bearing, 
and is connected at the inner end to a vertical steam cylinder 
of Win. diameter and 39in. stroke. The stroke of the boring- 
rod is reduced to 22in., by the inner end of the beam being 
made longer than the outer end, serving as a partial counter- 
balance for the weight of the boring rod. 

The steam cylinder is single-acting, being used only to 
lift the boring-rod at each stroke,and the rod islowered again 
by releasing the steam from the top side of the piston ; the 
stroke is limited by timber stops both below and above the 
end of the working beam. A friction break is applied to the 
drum to regulate the rate of lowering the boring-rod. 

M. Dru went on to say that the boring tool is the part of 
most importance in the apparatus, and the one that has in- 
volved most difficulty in maturing its construction. The 
points to be aimed at in this are — simplicity of construction 
and repairs, the greatest force of blow possible for each unit 
of striking surface, and freedom from liability to get turned 
aside and choked. 

The tool used in small borings is a single chisel, but for the 
large borings it is found best to divide the tool face into sep- 
arate chisels, each of convenient size and weight for forging, 
but keeping all the chisels in a straight line, whereby the ex- 
tent of striking surface is reduced, and the tool is rendered 
less liable to be turned aside by meeting a hard portion of 
flint on a single point of the striking edge, which would di- 
minish the effect of the blow. 

If the whole length of the boring-rod were allowed to fall 
suddenly to the bottom of a large bore-hole at each stroke, 
frequent breakages would occur ; and it is therefore found re- 
quisite to arrange for the tool to be detached from the boring- 
rod at a fixed point in each stroke, and this has led to the 
general adoption of free-falling tools. There have been sev- 
eral contrivances for effecting this object, and M. Dru de- 
scribed and illustrated his plan of self-acting free-falling tool. 
This tool consists of four principal pieces — a hook, a catch, a 
pawl, and a disengaging rod. The hook has the chisels fixed 
in its lower end, and slides between two vertical edges of a 
bos, which is screwed to the lower end of the boring-rod, and 
the catch works in the same space upon a center pin fixed in 
a box, so that the tool is lifted by the rod when hooked on 
the catch. The pall at the same time being opposite the tail 
end of the catch, secures it from getting unhooked from the 
tool ; but this pawl is centered in a separate sliding hoop 
forming the top of the disengaging rod, which slides freely 
up and down within a fixed distance upon the boring rod, 
being carried by two guides outside the box of the boring- 
rod, and the hoop rests upon the upper one of these guides. 
In lowering the boiing-rod the disengaging rod reaches the 
bottom of the bore-hole firBt, and then being stopped prevents 
the pawl from descending any lower, and causes the inclined 
back of the catch to Blide down past the pawl, forcing the 
catch out of the hook, and thus allowing the tool to fall free- 
ly and strike its blow ; and this bight of fall of the tool will 
always be the same, being determined only by the length of 
the disengaging rod. 

As the boring-rod continues to be lowered to the bottom of 
the hole the catch falls back into its original position, and 
engages with the hook ready for lifting the tool in the next 
stroke. 

The boring-rods employed are of two kinds, wrought iron 
and wood. The wood for the rods requires to be carefully 
selected, and caie lias to be taken to ehoose the timber from 



the thick part of the tree, and not the toppings ; and in France 
Lorraine or Vosges deals are preferred. 

The boring rods, whether of wood or iron, are scewed to- 
gether either by solid sockets or with separate collars. The 
boring-rod is guided in the lower part of the larger diameter 
of the hole by a lantern, consisting of four vertical iron bars 
curved in at both ends, where they are secured by movable 
sockets upon the boring-rod, and fixed by a nut at the top: 
these bars admit of being readily adjusted to any required 
diameter. Iu raising up or letting down the boring-rod two 
lengths of about 30ft. each, are detached or added at once, 
and a few shorter rods of different lengths are used to make 
up the exact length required. The coupling screw by which 
the boring-rod is connecto 1 to the working beam, serves to 
complete the adjustment uf length; this is turned by a cross- 
bar, and then secured by a cross pin through the screw. 

In ordinary work, breakages of the boring-rod generally 
take place in the iron, and more! particularly at the part 
screwed, as that is the weakest part. In the case of break- 
ages of the rods occurring, the tools usually employed for 
picking up the broken ends are in a conical screwed socket 
and a claw. Tools with nippers arc sometimes used in large 
borings, as it is not advisable to subject the rods to a twist. 

In boring through chalk, as in the case of the wells in the 
Paris basin, M. Dru stated that the hole is first made of about 
half the final diameter for COf't. to 90ft. depth, and it is then 
enlarged to the full diameter by using a larger tool. This is 
done for convenience of working, for if the whole area were 
acted upon at once it would involve crushing all the flints in 
the chalk ; but by putting a scoop in the advance hole the 
flints that are detached by the blows of the tool are received 
there without getting broken during the working of the 
second larger tool. When the boring tool has detached a 
sufficient quantity of material, the boring-rod is drawn up by 
means of the drum and rope worked by the steam engine ; a 
scoop is then lowered into the bore-hole by a wire rope from 
another drum, and the scoop is then drawn up again with the 
excavated material. This scoop consists of a riveted iron 
cylinder, with a handle at the top that can either be screwed 
to the coring-rod or attached to the wire rope ; and the bot- 
tom is closed by a large valve opening inwards. On lowering 
this cylinder to the bottom of the bore-hole the valve opens 
and the loose material enters the cylinder, where it is retained 
by the closing of the valve, whilst the cylinder is drawn up 
to the surface. The resistance experienced in boring through 
different strata is very various, and some rocks passed 
through are so hard that with 1200 blows per day of the 
boring tool, weighing nearly 10 cwt., with 19in. hight of 
fall, the bore-hole was advanced only 3in. to 4in. per day. 

As the opposite case, strata of running sand have been met 
with so wet that a slight movement of the rod at the bottom 
of the hole was sufficient to make the sand rise 30ft. to 40ft. 
in the bore-hole. In these cases the writer has adopted the 
Chinese method of effecting a speedy clearance, by means of 
a scoop closed by a large ball clack at the bottom and sus- 
pended by a rope, to which a vertical movement is given ; 
and each tiire the scoop falls upon the sand a portion of this 
is forced up into the scoop and retained there by the ball 
valve. 

M. Dru concluded his interesting paper by pointing out 
that an artesian well is always some time in settling down to 
its permanent working state, and when the water first 
reaches the surface it undergoes considerable fluctuations, 
being charged from time to time with the substances at the 
bottom of the bore-hole. The velocity of the flow of water 
from the artesian wells varies considerably and the following 
are some examples of the delivery at the surface by those al- 
ready completed in the Paris basin : — 

Velocity of 
discharge 
Feet per miuute. 
101 
232 
5!« 
698 

Borings of large diameter for mines or other shafts are also 
sunk by means of the same description of boring tools, only 
considerably increased in size, extending up to as much as 
14ft. diameter. The well is then lined with cast iron or 
wrought iron tubing for the purpose of making it water- 
tight ; and a special contrivance has been adopted for making 
a water-tight joint between the tubing and the bottom of 
the well, or with another portion of tubing previously low- 
ered down. This in done by a stuffing-box, which contains 
a packing of moss. The upper portion of the tubing is 
drawn down to the lower portion by the tightening screws, 
so as to compress the moss packing when the weight is not 
sufficient for the purpose. A space is left between the tubing 
and the side of the well to admit of the passage of the stuff- 
ing-box flange, and also for running in concrete for the com- 
pletion of the operation. The joint is thus simply made by 
pressing out the moss packing against the sides of the well ; 
and this material, being easily compressible and not liable to 
decay under water, is found to make a very satisfactory and 
durable joint. — The Engineer. 
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84 lb., being fixed in cast iron chairs, each weighing 35 lb., 
by means of wooden keys. It is generally admitted that the 
turning of a rail will cause it to break sooner than it would 
otherwise do if retained in its original position. Colonel 
Yolland, E. E., who was appointed by the Board of Trade to 
investigate the particulars of this accident, considers that 
the practice of turning rails which is followed on the Lon- 
don and North Western, as well as many other lines, is very 
objectionable, and very liable to increase the casualties that 
are due to trains getting off the rails. 
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Turned Ralls. 

The Becond of a Beries of Board of Trade reports on rail- 
way accidents has recently been issued, which includes the 
official description of a casualty that took place in the Wat- 
ford tunnel of the London and North Western Railway on 
the 6th of April last. An express train, with two engines, 
fifteen carriages, and three brakes, was passing through this 
tunnel at the usual speed of about 40 miles an hour, when 
the eleven aftermost vehicles suddenly jerked off the rails. 
The train was pulled up, and it was eventually found that a 
broken rail was the cause of this accident, and this rail was 
a turned rail. The rails of this permanent way, when new, 
are said to be \ery good and substantial, and usually weigh 



The formal presentation of the chief honors awarded by 
the juries to the exhibitors in the Great Exposition, was made 
by the Emperor in person on the 1st inst., and was an 
imposing ceremony. In advance of our own correspondence 
by mail, wo give the few particulars received by Atlantic ca- 
ble, with the Emperor's speech. 

Seventeen thousand persons, including the representatives 
of every nation on earth, each dressed in their national cos 
tume, were present. 

The north side of the Emperor's throne was hung with 
crimson velvet. In front were the members of the diplomatic 
corps, dressed in uniform. 

The French Ministers of State were present in uniform, 
with Senators and Deputies of the legislative chambers of the 
empire. They were seated near the throne. 

The Lord Mayor of London with several Aldermen of that 
city, were present, clothed iu the red robes of the great En 
glish municipality. 

Napoleon's throne was guarded by a detachment of the 
Cent Guards. 

The galleries were filled with ladies and gentlemen in full 
dress. In the cast end of the building was placed the orches- 
tra, made up of twelve hundred musicians, an organ and mu- 
sical bells. The roof of the building was decorated with 
streamers, showing every color in the rainbow. The nave 
was surrounded with ample parterre of natural flowers grow- 
ing as in a garden. The galleries were hung with flags show- 
ing the different nations which had contributed to the Exhi- 
bition. 

In the center, placed on pedestals, were shown the best 
specimens of each of the ten groups into which all articles in 
the Exhibition are divided. 

At ten minutes before two o'clock in the afternoon a roll of 
drums announced the approach of the Emperor. The impe- 
rial cortege was proceeded by squadrons of dragoons, lancers 
and Cent Gards and trumpeters. The impeiial party were 
conveyed in six carriages. There were thousands of people 
assembled around the exhibition building at this moment, 
and the approach of the royal party was loudly cheered by 
them. 

The Sultan of Turkey was present. The cortege of his im- 
perial Majesty was heralded by three carriages containing 
Turkish officials of distinction, who came before the Sultan's 
carriage. The vehicle was drawn by eight horses, each horse 
being led by a servant clothed in rich livery. All these car- 
riages were literally covered with gold, having been brought 
in from the Palace at Versailles — where they have lain since 
the time of Louis the Fourteenth — for the special use of the 
ruler of Turkey. On the Sultan's right hand sat his nephew, 
the heir to the throne of Turkey, and in front of his Majesty 
were his son and a second nephew. The imperial foreigners 
received a warm welcome from the crowd. The sultan salu- 
ted the people by passing his hand from his mouth to his 
fez. 

The officers of Napoleon's household, dressed in full uni- 
form, entered the building, and took their places beside the 
throne. 

Next came Napoleon the Third, having the Sultan of Tur- 
key on his right and next to him. 

The Empress Eugenie came next. 

Her Majesty was followed by his Royal Highness the Prince 
of Wales, the Prince Imperial of France, the Princess Royal 
of Prussia, Prince Humbert of Italy, the Princess Mathilde, 
his Imperial Highness, Prince Napoleon Bonaparte, the Prin- 
cess Clotilde, the Duchess D'Oste, the brother of the Tycoon of 
Japan, Prince Von Teck, and his Royal Highness the Duke of 
Cambridge, Field Marshal and Commander-in-Chief of the 
British army. 

NaDoleon took his seat on the throne in the center of the 
group, having the Sultan on his right and the Empress Eu- 
genie on his left hand. 

As the imperial cortege entered the Exhibition building, 
the orchestra, with a full chorus, gave the Rossini Hymn to 
the Emperor. The accompaniments were sent forth from can- 
non and joy bells. The effect was exceedingly thrilling and 
the music magnificent. 

The Minister of State then read to the Emperor the report 
of the juries on the successful exhibitors and the productions 
and objects exhibited by them. 

At its conclusion Napoleon rose from his throne and, in a 
loud clear voice, said : — 

Gentlemen — After an interval of twelve years I come for 
the second time to distribute rewards to those who have most 
distinguished themselves in those works which enrich the 
nations, embellish life and soften the manners. The poets of 
antiquity sung the praises of the great games in which the 
various nations assembled to contend with Greece for prizes 
in the race and other spoTts. What would they say to day 
were they present at these Olympic games of the whole 
world in which the nations of the earth contend by force of 
intellect alone, and seem to launch themselves forth simulta- 
neously on an infinite career of progress toward an ideal, 
which has been incessantly approached without ever being 
able to be attained. From all parts of the earth have come 
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representatives of science, arts and industry, who have hasten- 
ed to vie with each other ; and we may say that the people 
and kings have both come to do honor to the efforts of labor 
and crown them by their presence with ideas of conciliation 
and peace. Indeed, in these great assemblies, which appear 
to have no other object than material interests, a moral sen- 
timent always disengages itself from the competition of in- 
telligence, a sentiment of concord and civilization ; and the 
nations in thus drawing near, learn to know and esteem each 
other. Hatreds are extinguished, and the truth becomes 
more evident that the prosperity of each country contributes 
to the prosperity of all. The Exhibition of 1807 may justly 
be termed universal ; for it unites the elements of all the 
riches of the globe. Side by side with the latest improve- 
ments in modern art appear the products of the remotest 
ages, so that they represent at one and the same time the ge- 
nius of all ages and nations. It is universal, for in addition 
to the marvels which luxury brings for the few, it displays 
also that demanded by their necessities for themany. Thein. 
terests of the laboring classes never aroused more lively solici- 
tude. Their moral and material wants, education, conditions 
of life at a cheap rate of living by the. most productive com- 
binations of associations, have been the objects of patient in- 
quries and serious study. Thus all improvements march for- 
ward. If science, by turning matter to account liberates la- 
bor, the cultivation of the mind, by subduing vices, prevails 
over the vulgar passions, and liberates humanity. Let us 
congratulate ourselves, gentlemen, upon having received 
among us the majority of the sovereigns and princes of Eu- 
rope, and so many other distinguished visitors. Let us be 
proud of having shown that France, as she is great, is pros- 
perous and free. One must be destitute of all patriotic faith 
who doubts her greatness, and must close his eyes to the evi- 
dence, who denies her prosperity. Me must, misunderstand 
our institutions— tolerant even to license — not to behold in 
them liberty. Foreigners have been able to appreciate this. 
France, formerly disquieted and casting out her uneasiness be- 
yond her frontiers, is laborious and calm. Always fertile in 
generous ideas, she is turning her genius to the most diverse 
marvels, never allowing herself to be enervated by material 
< njoyment. Attentive minds will have divined that, not- 
withstanding the development of its wealth, notwithstanding 
the enticements towards prosperity, the fiber of the nation is 
always ready to vibrate as soon as a question of honor of the 
country arises ; but this noble susceptibility could not be sub- 
ject for alarm, for repose would let those who lived a short 
time among us carry home just opinions of the country. I 
feel persuaded that the sentiments of esteem and sympathy 
we entertain toward foreign nations, and our sincere desire 
to live at peace with them, will be reciprocated. I thank the 
Imperial commissioners, members of the jury, and the differ- 
ent committees, for their intelligent zeal in the accomplish- 
ment of their tasks. I thank also by name the Prince Impe- 
rial, who notwithstanding his tender age, I have been happy 
to associate with me in this great undertaking, of which he 
will ever retain the remembrance. I hope the Exhibition of 
1SG7 will mark a new era of harmony and progress, assured 
that Providence blesses the efforts of all who, like us, desire to 
do good. I believe in the definite triumph of the great prin- 
ciples of morality and justice, which while satisfying all le- 
gitimate desires, are alone able to consolidate thrones, elevate 
nations, and ennoble humanity. (Loud cheering. 

After the speech the exhibitors who were to receive grand 
prizes marched to the front of the throne, each group sepa- 
rately, the lirst being fine arts. As each name was called, 
the recipient ascended the steps of the throne, bowing to the 
Emperor and Empress, received from Napoleon's hand the 
gold medals. These were passed one by one to Napoleon by 
Marshal Vaillan, until all the medals were given. Many of 
the recipients were called up again and received the decora- 
tions of the Legion of Honor, the same ceremony being gone 
through with, as in the case of delivering the medals. The 
gold medals only were distributed by the Emperor. Alto- 
gather there will bo 18,500 recompenses to sixty thousand 
exhibitors. There are sixty grand prizes, nine thousand ex- 
hibitors. There are sixty grand prizes, nine thousand gold, 
three thousand six hundred silver, and five thousand bronze 
medals, and nine thousand honorable mentions. 

In group eight the Emperor of Bussia was awarded a gold 
tnedal for fine horses. 

In group ten, Napoleon himself was awarded a gold medal 
for a model lodging house. Marshal Vaillant was about 
handing in to him, when the Emperor beckoned to the Prince 
Imperial, who came forward, took it from the Marshal's 
hand and placed it in Napoleon's, amid loud cheers. 

The only one with whom the Emperor shook hands was 
Hughes, the inventor of the printing telegraph. 

When all the medals and decorations were distributed the 
recipients resumed their scats in the nave. The imperial cor- 
tege then loft the throne and walked around the entire build- 
ing, passing various groups and occasionally stopping to 
examine the trophies. 

The imperial cortege left the Exhibition grounds in the 
same manner in which it arrived, with the exception that 
the Sultan's carriage preceeded Napoleon's. 

Altogether it was probably the finest pageant that even 
Paris has ever witnessed. 

Daklikg, Brown & Shakpe desire us to state that it was 
their firm, not J.R. Brown & Sharpe's which received a silver 
medal at the Paris Exposition. 

_» <b>. «, 

The Lake Tunnel, at Chicago, is reported to be in suc- 
cessful operation. It furnishes an unlimited supply of pure 
water, equal to that supplied to any other American city, and 
the people are delighted. 



The Editor* are not responsible for the opinions expressed by their cwh 
respoiulents. 

Off-Hand Sketching for Mechanics. 

Messrs. Editors. — The answer to three inquirers in your 
issue of June 29th, pertaining to the education suited to me- 
chanic?. I think goes hardly far enough, and, without re 
peating any of your recommendations, I would like to add 
that in connection with mechanical drawing with instruments, 
or even entirely apart from it, the ability to make correct 
free-hand drawings or sketches of machines or structures, can- 
not be too carefully acquired. 

Fortunately our American workmen are not tied down by 
any such restrictions as prevail in England, so that there 
could be no hindrance to the practice in proper hours, of 
drawing in this way many details of machines that are with- 
in reach of many men in their places of employment. 

I believe the best way to begin mechanical drawing is 
with the use of models and not entirelyfrom other drawings, 
and for this purpose nearly every apprentice has, within his 
own reach just the things he needs, perhaps actually in use, 
30 that the relation of each part to the rest is made very 
clear. 

Many inventors would be saved much trouble and expense 
had they trained themselves in this most desirable accomplish- 
ment, as often a contrivance may be quite as satisfactorily 
studied out and completed upon paper as by a costly model. 

Every man connected in any way with mechanical opera- 
tions should keep a sketch book either in his pocket or at his 
elbow in his library, (for he ought to have at least a small 
one,) that even the smallest item of novelty of thought or 
observation may be noted down for future use ; and it is wor- 
thy of mention that ideas can often be recorded in this way 
far more readily and concisely than by mere writing alone. 

While it would not be wise to recommend to any one the 
practice of inventing new contrivances, as a business, yet I 
do not hesitate to urge every person who thinks at all, to have 
something alwayBin mind that is susceptible of improvement, 
and to endeavor, at least in thought, to make the needed im- 
provement, whether it be a detail of construction or a means 
of better adaptation to the result sought for in the use of the 
machine, or process, or whatever it may be. P. Barnes, Jr. 

Trenton, N. J. 



Bolt Gators In Flour Mills. 

Messrs. Editors : — I noticed under " Answers to Corres- 
pondents," in No. 23, Vol. XVI., " E. W.," of Pa, desires to 
luiow how to rid himself of the pest known as the bolt eater. 
I have waited hoping that some more enlightened miller than 
E. W. and myself might answer. I will now give my experi- 
ence which may bring out information for myself and others 

I think there can be no way of exterminating them, as 
they are bred in the flour, but any means which may be de- 
signed to keep them out of the bolts, will of course protect 
the bolts. It is only when the mill is standing that the bug 
works on the cloth. I do not thinkit eats or cuts the silk as 
the moth does woolen cloths, but finding itself confined, 
cuts its way through always from the inside. Before stop- 
ping the mill with the intention of standing two, three, or 
more days, unslip your buhrs, and at a quickened motion run 
your mill until your elevators, conveyors, and reels are quite 
clean or empty. Another point to be observed at all times is, 
to keep the mill well cleaned. As every miller knows that 
it is in the dirt and rubbish about the mill that, not only the 
bolt eater, but many other bugs and worms breed which are 
so annoying to the miller and quite often to the cook. 

Jas. M. Allen. 

Grafton, 111. ■ 

.».«.«. 

The Wants of the South. 

Messrs. Editors : — A small, compact machine for making 
cotton rope is much needed in the South. Can you inform 
me which is the best patent to use for plantation purposes 1 
There would be needed in connection an effective spinning 
machine for making the thread, unless the rope could be 
maie from the raw cotton directly. What is the value "of 
tripoli, and is it used to an extent to warrant an expenditure 
of capital and shipment from this state to New York '? We 
have a great variety of minerals in Alabama ; among them 
are gold, silver, copper, lead, iron, mar bio, lithographic stone, 
graphite, sulphate of birytes, etc. What is the value of and 
demand for sulphate of barytes? I understand it is used in 
the manufacture of white lead. I should like to be put in 
communication with some person engaged in its manufacture, 
with the view of ascertaining all the facts connected with the 
use of baryta and its value. Vf. C. Bibb. 

Montgomery, Ala., June 11, 1807. 



groove in the periphery of the pulley, and ramming it with 
gutta percha. Neither this face nor the rope that runs on it, 
it is said, shows any serious sign of wear after seven years' 
work — a pretty tough gutta percha or a pretty tough story. 
The tirst achievement of M. Him, was to transfer twelve 
horse power from a waterfall to a distance of 88 yards ; the 
next, to transmit 50 horse power 264 yards. In 1857, ho 
transmitted 45 horse power 1100 yards. In 1858, 50 horse 
power 126 yards. In 1859, 100 horse power was carried 1080 
yards, and 60 horse power 1320 yards ; and altogether, he 
records more than 400 successful applications of this sort. 
He has now no hesitation in undertaking to carry power 
twelve miles, and calculates to lose not over 20 per cent, in 

the transmission. 

-♦••■•- 

THE CONSUMPTION Of SUGAR. 



" Telot lynanilc Transmission," 

This name is given to a system of transmitting power to 
incredible distances, perfected after many years of baffling 
experiment and endeavor, by M. G. A. Him. It is applied to 
distribute the power of the Falls of Schaffhausen throughout 
the manufacturing district around, and is in uso in more than 
four hundred of the factories of Alsace. The method is very 
simple, yet the application has been attended with almost 
endless difficulty. The principle is that of transmitting the 
power in the form of velocity of motion. Endless steel wire 
ropes are employed for this purpose, running at great speed — 
10, 20, 30 or 50 miles per hour — over end pulleys 13 or 14 feet 
in diameter for short distances, without intermediate support ; 
or for long distances, over pulleys of six or seven feet diame- 
ter, at intervals of 160 yards. The chief difficulty to be sur- 
mounted, has been the mutual destruction of the ropes and 
pullejs. This was at last prevented by cutting a dovetail 



Our name sugar is probably derived from the Bengalee 
word shuMkur a term by which it is still known in India. 
Although Europe did not possess this agreeable condiment to 
any extent anterior to the discovery of the West Indies, the 
Chinese were acquainted with the process of manufacturing 
it from the sugar cane above two thousand years ago. In 
small quantities Chinese sugar found its way into ancient 
Europe where it was valued as a medicine. It is not certain 
at what time the plant was brought into the Western coun- 
tries, nor by whom the acquisition was made, but we find that 
early in the tenth century the cane was cultivated in Persia, 
whence it was undoubtedly carried into Messopotamia, thence 
to Syria, and by the Saracens introduced into Eg«pt, Sicily 
and Spain. Sugar cane is commonly supposed to be i»dige- 
nous to America, yet it has never been found growing wild 
on this continent. More probably it was not a native of the 
New World, but was early introduced by the Portugese dis- 
coverers, who perceived that the climate of this country was 
peculiarly adapted for its culture, and in time it became so 
flourishing that sugar was re-shippod as a supply for England 
and France. 

The consumption of sugar now taries very much in differ- 
ent countries, and also fluctuates very much with the rise 
and fall of prices. In 1860, in Great Britain, the average 
consumption of sugar was 34 lbs. for each inhabitant. The 
uso of sugar in England was probably much above that av- 
erage, or that of Scotland and Ireland must have increased 
very rapidly, because we find that in 1856 the consumption 
of England was 34 pounds, Scotland 21 pounds, and Ireland 
8} pounds — or about 28 pounds average for Great Britain. 
Sugar is not much used in France, the average consumption 
for each inhabitant being only 11} pounds — exactly ono third 
of the average of Great Britain. In Belgium, though coffee 
is usually drunk without sweetening, 21 pounds of that su- 
gar is disposed of yearly for each inhabitant. Germans gen 
erally either do not care for sweets, or are too poor to buy 
much of them, as the German States generally only average 
7} pounds for each inhabitant. Among the peasantry of 
Bussia sugar must be an unknown luxury, or at least its use 
by the people must be confined to Holy days and Festivals, 
for the consumption per head is but 2 pounds a year Next 
to the British, the peoplo of the United States use more su- 
gar than any other nation in the world ; and if the consump- 
tion of molasses and syrup were added to that of sugar in 
the respective countries, it would be found that the free use 
of saccharine food was far greater among us than with our 
transatlantic friends. In 1864, we consumed 32,582,000 gal- 
lons of foreign and domestic cane molasses, 20,000,000 gallons 
of sugar refinery sirups, 9,000,000 gallons of maple sirups, 
and 16,000,000 gallons of sorghum. In all, our consumption, 
therefore, amounted to 73,582,000 gallons, or fully 2-J gallons 
for every man, woman and child in the United States. This 
amount looks less extraordinary when we find that the con- 
sumption of sugar in that year had declined to 21 lbs. per 
head. On the other hand, it must be remembered that of 
both sugar and eirup there was an absolute dearth in the 
South, the greatest sugar State not producing nearly enough 
for her own wan'.s, and the reduced consumption must be as- 
cribed quite as much to the non-cultivation of the sugar 
plantations of Louisiana as to the high prices limiting its use 
in Northern families. The great demand for sirups, however, 
has been maintained since the close of the war, and is likely 
to continue. Tl e quantity of sugar used in the United 
States in 1864 was only 280,500 tuns, but in the following 
year it had risen to 412,000 tuns, or 47 per cent increase for 
12 months ; and yet the consumption of foreign and domestic 
malasses, and refinery and maple sirups was as much in 1865 
as in the preceding yoar, and the yield of the Borghum plant 
had increased from 16,000,000 to 25,000,000 gallons. If the 
use of sweets is any sign of refinement, cultivation, or abund- 
ance of the necessaries and luxuries of life, these statistics 
show tbe United States to be as far ahead of the most ad- 
vanced nations of Europe, as England is ahead of France, Ger. 
mauy and Ireland. 

American Institute Fair. 

The managers .of the Institute announce the opening of 
the annual exhibition for Thursday, Sept. 12th. Inventors, 
artists, manufacturers, proprietors of labor-saving machines, 
and those engaged in agricultural and horticultural pursuits, 
are invited to send in their best specimens of work and in- 
genuity. The articles will be classed under the following 
seven divisions ; — Fine arts and education, department of the 
dwelling, dress and handicraft, chemistry and mineralogy, en - 
gines and machinery, intercommunication, agriculture and 
horticulture. Various medals and the diplomas of the Amer- 
ican Institute will be awarded to successful competitors. 



Hemp.— Lafayette county, Mo., is said to be the richest hemp couDty in the 
Union. It is estimated that 2,900 tuns were shipped from this section last 
year. 
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Floating Batteries, Beacons, and Lifeboats. 

From Capt. John Moody, late managing director of the 
Goole Steam Shipping Company, London, we have received 
the following communication : — 

The use of iron has rendered possible many forms of float- 
ing structures which were formerly impossible, and at the 
same time the requirements of modern Daval warfare have 
necessitated the construction of other forms of floating bat- 
teries than ordinary ships. It would be now of very little 
avail to moor block ships within or in front of harbors for 
their defence, for such ships would be liable to injury from 
rams, and, unless thickly plated, would be incapable of resist- 
ing the heavy armaments of iron-clads and turret vessels. 
Moreover, they would require to be stationed in places having 
considerable depths of water, and therefore it would be possi- 
ble to get torpedos underneath them, and for an enemy thus 
to How them up. At the same time, it is evident that land 
or shore defences must in any emergency wait to be attacked, 
and that although their guns might not be silenced, it would 
only require a certain amount of time for a fleet of iron-clads, 
presuming them not to be seriously injured by the fire of the 
forts, to pass the range of their guns, and to effect all the mis- 
chief they desired at their ease. 



Against rams, the acute projecting ridge or rim would be a 
most formidable defence ; while the battery itself could in its 
turn be made use of for ramming, and could be driven north, 
south, east, west, without turning in the direction of each of 
its arms against the ships of any fleet by which it might be 
surrounded. Internally the battery would be divided into a 
series of water-tight compartments by vertical bulkheads, 
not only in the arms or rays but the main hull itself, where 









MOODY'S 

It has become perfectly obvious to all who have properly 
reflected on the subject that some kind of strong, impenetra- 
ble, light-draft floating battery is imperatively demanded for 
shore, harbor, and river defence, and none, I conceive, will be 
found to possess equal advantages with the cruciform 
covered vessels which have been patented by me, and the 
principle of which is applicable, under certain modifications, 
equally well for the purposes of floating beacons, ocean 
stations, and lifeboats. 

I propose to construct a floating iron vessel, with four equal 
rays projecting from a central circular fort; the surfaces of 
this central dome and its accompanying 
rays being plated with thick armor, and 
sloped upward from the edge or circumfer- 
ence of the battery toward the center, at as 
gradual an angle as may be convenient and 
suitable for the efficiency of the battery un- 
der the conditions under which it is intend- 
ed to be used. The bottom will be nearly 
fiat, sloping more suddenly upward out of 
the water to the horizontal line at which 
the upper and under surfaces meet and form 
a sharp, projecting, continuous ridge. The 
draft of water of such a battery would be 
very light, and by the application of steam 
power there is no doubt it could be made 
to glide over the water at a very considera- 
ble speed. Plates of enormous thickness 
could be placed upon its upper surface with 
very great security and without materially 
increasing the draft, as the floatage area is 
enormously great when compared with an 
ordinary ship, and every foot of superficial 
area receives a direct vertical support from 
the water. On account of this extreme buoyancy and the pro- 
jection of the arms, the pitching and rolling are greatly re- 
duced and almost entirely prevented, while the guns with 
which the battery is armed being placed over and around the 
center of gravity, the greatest steadiness of platform is se- 
cured. 

The primary advantages of its actual fighting capacities are, 
that its guns can be fired in every direction at the same time, 
and with equal facility and certainty, so that if surrounded, 
the battery could fight the enemy's ships on every side, and 
use all its armament, while broadside ships in attacking it 
■could only bring the guns on one of their sides to bear upon 
it ; and as, so long as the battery's artillery was unsilenced, 
the boarding of it would be impossible, a cannonade of its 
iron sides would be all that could be done. Moreover, there 
is no possibility of approaching the battery in a weak part, 
ae in coming up under the bow or stern of a ship, nor can the 
battery be raked fore and aft, like ordinary vessels. Moreover, 
the low inclination of its surface would cause so much glanc- 
ing of shots, as to diminish greatly the effects of the most 
violent bombardment. 



FLOATING BATTERIES, BEACONS, AND LIFEBOATS. 

these bulkheads would join in the center. This method gives 
security from sinking from partial but otherwise serious in- 
juries, at the same time that it materially increases the 
strength of the entire structure 

The upper arched surface and battery deck being water 
tight would enable the battery to float, should her bottom be 
damaged by rocks or torpedos. As the battery is intended 
expressly to be stationed in shallow water, and as her dimen- 
sions would be of very considerable superficial extent, the 
planting of torpedos underneath her would be an operation 
of great danger and difficulty for an enemy, who would be 




subj ected during its performance to an enfilade of musketry 
and grape shot from the central battery over its low, sloping 
sides. Such an operation must be executed in boats, as ships 
could not get near to the battery when moored in shoal water. 
No fear need be entertained of such a battery being boarded, 
nor could it be flooded during storms, as the port holes could 
be so constructed as to avoid taking in water, even if the 
waves broke over the slopes, which they are not likely to do 
to any extent, as their effect would be taken off by the over- 
hanging of the hull proper above the water line, while the 
battery itself would be provided with clearing drains on the 
lifeboat principle, so that if it were actually swamped, it would 
speedily clear itself. 

Furthermore, should it be desirable to give these batteries 
greater defensive powers, a central tower, with one, two, or 
three fighting decks, could effectively be added ; and all the 
weight of such a tower tending toward the center of gravity 
of the structure, the battery would still be maintained in 
perfect equilibrium by its projecting rays ; and not only could 
larger guns in greater numbers be put upon it, but they would 
be carried with far greater steadiness than they could be in 



any ship — and steadiness of platform is, as every one knows, 
synonymous with accuracy of fire in naval engagements ; 
while the readiness with which, by the use of her engines, 
such a floating battery could be rotated on its axis, would 
enable each one of its circle of guns to be trained upon an 
enemy with the greatest precision. 

The advantages claimed are : great floating capacity, and 
light draft of water ; capability of receiving very thick armor- 
plating, and for carrying the 
heaviest guns of the larg- 
est caliber ; adaptability for 
river and harbor defences ; 
great protection from dam- 
age from breakers and on 
lee shores, and easiness of 
again floating, should they 
take the ground ; adapta- 
bility for landing troops and 
war materials up rivers, 
adaptability for pontoon 
etc.; bridges for crossing 
rivers ; protection to life, in 
being able to land troops and 
cross rivers in face of an en- 
emy, as well as being able 
to load guns under cover of 
its protecting batteries; safe- 
ty from " rams," it being im 
possible for vessels on the 
" ram " principle to sink the 
battery, on account of its 
peculiar construction and 
sharp edges : great space 
for magazines, store-rooms, 
hospitals, and other pur- 
poses in the arms of the 
battery, all of which are 
built in water-tight compart- 
ments ; safety from sinking 
and availability for defence 
(until all four arms are de- 
stroyed) in consequence of 
being built in water-tight 
compartments from the deck 
to the lowest keel ; safety 
from sinking, should it fill 
with water, owing to its 
self -emptying apparatus and 
contrivances ; great saving 
of expense to the country in 
forts and other permanent defences, at the same time that 
greater protection would be afforded to inland towns on tidal 
rivers and to harbors, as o wing to their light draft of water 
these batteries may be pushed beyond the reach of ordinary 
warships, whether broadside or turret.and even of gunboats, 
and should they ground on an ordinary bottom they will 
take little or no hurt ; lastly, the important facility for mob- 
ilizing defensive power on any part of our seaboard or in 
harbors or rivers. 

Beside the value of the invention for war purposes, its prin- 
cipal has applicabilities of large commercial value, especially 
for ocean telegraph stations, floating light ships, and for life- 
boats. 

With regard to telegraph stations : if cableswere made in 
lengths proportionate to the distances between the sites 
where such vessels could be safely moored, the general security 
of the line of telegraph would be advantageously increased, 
while ships on their voyages could dispatch messages ashore 
in either direction, and the revenue from this source would 
probably be very considerable. 

Such ocean stations might further be made to serve the 
purpose of store houses for ships whose provisions had run 
short, and for places of refuge for mariners whose vessels were 
disabled or sinking ; and lastly, they might also form ocean 
post-offices, where vessels might call for and leave letters. 

For light houses the principle is capable of very successful 
development, as towers of considerable hight could be built 
and maintained with very great steadiness upon such a 
stable platform. 

For lifeboats the principle cannot be too highly estimated. 
Existing lifeboats are of a most dangerous character, from 
being constructed on an entirely erroneous principle. They 
are said to be constructed expressly for the purpose of righting 
themselves when upset. The proper principle for a lifeboat 
is the impossibility of upsetting at all ; and this may be well 
effected by giving greater length to two of the rays, so as to 
produce something like a boat-shaped form, while the lateral 
rays will still maintain a sufficient spread, and consequent 
bearing upon, the waves, as to prevent my lifeboats from 
overturning. Even if it were possible to upset my lifeboat, 
there would still be sufficient air coming in through the 
clearing valves to support the life of the crew and passengers 
beneath, and with clinging lines attached inside the boat, 
those so confined might be securely held on. Steam or man- 
ual power could also be efficaciously applied for propulsion, 
and thus oars and sails, so difficult to manage in boisterous 
weather, could be entirely dispensed with. Sails, however, 
could be used when required, and when used, the boat could 
be prevented drifting to leeward by the use of a movable well- 
keel. 

Another advantage of my lifeboat would be, that when 
lowered at the ship's side, the projections at its sides would 
act as fenders, and prevent the occurrence of accidents to life 
and limb which so frequently happen by the jamming of the 
boat against the ship when taking on board passengers and 
crew in a stormy sea. And further, it may be mentioned, 
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that a lifeboat on this principle cannot be swamped like an 
ordinary boat by the bearing down of any projection from 
the ship's hull upon the gunwale, for if the wing of my life- 
boat were so jammed down, the leverage of the opposite wing 
would tend at once to draw it up, and the lifeboat would be 
squeezed away, as it were, between the projection and the 
water, and would naturally draw out of the dangerous 
position. 

Capt. Moody is now in this country and may be addressed 
in care of E. H. Emerson, Etna, La Fayette county, Wis. 



BAKEE'S METALLIC BAG FASTENER 



The accompanying engraving presents a view of a simple 
metallic fastener for closing the mouths of bags, sacks, etc. for 
holding grain, meal, flour, and other substances. It is always 
ready, and never out of order; can be readily attached and 
detached, and will last a life time, while its cheapness is one 
of its best qualities. It is merely two segmental strips of 
hard rolled brass connected to a joint of wire passing through 
the bag and being held by a strip of leather inside and by 
the bending of the ends of the wire. One end of one of 
these segments has a catch made by punching a section 
through the band and bending it into a hook on the inner side, 
while the other segment has a series of holes punched through 
it for the reception of the hook. The upright bag in the en- 
graving shows the band fastened and encircling the mouth of 
the bag like a collar, and the empty bag shows the segments 
unfastened and hanging loosely. 

By the method of attaching to the bag — a wire passed 
through the ends of the two segments, the bag, and a rein- 
force of leather, with the two ends brought down and toward 
one another — the contrivance is very securely fastened so that 
it is impossible that it should give way ; yet, at the same 
time it can be readily removed, if desired, by simply unbend- 
ing or straightening the wire. This fastening is very light 
and will outlast the life of the strongest bag. It is always in 
place when required, and never, like a string, wears out. 

The patentee is ready to give a practical test of the useful- 
ness of his invention to all who desire it. He will sell man- 




ufacturing and territorial rights, or the entire right as de- 
sired. Patented through the Scientific American Patent 
Agency, June 11, 1867. 

For further information address D. B. Baker, Rollersville, 
Sandusky Co,, Ohio. See advertisement on another page. 



Pneumatic and Telegraphic. 

The failure of metropolitan internal telegraphs to compete 
in despatch with the slowest of foot messengers, is bitterly 
complained of just now in New York. The same evil was 
felt in London and remedied by a short' pneumatic tube, (so 
far as it went) fifteen vears ago. 

It was found where offices cluster around the great marts of 
commerce and haunts of business men within a limited area, 
like the Corn, Royal and Stock exchanges, that without an 
immense number of wires and apparatus, and a very large 
staff of clerks, no advantage was gained by sending messages 
by wire for such very short distances. Indeed, it was found 
more practical to forward messages by foot-messengers. Mr. 
Latimer Clark solved this problem in 1852, by proposing the 
establishment of a pneumatic tube. Such a tube was fixed 
between the Electric Company's central station, Lothbury, and 
the Stock Exchange in 1853. The system was subsequently 
extended to Cornhill, Mincing-lane, etc., and received great 
development. It has worked most admirably, and the suc- 
cess of Mr. Clark's system has produced successful copyists in 
Berlin and Paris. 

The advantages of this system have been readily appreci- 
ated and very fully carried out in Paris. Mr. Latimer Clark 
adopted lead tubes one and a half inches in diameter, protec- 
ted by externally split wrought-iron pipes. Messrs. Mignon 
et Rouart, the clever adapters of this system in Paris, use 
wrought-iron pipes of nearly the same diameter, but of great 
length, glazed in the interior, and connected by union joints 
rendered air-tight by caoutchouc. Their carriers are either 



of metal or leather, and a fare allowage of windage, and fit- 
ted with air-tight collars. They are made short so as to take 
the sharp curves which are necessary in going round the 
corners of streets. The pipes are buried beneath the surface, 
or carried in the subways, like the ordinary gas or water 
pipes. The mode of employing the pressure in the ordinary 
waterpipes, for compressing the air, we have already described 
in the Scientific Amemcan. 



MEBBILL'S IMPEOVED CASE. 



The advantages of this method of forming the staves for 
casks is apparent by a glance at the accompanying engrav- 
ings. It consists mainly in tongueing and grooving the 




edges of the staves with a single or double V-groove. This 
gives a much larger amount of contact between the surfaces, 
and thus diminishes the danger of leakage when the con- 
tents of a cask are of a volatile nature. It is well known that 
with the ordinary barrel, even if thoroughly coated internally 
with hot glue, crude or distilled petroleum will find its way 
to the outside, and thus leakage and waste made a large 
item of loss in a cargo of oil. With barrels make on the 
plan shown in the engravings it is claimed that petroleum 
has been shipped to Australia, California, the Cape of Good 
Hope, Malta and other parts of Europe, without losing any 
oil, landing their contents intact and in perfect order. 

Fig. 1 shows a longitudinal section of a barrel with the 
staves having a single V-groove and tongue, and Fig. 2, the 
head of a cask, half of the staves having the single and half 
the double groove and tongue. The tongues art 1 made 
slightly larger than the grooves so that when trussed and 
hooped, the parts shall come into very close contact. The 
edges of the staves are glued by a revolving brush which 
turns in a kettle of dissolved and heated glue, then put 
together and trussed and hooped, either by machinery or 
hand. After the barrel is thus put together it is glued in- 
ternally by pouring in a quantity of hot glue and rolling and 
shaking about until every part of the interior surface is coated 
and thus rendered perfectly impervious to oil, alcohol, or 
spirits of any kind. Casks built and treated in this manner 
are so well secured that if the hoops are all removed the 
barrel can be rolled and moved violently about for a long 




time without starting the joints. These barrels are now 
being largely made and used by the Downer Oil Company at 
their works in Corry, Pa. 

Patents for this improvement were issued to Joshua Mer- 
rill in May 1866, who can be addressed at 108 Water street, 
Boston, Mass., for machinery for tongueing and grooving and 
for manufacturers' and territorial rights. 



The Spakowski Night Signal. 

Commander Colomb and Captain Bolton's systems of flash- 
ing signals, the longer or shorter flashes corresponding to the 

dots and dashes ( ) of the Morse telegraph code now 

well known. A new signal light, Spakowski's, just intro- 
duced for trial into the navy, promises to give great extension 
to this system of signalling. It enables the light to be read- 
ily seen, even in hazy nights and without night glasses, at a 
distance of seven miles. The instrument itself weighs seven 
pounds, and is about three feet in length. The staff, of about 
two inches diameter, is a hollow cylinder, inside of which is 
fitted a piston that can be pressed down to two separate dis- 
tances in the cylinder, but which, when not in use, is kept in 
the upper portion of the cylinder by a strong spiral spring 
in the lower part of the cylinder or staff Immediately over 



the top of the piston, and at the upper part of the cylinder 
is a projecting nozzle-pipe, through which the air finds en, 
trance on the opening of a valve, by drawing the piston 
downward The upper portion of the cylinder is now full of 
air, which will be driven out on the piston being released by 
the operator's hand, and left to the upward pressure of the 
spiral spring underneath. Let us look at the upper portion 
of the instrument first. Here a cotton wick is burning from 
a small spirit-of-wine lamp fixed in the head of the instrument. 
Opposite to the flame of the lamp is about an inch of horizon- 
tally fixed brass tubing, of about the thickness of whip 
cord, terminating in a needle point from another piece of the 
same tubing, one being the continuation of the other, and 
pointing direct at the spirit flame. A reservoir in 
the head of the instrument contains a little over a 
half a pint of petroleum, and this reservoir is con- 
nected with the two small pieces of tubing, and by 
means of them subsequently with the air from the 
cylinder below. Now the piston being released, it 
is driven upward by the spring underneath, and 
forces the air through the small tubes in the face of 
the flame and with it the petroleum in the form of 
vapor. The result of this is a column of flame of 
full two and a half inches in diameter, which darts 
upward from the point of contact be twe«n the petro- 
leum vaporand the flame of the lamD, and this column 
of light lasts just so long as the piston is 'moving up- 
ward again to its normal position in the cylinder. The 
length of time during which the column of light is 
shown therefore, depends upon the length to which 
the piston is pressed downward in the cylinder. Thus 
a two-inch movement of the piston may be said to 
give a short flash — and a six-inch movement to give a long 

flash . A mechanical catch in the cylinder warns the 

signalman when he has reached the proper distance for a 
short or long flash. — Engineering. 

m -^^^- 

WATSON'S GIMLET 



Every one who uses the common gimlet knows that it is 
almost impossible to bore a hole with it without splitting the 




material ; further, in hard woods the tool works very unsatis- 
factorily, as the screw on the end draws out before the hole is 
completed. In any case the action of the gimlet is defective 
from the manner in which it is constructed. It is not a cut- 
ting tool but performs its work by crowding or forcing the 
wood to one side. 

The object of this invention is to produce a gimlet that will 
bore without splitting and cut as true a hole as an auger. 
To this end the tapering portion is provided with a series of 
shoulders, a, which form cutting edges and remove chips as the 
screw on the end draws in. The object is attained perfectly 
and the result is a much better tool at little additional cost 
of manufacture, and can be applied to gimlets already manu- 
factured, either double or single cut. The advantages of this 
gimlet are apparent. Patent applied for and the right for 
sale low. Address Egbert P. Watson, Box 4,486, New York 
City. 



Field's Compound Engines. 

Mr. Joshua Field, of the eminent firm of Maudslay, Sons & 
Field, of Lambeth, England, has recently patented some in- 
teresting combinations in the steam engine, which we find in 
the Mechanics' Magazine. His combination of high and low 
pressure cylinders, is singularly compact and ingenious. The 
small high-pressure cylinder is let into the forward head of 
the large low-pressure cylinder, like the joint of a telescope ; 
projecting only far enough to allow the valves to 'in jrt at. 
The piston heads of both cylinders are connected ■■$ a i u.l eo 
that both pistons work as one ; and the large i-ioton hea.i i i 
also recessed to fit like a cap upon the inner end of the small 
cylinder, andgo fills the annular space around the latter. The 
high-pressure steam entering the small or inner cylinder is 
cut off, say at hal p the stroke, and allowed to expand into the 
large cvlinder, j)t the same tim<* comnletin ft tV) stroke of th« 
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compound piston by expansive pressure upon both its heeds. 

Another form of combination patented by Mr. Field is that 
of three cylinders side by side with a three-throw crank di- 
rectly in front of them : the central one being the smaller 
and receiving the high-pressure steam, which is cut off at 
half -stroke, expands to the end of the stroke, and is then 
transmitted to both the large outside cylinders and completes 
its work. 

Again, where steam of a very high pressure is used (say 
from 80 to 150 lbs.) Mr. Field combines both these combina- 
tions ; entering a fourth and still smaller high- pressure cyl- 
inder into the central high-pressure : the latter receiving the 
expansion in its annular space thus formed, and passing it on 
into the two outside cylinders. 

Another improvement by Mr. Field, mentioned in the same 
connection, is a warning indicator to prevent damage to 
valves, pistons and cylinders by excessive superheating of 
stepm. An alarm whistle or bell is adjusted so as to be re- 
leased and set in action by a heat-gaffe placed in the current 
of superheated steam as it comes to the engine, in case the 
temperature should rise above a certain point, and at the 
same time a throttle valve, placed at the junction of the pipe 
leading from the superheater with the main pipe, is actuated 
so as to shut off the superheated steam and open the commu- 
nication direct from the boiler. 



BUSINESS AND MANUFACTURING ITEMS. 



Cotton, etc.— As an illustration of the decline which has taken place in 
prices, brown bIj eetings which sold June 22, 1805, at 32c, and Jnno 22, 18C6, at 
26c. i were selling in New fork June 22, 1867, at 18c. The pricesfor Manches- 
ter (Itninis at corresponding periods were 65, 52K. and 35. and of Granville 

cassimcres, £2.50, $1.75, and $1.50, On the 22d of June the wages of oper 

atives in the cotton and woolen mills at Manayunk, near Philadelphia; we:e 
reduced 25 per cent. Twelve mills had to stop, the bands refusing to work. 

India exported to England last year 1,847,710 baies of cotton, worth $33, 

000,000. It is said that the Spragues will not begin the improvement of their 

recently acquired property at Augusta, by the building: of new mills, until 
next year, when the first of the proposed four new ones will be erected. 
These mills will be uniform in size and construction, and will probably be 
the largest single mills in the country. Steps are now in progress toward 
building two yards near the site which will turn out 4,000,000 brick in the 

season, for building the new mills. For the Utlca steam cotton mills a new 

mill is soon to he erected, which will have 16,000 spindles and 800 looms, and 
give employment to 350 hands, thus doubling the capacity of the works. 

Iiion.— The American Steel Company, of Pennsylvania, are erecting exten- 
, ive works at Connellsville, near Pittsburgh. The main building will be 200 
by 120 feet. The manutacture of steel will probably begin in October next. 
A hirge number of Prussian iron woikershave arrived at Pittsburgh, sent 
over by the agents of mills in that city as a precautionary measure against 

"strikes." The iron works of Cincinnati, embracing eighteen founderies 

and two rolling mills, employ over 3,000 hands, whose annual wages amount 
to $2,500,000. The product of these works is valued at $6,000,000. . Most of the 

iron used comes in pigs and blooms from Southern Ohio and Tennessee. 

The MeCormicks, of Chicago, will turn out 10,000 reapers and mowers this 
season. Roy & Co. are building an extensive butt factory at West Troy. 

Railroads, etc.— Gov. Fletcher, of Missouri, has again taken possession of 
the Southwest Pacific Kailroad, in consequence of the failure of the pur- 
chasers to meet their payments to the state. The lather threaten to contest 

the Governor's action. A town of 000 inhabitants has grown np on the Pa- 

citlc Railroad within six weeks, supporting a $;!0,000 hotel, billiard saloons, 

faro, monte ami keno banks, and other necessary establishments. A survey 

of the Illinois River, has been commenced under government orders, for a 
projected canal from Chicago to St. Louis, starting from Laka Michigan and 
extending to Alton, III. It is intended to admit vessels of 1,200 tuns burden. 

A cable lias been ordered in England for a submarine telegraph between 

Hong Kong and Shanghai. — The nav'gation of the Colorado River, lately 
suspended, has been reorganized and will be resumed vigorously by the "Ari- 
zona Navigation Company." The Pacific and Atlantic Company have com- 
pleted their line to the city limits of Cincinnati. The Western Union Com- 
pany are strenuously opposing them in their efforts to procure the consent 
of the Common Council to their setting poles in the streets of the city. The 
Western Union Company intend to furnish a refreshment room in the New 
York oiljcc, where their employes can obtain refreshments withont being 

under the necessity of leaving the building. The consolidation of the 

American, Southwestern and United States Telegraph companies with the 
Western Union made the largest stock company in this country, with a capi- 
tal of forty millions of dollars, representing lines of wires from Newfound 
land to the Rio Grande, to Ban Francisco and thence to New Archangel, in 
the new Russian American possesions, with lateral lines leading Into nearly 
every town and villiagcin the countrv. 

Mining.— The Pottsville Standard says the development of black band is 
still progressing, and new localities arc opening to demonstrate its general 
existence us a bed. The striking similarity of the orestaken out at the differ- 
ent openings is of itself sullicicnt to convince the most skeptical of the great 
extent of the vein of ore. The Belmont Coal Mining Company's property, 
consisting of about 1,000 acres, has recently been sold to a wealthy New York 
Company, who will at once proceed to develop the property for black band 
and erect furnaces in due time. Those who uae the black band ore— the de- 
mand for which is greater than the present Bupply— state that the iron made 
from it will render the importation of Scotch pig entirely unnecessary. The 
amount of black band iron ore shipped over the Mill Creek Railroad for the 
week ending June 8, 1867, was 31*93 tuns ; previous, 2,936-08 tuns ; total , 2,90801 

tuns. The Bridge-water. Vt.,gold mines are shipping their quartz to Wales 

to be reduced. 

Miscellaneous— It is reported that one of the largest railroads in the 
country has adopted the custom of paying its laborersthe price of a barrel of 
flour per week, as the most Just and satisfactory mode of measuring the 

value of labor. An artesian well about 500 feet deep Is being bored at Co 

hoes, with a view to obtain unusually clear water for the manufacture of a 
particular gi;ade of paper. — An effort is being made to raise a fund for in- 
suring the lives of members of the Boston Fire Department. Several cities 
have adopted this wise and benevolent policy. The firemen of Chicago, it is 
stated, last year had their lives insured by several liberal-minded gentlemen 
of that city. At a recent fire three were killed ana several injure !, and the 
insurers have paid over to the families of the deceased $7,500, while the in- 
jured men are siven a weekly compensation. Advices from Sitka, in our 

new Russian purchase, state that lots are being preempted, and there is talk 
of a City nail. Sitka contains 500 Russians and 800 Indians.— A grand 
scheme is on foot in Chicago to build a magnificent system of docks, to ex- 
tend several hundred feet from shore along the lake for a distance of half a 

mile. Tnc estimated cost is from $5,000,000 to $7,000,000. On Saturday, June 

22, the United States Treasury held the largest amount of money ever held at 
any one time since the organization of the government, to wit: $180,000,000, 
of which $102,000,000 were gold and $78,000,000 currency. As an illustra- 
tion of the rapidity with which the conversion and purchase of seven-thirty 
notes have been pushed forward, it Is officially reported that $151,746,000 were 
. taken in by the Treasury Department between Feb. 1 and June 1. The ag- 
ricultural societies oi Massachusetts are appropriating $50 each for the room 
rent and tuition of one scholar foreach association, to be educated at the 
State Agricultural Collego. Committees are appointed to select the benefi- 
ciaries. The trade of the West India Islands is larger than most people 

have any impression of. Statements prepared by direction of the British 
government in the year I860 show that tho entire trada of the West India 
Islands amounted in 1865 to the sum of $410,580,919. Of this sum tho trade of 
Cuba alone amounted to $296,000,000.— The British Boardof Trade returns, 



just published, show a healthy contrast between imports and exports in favor 
of the latter, very tempting to those Americans who wish to see their coun- 
try also one of the imperial producers rather than one of the spendthrifts of 
the world. The total value of imports in the first three months of the present 
year was £24,281,048, against £26,457,723 in the corresponding "period of last 
year, and ,£19,253,701 in 1805. The exports iu the first four months of the pres- 
ent year amounted in value to €12,381,021, against £40,991,166 in the corre- 
sponding period of last year, and £35.635,707 in 1865. In the new Brooklyn 

Directory there are 74,000 names, indicating a probable population of 250,000, 

an increase of more than 15,000 over last year. The Bank of France has at 

the present time thelaigcst amount of coin probably ever held by any bank 
or government at one lime, amounting to ,$156,000,000. 



©tutorial Nummary. 



Live Stock in the United States.— From the returns given by the Com- 
missioner of Agriculture, it appears that on the first day of February, 1867, 
there were in the country east of the Rocky Mountains, 5,401,263 horses, 
valued at $429,271,818; of mules, 332,386, valued at $76,094,954 ; of cattle and 
oxen, 11,730,952, in value, $240,351,082 ; of milch cows, 8,384,775, worth $322,039,- 
201; ofsneep, 39,385 385, valued at $132,774,660; cf hogs, 24,093,534, valued at 
$134,111,424. The total number of animals is 81,693,521, and of value $1,343,- 
618,739. Illinois supports within her boundaries the largest number of 
horses. New York ranks next in value owing to the superior estimates 
given to many fancy specimens, though Ohio stands second in the number of 
horses owned. In mules, as in cotton, Alabama leads ; Mississippi comes 
next, and is followed by the remainder ol the Southern States. Pennsylvania 
has a very large number of mules employed in her coal mines, but is far be- 
hind either of the before-mentioned States. In cattle and oxen, Texas bears 
off the palm. In sheen raising, Ohio takes the first stand. Indiana, Illinois, 
and Ohio divide the honor of possessing the largest number of hogs. 



Death from Explosion of Nitro-glyceri:" -On the 9th [instant, soon 
after the workmen engaged in making the Summit tunnel of the Central 
Pacific Railroad had let off a blast of nitro-glycerin, the foreman of the 
tunnel, Henry ;McCarty, went in to see what effect the blast had, or to 
make preparations for another one. He took a hammer and struck on the 
ro.k to ascertain whether it was solid or not. There hapDened to be a quan- 
tity of the explosive combustible in or on the rock, which was ignited by 
the blow, exploding and scattering fragments and splinters of rock in every 
drection, wounding him in several places, one piece of stone penetrating 
his right breast and entering the lung, making a terrible wound. The un- 
fortu.iateinan lived until Thursday, the 23d, when hemorrhage of the right 
lung took place, causing his death in a short time.— Sacramento Union of 
May 29th. 



Rust is removed from metals by plunging the. article for twenty-four 
hours in a bath of muriatic acid diluted with twice its quantity of water. 
When taken out the metal is to be rubbed well with a scrubbing brush 
when the oxide will come off like dirt under the action of soap. If any rust 
st, remains, the process needs repeating. When the substance presents 
throughout the appearance oi dull lead, itmuBt be thoroughly washed in 
plain water and well dried before a lire ; the polish may then be restored by 
a little rubbing with oil and fine emery powder. It is best to prepare the 
metal by washing with a hot solution of coda before submitting it to the 
action of the acid, for the purpose of removing any oil or grease. If any 
trace of acid is allowed to dry on, the metal will absorb oxygen from the 
atmosphere ; hence the necessity of its being well washed in pure water. 



TnE Tunisian Palace is a beautiful Moorish building ; but a palace only 
i n its exterior aspect. "Within, though lofty and beautiful, it is occupied by 
a party of Arabs engaged in the rudest native industries. Two men, squat :ed 
on the ground, are weaving in the Arab style, a mat of rushes. Another is 
working on leather. A jeweler is fabricating w'th the rudest instruments 
some rough, but showy ornaments. An old fellow in turban and immense 
breeches is lying on tlie. ground turning ivory. He has no lathe, but he has 
t'ast.'iiedhisbiloriv'ory between two pieces of wood so that it will revolve ; 
then with one hand he turns it by means of a sort of fiddle bow drawn across 
it, wh ile. he shapes it neatly enough with a rough looking tool held in the 
other. The contrast between these rude and primitive methods and the 
wonderful machinery and manufactures in the palace, is a. lesson which 
covers the whole progress of civilization. 



A FUtssiaw Knginekr exhibits a railway invention which attracts consid- 
erable curiositv. The object is to save the power gained in a descent, now 
lost in the friction of the brakes, with wear and tear, and use it in an ascent. 
To do this the engineer lias attached to the locomotive two very heavy ily 
wheels. Going down hill they ace as a brake, and the force they gather will 
carry the train up an equal rise, less the friction. Here a model train loaded 
with water runs down a sharp incline, the water runs off, and the force of 
the fly wheel carries the train back to the place of starting. In this way a 
short railway, taking coal down an incline, irom the pit mouth for example, 
could he worked without any power but that gained by each descent of the 
train. 

TheIIoorac Tunnel. — The contract just awarded to Messrs. Dull and 
Gowan, of Chicago-tunnel notoriety, provides for the excavation of six 
thousand four hundred feet of tunnel at the east end, or over a mile of com- 
pleted tunnel ; also the sinking of the central shaft to grade, which will be 
about ilv e hundred and forty feet of excavation. They contract to excavate 
the shaft not less than thirty feet per month, and at the east end not less 
than ninety -one feet in the same time, the whole work being finished in two 
years. 



The Austrian journals state that swarms of poisonous flies have made 
their appearance in Transylvania, and that more than 100 head of cattle 
have perished. The farmers are compelled to keep their beasts shut up, and 
large fires arc burning night and day around the sheds to keep oiF this un- 
welcome visitation. During one day when the rain fell copiously they disap- 
peored, but. as soon as the weather became fine again, they returned. The 
men in charge of the fires have the greatest difficulty in preserving themselves 
from their venomous attacks, and find tobacco the be6t preservative. 



Steel Castings.— Among the novelties in steel from Prussia, displayed in 
the Exposition, is a 1 -jcomotlve cylinder and valve-casing cast solid in steel— 
difficult enough in iron, (says Engineering,) but in steel very remarkable in- 
deed, as one of the first steps in a new artdestined to produce the most im- 
portant consequences. The cylinder is bored out, to show the quality of the 
metal, and the bored surface is as sound as the interior of a cast-iron cylin- 
der generally is. 

Tintypes, as they are popularly called, are small ambrotypes taken on 
varnished tin, many repetitions upon the same negative being taken by hav- 
ing a camera with numerous lenses. This necessarily costly apparatus has 
recently been superseded by a very simple expedient. The sitter is posited 
opposite a box provided with pieces of looking-glass, in which his figure is 
multiplied any number of times, and the pictures are thus obtained by a Sin- 
gh -tube camera directed toward them. 

An lMrovEMENT in Watches.— Mr. J. Muma, of Hanover, Pa., writes us 
that he has made an important Improvement in watches. In ordinary 
watches the isochronous vibrations of the balance are depended upon for 
keeping up the regnlarrate. But by reason of increase of friction the vibra- 
tions of the balance arc lengthened, and for this there has been no simple 
remedy. Mr. Muma introduces into his watch a second isochronous move- 
ment, which he claims will compensate lor the variations caused by friction. 



Making TnE Debekt Blossom.— The artesian wells in Algeria, long 
attempted without success, now number probably about one hundred, de- 
livering live or six million litres of water per hour, and converting deserts in- 
to gardens wherever they have been bored. The work is going on, defrayed 
by tax upon the benefitted population, and is destined to reclaim incalcu- 
lable wastes. In a single district (Ouled Rir) stretching far South into the 
desert, and now containing thirty-five wells, 2,000 new gardens havo been 
formed and 150,000 date trees planted. Four military boring brigades, well 
provided with Implements, and with growing skill and experience, arc stead- 
ily pushing on the conquest of the desert, and wxth almost unerring success 
In every attempt. 



The London Post Office in 1865 received and delivered 90,000,000 local 
letters. The average daily delivery of letters in London at present is about 
560,000 of which about half are local and half from abroad. The daily num- 
ber of newspapers and book packets delivered, is about 55,000. TheiPost- 
master asserts that, if London correspondence continues to increase as it 
has in rccentyears it will soon be necessary to have half-hourly collections 
and deliveries during certain parts of the day. He also alleges that London 
local hitters arc the most profitable that the Post-oflice handles. 



The English Kailkoads rarely cross public roads save by bridge or tun - 
nel, and when they must enter a great city like London they almost in- 
variably run parallel witli the topsofthe houses. Nothing in these masses 
of men and mazes of railways so interests and surprises the Ameri. an as the 
ever present and conscientious vigilance for the protection of human life. 
No person is permitted to walk on the track, no idle crowds are allowed to 
cluster at the stations, and in the few cases where the rail traverses a road 
on the same level, gates are watched by guards, whoallow neither horse nor 
carriage to cross till the train is out of the way. 



The Honey ant of Tex is, as described by a Texan newspaper, is about 
half way between the large and small red ants. Its color is a kind of reddish 
brown. The honey bag is attached to the posterior part of the abdomen. It 
is overlaid with thin, dark layers, is about half as large as a grain of rice, and 
contains a '■ pure clear honey of a most delicious flavor." Whether these ants 
have a common store-house, like the bee, our Texan authority docs not know. 



Preparation of Sheet Iron for Tinning.— The usual process, with its 
manifest disadvantages, of cleansing the surface of the plates in the " black 
pickle," consisting principally of sulphuric acid, has been superseded by an 
English manufacturer, by scouring between swift polishing rollers in pure 
water. The surface is greatiy improved iu quality and polish, and the lurk- 
ing corrosion left in the pores of the iron by the acid in the former process, 
is of course entirely obviated. 

A Remarkable Toad.— The Pictou, N. S., Chronicle records the discovery 
oi an animal, closely resembling a toad, imbedded in a small cavity filled 
with water, in the center of a seam oi coal 160 feet beneath the surface of the 
ground. The animal is perfectly shaped and quite lively, but at the same 
time is blir d has no mouth. When put into fresh water it becomes in- 
sensible, bti* ecovers upon being replaced in the turbid watertaken out of 
the coal mine. It is now in possession of the American Consul at Pictou. 

At the Royal palace at Berlin, 40,000 wax candles arc instantaneously 
lighted by one single match. The mode of proceeding is simple enough, 
the wicks being previously all connected by a thread spun out of gun cotton, 
on lighting one end of which all the candles are lighted simultaneously and 
thus the whole, of the 700 apartments are illuminated at once. In Russia the 
same method is employed for lighting up the churches on grand occasions. 

The Dunderberg set sail on the 4th Inst, for Cherbourg, but owing to a 
slight disarrangement of her starling gear, returned on the following day. 
Previous to sta; ting on her trans- Atlantic trip she was docked for repairs in 
Hoboken. The feat of raising this ponderous m ass outof water was one of no 
ordinary magnitude, and it is doubtful if there is another clock in the country 
capable of sustaining so enormous a weight. 



Canker "Worms.— English Sparrows have been introduced in some of our 
citv parks, and the result is the entire disappearance of the troublesome 
canker worms. The beautiful foliage of these parks is in striking contrast 
with former years, and with the worm-eaten trees in some of our avenues, 
streets, and churchyards, where the sparrows have not yet been Introduced. 



Oil.— The Pennsylvania oil wells are at their lowest ebb, the whole State 
yielding less than 6030 bbls. per day. At Philadelphia, lately, 2000 shares oi 
stock, which once brought a large premium and represented au aggregate of 
$50,000, were sold for $10. 



Gas Works arii to be established in Yokohama, Japan, by an enterprising 

Yankee. 

It is reported that Krupp has offered his monster cannon as a present to 
the King of Prussia. It is valued at about t'20,000. 



tfcder this heading mc shall publish weekly notes ofso7ne of the more promt* 
nent home ana foreign patents. 



Photographic Copying Board.— W. D. Blackman, Defiance, Ohio.— The 
object of this invention in to tacilitate the copying of old pictures, such as 
photographs, ambrotypes, daguerreotypes, and others by photographic pro- 
cess. 

IjADLe.-IL W. Benton, Lebanon, N. H.— This invention relates t,o ladles 
used for the pouring of metals in casting, and it consists In hanging to the top 
of the ladle a guard of suitable form, that while allowing the metal to pass or 
run out it ■ ill hold back and retain the dross, skimming it from the surface 
ol the melted metal as the metal is poured. 

Churn. -John F. Brown, New London, Conn.— This invention has for its 
object to furnish ail improved churn, simple in construction, easily operated, 
readily cleaned and which will do its work thoroughly and quickly. 

Separating Water and otjikr volatile properties from Peat and 
other Surstanoes.— Thomas George "Walker, New York City.— This inven- 
tion ha s reference to the manner In which the article peat or other sub- 
stances may be prepared for use. 

Car Coupling.— James Depcw and J. Darah Hall, Peckskill, JST. Y,— This 
invention consists in anarrangment of parts whereby two railroad cars may 
be automaticaly coupled together In a safe and convenient manner and un 
coupled in the most expeditious manner from the side or platform of the car 

Railroad car Safety Bridge.— Lester Traxler, Butler, Ohio.— This In- 
vention relates to the manner in which a safe and commodious passage way 
is formed Irom one railroad car to another. 

Water Cock.— George D. Hadley, Cincinnati, Ohio.— This improvement 
relates to a new and improved method of constructing water cocks to be 
used for hydrants and in similar situations. 

Plow.— James M. llawley, Holton, Ind.— This invention has for its object to 
furnish a cheap, strong anddurableplow, which may be adjusted for use as a 
single, double or triple plow", and which maybe readily converted into a 
scraper when desired. 

Roofing and Clapboarding Bracket.— H. W. Holden, T. J. Mooer, D. II. 
Stratton and Gilbert Reynolds. Blossburgh, Pa.— This Invention relates to a 
new bracket which can be easily applied to roofs of houses, for shingling 
purposes, or to the sides of houses for supporting platforms for the builders 
to stand upon, and for many other purposes, and which is eo arranged that it 
will llrmly hold itself in position without injuring those boards, posts or 
shinglesto which it is clamped. The invention consists in so constructing 
the main bracket that it will not only hold itself in position, but also so that a 
truss for supporting the platform in clapboarding or one for holding the 
board tor shingling can be easily attached to and held In the bracket. 

Water WnEEL, —Thomas Pattinson, Little York, Cah— This invention re- 
lates to a new and improved water wheel, in which the water is applied to 
the wheel in such a manner as to insure the most favorable results as regards 
the percentage of power obtained, economy in the consumption of water, 
andin the construction of the wheel. 

Medical Compound.— A. M. Cox, Elizabeth, N.J. — Thiscompoundlsespe- 
clally designed for the relief and cure of colds, conghs, find other similar 
complaints. 

Pressure Filter.— Charles N. Brock, Philadelphia, Pa.— This invention 
relates to a method of filtering and deodorizing sirup, In the process of re- 
fining sugar, and it consists in passing the sirup through a battery or succes- 
sion ot closed filtering vessels, under pressure. 

Pitman Connection for Harvesters.— Iliram L. Wanzer, Clyde, Ohio.— 
The object of this invention is to reduce the friction of the cutting apparatus 
and its connections on harvesters ; also, to prevent the rattling of the said 
connections, and their becoming loose by wearing. 
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Bottle Ktoppkk.— Robert F. Bocemsdes, "Walliugrord, Ct.~ The object of 
thisinvention is to provide a convenient and perfect stopper for bottles, or 
decanters, and consists in an India rubber cylinder, of proper sliape to fit tho 
mouth and neck of the bottle or decanter, which is litted around amet.al 
tube for receiving a screw fastened in the head of the stopper. The stopper 
is inserted In the bottle when the screw is partly withdrawn, and the india- 
rubber cylinder is elongated by its elasticity, so that it enters easily, and the 
screw is then turned lor the purpose of compressing the india rubber, and 
expanding it laterally, so that it shall fit in the neck of the bottle tightly, 
and fill the sides completely, effectually preventing the admission of air or 
the loss of the contents. 

Device foe Supporting Hop Poizes.— Norman C. Roberts, and Ezra W. 
Badger, Fly Creek, N. V.— This invention consists in providing for hop poles 
a chain and ring tormod of wire or any other suitable material ; the rings 
being placed over the tops of the poles, and formine a part of the chain 
which is drawn over each row of hills to support the top,-! of the poles, to pre- 
vent them from surging in the wind, as well ns to keep them separated, and 
in their proper positions. 

MKtuon ok Making Illuminating Gas.— A. 0. Hand, Union Mills, Pa.— 
The ob.jeoi. nf I'.iis invention is to make illuminating gas from benzine and 
other hydro carbon liquids, by a very simple and compact apparatus, ami in 
such a manner that, no lire or other expensive process is employed. 

Machine foe Fueeowtng Mill Stones.— J. J. Zinn, Albion, Pa.— The 
object of this invention is to furnish millers with a machine for picking the 
cross furrows or channels of mill stones witli perfect regularity and accu- 
racy, and great facility, without laying oft" the furrows by measurement. 

Geaduatins Level.— N. Holllngsworth, Ilosctta, 111.— This invention re- 
lates to a leveling instrument, which is provided witli a telescope, a needle 
box and adjusting springs, In sucli a manner that by means of the needle in 
the needle box the inclination of the telescope, or its position towards the 
horizon, can be determined at a glance; and furthermore, the telescope, 
when adjusted in a horizontal position, can be leveled so that it can be made 
to swivel in a horizontal plane without being permitted to deviate from its 
horizontal position. It" the telescope is released, It can be readily adjusted 
to ar.y desired inclination, and an iustrumsnt is obtained which can be used 
with advantage in cross-leveling and in surveying operations of any de- 
scription. 

Corn Planter.— Soloman G. Dentler, Orangeville, 111.— This invention has 
for its object to furnish an improved machine by means of which the furrow 
may be opened and the corn dropped and covered easily and accurately. 

Gate.— Hiram Turner, Ripon, Wis.— This invention has for its object to 
furnish an improved gate, strong and simple in construction, and which may 
be easily adjusted to swing at any bight, to pass over mud, snow, or other 
obstructions. 

Steaai Generator.— William Young. Gaston, Pa.- This improvement re- 
lates to a new portable arrangement and combination of parts for the pur- 
pose of generating steam for various purpos s, and the invention consists In 
arranging aboilcr or generator over a lire box and connecting it with a steam 
drum (which stands above it) by pipes, and also in a device for heating the 
water before it is pumped into the generator. 

Gate.— Cornelius Trexler, La Grange, Ind.— This invention has for its object 
to furnish an improved gate ho constructed and arranged that it maybe 
opened to its full extent without its being necessary to slide the gate back its 
entire length or swing the entire gate upon its hinges. 

Hay Loader.— George W. Swartz, Newhurgh, Pa.— This invention relates 
to a machine which is attached to and travels with the wagon for the purpose 
of raising the bay from the ground and depositing the same into the wagon. 

Beehive.— S.Hutchinson, North Lewisburg, Ohio.— This invention relates 
to a new and improved beehive of that class which arc constructed in sec 
tions. The invention consists in a novel and improved manner of clamping 
V<i sections together whereby close joints are obtained, closer or tighter 

an usual, so that no crevices are allowed in which moth eggs may be de- 

ositcd. The invention also consists in providing the hive with a bottom 
composed of ancndlessspacehavingmoth traps and cleats attached and ar- 
ranged whereby the hive may be kept in a perfectly clean state and the 
propagation of moth within the hive avoided. 

Cotton Press.— Samuel D. Iloberts, Washington, La.— This invention re- 
lates to an i mprovement in the construction of a cotton press and it consists 
in an arrangement of double levers operated by a caDstan connected witli 
drums, ropes and pullies which work a single vertical follower block for 
compressing cotton in an ordinary packing box or chest. 

Sirup Pitcher.— John Hyslop and Charles E. Phillips, Abington, Mass.— 
This invention relates to the cover or lid of the sirup pitcher, and it consists 
principally in so constructing that portion of the cover which covers the 
nose of the pitcher that it will enter the Bald nose and thus as It were cut off 
the flow of liquid therefrom, consequently not only causing and forcing the 
liquid to now back in the pitcher, but also serving to wipe oil" the liquid from 
the none. 

Register.— John McLauchlin, Brooklyn, N. Y.— This invention relates t 
hot-air registers. It coneists in the use of a sheet of wire gauze or netting 
within the body of the register for the purpose of preventing papers or 
other articles dropping or passing through the register to the lire below, 
while no hindrance is given to the passage of the heated air. 

ExrLOfciivE Powder.— Guetav Adolph Neumeyer, Duchy of Saxe-Alten- 
burg, Germany.— This invention relates to an explosive powder which is in- 
tended to be more safe, but as powerful, as the ordinary powder now in use. 

Post — A. "W. Gore, Manhattan, Kansas.— This invention relays to a post 
for fences and other purposes, which post is made of sheet metal and pro- 
vided with cross wires having eyes or loops at its en is for securing the ends 
of the sections of a wire or other fence thereto, or for convenience in hitch- 
ing a horse, it used as a hitching post. 

Indicator.— David P. Davis, Jersey City, N. J.— Tnis invention relates to 
an indicator more particularly intended for use in connection with steam 
boilers although it can be applied to other purposes. The invention con- 
sists in the application to or the combination with any ordinarily constructed 
or other suitable pressure gage, of a dial or disk ot any suitable material 
for receiving and retaining marks or indentations, which disk is arranged to 
revolve with a regular and continuous motion and in such a mauner as to be 
marked by a pencil or any other suitable marking device arranged to operate 
in connection with the said pressure gage and to be thus moved according to 
the pressure therein over tne surface o* the said di3k either in a straight or 
a curved line as may be found necessary. 

Paper Fabric for the Manufacture of Water-proof Insoles and 
other Articles.— L. M. Crane, Ballston Spa, N". Y.— The invention con- 
sistsin constructing the fabric of two or more layers of paper with a sheet 
or sheets of gutta-percha interposed between them. 

Scaffold.— Benjamin Best, Dayton, Ohio —This scaffold consists of a series 
of upright posts, which are anchored to the ground by means of braces, and 
on which sliding bracesforsupporting the platform are arranged in such a 
manner that the latter can be raised or lowered at will by the parties on the 
platlorm. The length of the scaffold can be regulated by the number of up- 
rights employed. 

Baling Press — A. J. Purviance, Mount Zion, Iowa.—The nature of this 
invention consists in combining gearing with windlass and shackle rigging 
power for compressing and baling hay or cotton. 

Baling Pbebo.— Win. B. Smith, Aberdeen, Ind.— -Thisinvention relates to 
a hay press of that class in which the hay, cotton or other article to be baled 
is held In place by a follower while it is being operated upon by a beater, 
both the follower and beater moving in a horizontal direction. 

Punched.— Lorenz Wolf, St. Jacob, 111.— The object of this invention is to 
provide a standard for guiding a sliding punch in suoh a manner, that the 
eocket in the standard may be enlarged or diminished at pleasure, according 
to the diameter or size of the tool, which is to slide therein. 

Throttle Vai,ve leVer.— Norman King, L'fcna, Pa.-'-Thls invention relates 
to a method of operating the throttle valve of a steam engine, and it consists 
In the arrangement of two levers, which have arms attached and which have 
their fulcrums upon a stationary standard, and which operate In such a 
manner that the valve is moved with the greatest ease and can be set 
or locked in any desired position. 



Hammers.— Henry Cheney* Little Palls, N. Y.—This Invention relates to a j 
new manner ot'forming the sockets of wroughtjron hammers, and consists in 
making the same ot malleable iron and brazing, soldering or otherwise 
securing it to the head. | 

Dray.— F. Van Doren, Adrian, Mich.— This invention relates to a new 
manner of arranging and constructing the bottom or the bearing surface 
of dray carts, the same being so arranged as to be removable from the 
frame of the dray. To one side of the said bottom arc secured a scries of 
rollers which when on ton, facilitate the loading and unloading of the cart, 
while, when the bottom is turned around, so that the rollers are on this un- 
derside, the dray has an ordinary flat bottom which canbe removed with 
its load and rolled to any desired place within a building. 

Water WnEEL.~-Thom:i3 Pattinson, Little Koct, Nevada Co , Cal.— Tins 
invention relates to a new and improved water wheel, in which the water is 
applied to the wheel in such a manner as to ensure the most favorable results 
as regards the percentage of power obtained, economy in the consumption 
of water, and in the construction of the wheel. 

Oxyoen.— Henri Adolphe Archerean, Paris, Prance. -This Invention con- 
sists in a new process for producing Oxygen, industrially on a large scale, by 
the decomposition of sulphur acid through beat, and in the compression ol 
Oxygen gas, and its utilization to various purposes, ehklly mi'tallnrgie. 

Bag IIoi.de ii.— Lafayette Turner, Cedar Rapids, Iowa.— This invention re- 
lates to a device for holding bags during the process of idling and for closing 
them when tilled. It consists in an adjustable frame set on pins on the 
ground; the mouth ofthebag is folded over the ends and the bag hangs 
down within the frame, which is then stretched by means of a hinged adjust- 
able cross-piece or bar. A clutch closes the bag when filled, beneath which 
the string is passed and tied. 

Cigar Point Perforating Machine.— Oliver Quinand, Vicksburg, Miss.— 
This invention relates to a machine for perforating the points of cigars and 
consists of a block of wood or other suitable material seated on a spring in 
a hollow block having spikes hinged in its walls, and passing through slots 
or mortices in the shape of right angled triangles in the walls of the inner 
block. 

GRATNScREENS.—Raason Hawkins, Philadelphia, Indiana.— This invention 
relates to an improvement in the construction of screens for separating the 
trash and foul seeds of cockle and cheat from wheat and other small grain, 
and dividing the grain into first and second qualities. 

Horse Power Machine.— John Schley, Savannah, G a.— This invention re- 
lates to an improvement in the construction and arrangement of a machine 
to be used as a horse power, and Is especially designed for plantation use, to 
be applied to mills and all other purposes. 

Manufacture of Sugar.— llr&lnNaquin and Theodale Morrillson, Parish 
of La Fourche, Louisiana.—This inventioh relates to new and useful improve- 
ments in the manufacture of Sugar, and consists iu a new mode of saturating 
cane juice and bleaching it with sulphurous acid, for the purpose of making 
it white bright sugar. 

Behding Scythe Snaths.— 0. YV\ Stearns, Lebanon, N. II.— The nature of 
thisinvention consists in machinery for bending scythe snaths, whereby the 
work is more rapidly and economically performed than by the ordinary 
method of bending them by hand. 

Extension Fruit Ladder.— John E. Treat, Oxford, Mich.— This invention 
relates to a new andimproved extension step ladder, designed more especi- 
ally for picking fruit and for general household purposes. The extension fea- 
ture admitting of the device being used in many cases where the ordinary 
step ladders cannot be employed. 

School Settee and Desk:.— John Peard, New York, N. Y.— This inven- 
tion relates to a new and improved combination of a School Settee and Desk, 
whereby a very cheap and durable article of the kind specified Is obtained, 
and one which will admit of being compactly folded when not required for 
use, and Contain both a book and a slate rack. 

Hay Rake.— Sylvester Johnson, New Harmony, Indiana.-— This invention 
relates to the frame from which the rake is pivoted, made with curved side 
timbers; to the sash for holding the rake head in proper position while 
raking ; to the combination of a lever, chain or rod, arm and pawls with the 
rake head ; to the formation of notches in the rake teeth, go that the sash 
may have an inclined position ; and to the combination of an arm and link 
with the sash and arm of the rake head. 

Machine for Cutting Straw, &c— S.Pettinode, Corunna, Mich.— This 
Invention consists in the application of feed rollers to the lever straw cutter ; 
in operating the feed rollers by means of a toothed arm and cogs formed 
upon the huh of the knife lever, in the combination of ratchet wheels, pawls, 
connecting rod andleverwith the feedrollcrs and with the toothed arm, in 
the combination of metallic side pieces with the box frame and upper roller 
of the cutter, and in the combination of adjustable guide arms, guide rods, 
and springs, with the metallic side pieces and with the upper feed roller. 



in which straps are dispensed with, and the skate clumped to the sole of the 
boot or shoe. 

Clamp for Suspending Whips.— Alvin C. Mason, Boston, Mass.— Thisin- 
vention relates to a new and improved clamp for suspending whips when not 
in use, in order that the same may be kept straight and in proper shape. 

Settee for Schools and other Purposes.— John Peard, New York City. 
—This invention relates to a new and improved settee for schools and other 
purposes, but more especially designed lor class rooms in our public schools. 
The invention consists in a novel construction of the settee, whereby a 
very strong and durable seat is obtained, and one which may be manufactured 
at a small cost, and be capable of being adjusted and secured in any position 
required cither against a wall or against a raised platform. 



Machinery for Making Hot Pressed Nuts.— Lewis Thierry and Geo. 
B.Hill, Detroit, Mich.— This invention relates to improvementsln machinery 
for the manufacture of hot pressed screw taps or nuts, and consists of devi- 
cesforcuttingthenutsfrom the heated iron bar with hexagonal, octagonal 
or quadrilateral sides, and by an automatic slide moving the blankg over a 
die and under a punch, which punches out the center hole for the screw, the 
whole operation of cutting oft' the blanks and. punching the holes being con- 
tinuous and simultaneous and performed with great rapidity, allowing a 
whole bar of heated iron to be fed into the machine and converted Into 
blank nuts without intermission or a second heating and without waste of 
material, except the core from the hole. 

Composition fob Tanning Leather.— A. Westbrookand Campbell, 

Leona, Pa.— Thisinvention relates to a composition for tanning fur skins and 
glove leather, by the application of which the process of tanning will be facil 
tated and hastened, and whereby the leather will be made more tough, softer, 
and more pliable than it can he made with the methods now in use* and 
whereby stretching and working while drying the leather is made unneces- 
sary, thus saving a great amount of labor, besides producing a superior ar- 
ticle. 

Suspension Bridge.— A. S. Hallidie, San Francisco, Cal.— This invention 
relates to a suspension bridge which is suspended from strong cables or ropes 
that are attached to substantial posts or pillars, an* which is strengthened by 
means of suspension rods, which connect the aforesaid cables with the eird- 
ers, upon which the planking rests, and by braces which connect the cables 
on each side of the bridge with each other, so that thereby the bridge is made 
very strong and durable, and capable of sustaining heavy weights, and of 
withstanding the force of strong gales. 

Car Coupling.— John Pettengill, Jr., Lisbon, N. IL— This invention relates 
to a self-acting car coupling, which is so arranged that the link will be held 
between the elastic sides of the coupling box, so as not to rattle, aud is al- 
ways held firmly in any desired position. Provision is also made that high 
and low cars ca a be coupled. 

Holder for Broomb, etc.— H. "W. "Warner, Watertown, Conn.— This in- 
vention relates to a holder by means of which brooms, brushes, and other 
similar articles can be suspended to and upon the walls or sides of a room or 
other apartment with the utmost ease and readiness, and in such a manner as 
to oft'er no obstruction to their being removed when desired for use. 

Device for Tethering Ant.mat.8.— James P. Thorp, Southingfon, Conn, 
—This invention relates to a new and improved device for tethering animals, 
designed more especially for horses, whereby said animals may be allowed a 
length of rope to admit of them grazing over a considerable area without 
danger of having their feet entangled in the rope. 

Molding and Pressing Bricks.— A. J. Sprague, Toledo, Ohio.— This in* 
vention relates to a new and improved machine for molding and pressing 
bricks, and it consists in a novel means for pressing the clay into the molds 
with a feeding and discharging device, and a guard grating, whereby clay 
may be molded and pressed into proper form very expeditiously and in 
a perfect manner. 

Skate.— John Forbes, Halifax, Nova Scotia.— Tins invention relates to a 
new and improved fastening for securing skates to the feet, whereby skates 
may, with thegrcatestfacility, be firmly secured to the boot or shoe, and 
very readily detached from it when required. The fastening is of that kind 



CORRESPONDENTS who expect to receive ansioers to their letters mil at, in 
all caws, sign their nam ex. We have a right to know thorn who seek in 
formation J torn us ; besides, a* sometimes happens, we may prefer to a i 
dress the correspondent by mail. 

SPECIAL NOTE.— This column is designed for the general Interest and in- 
strucVionof our readers, not f»r gratuitous replies to questions of a purely 
businsss or personal nature. We will publish such inquiries, however, 
when paid for as advertisemets at 50 cents a, line, under the head of "JiusU 
ness and Personal." 

A. M. It, of Mo.— The amount of heat evolved by compress 

ingaip, and of cold by rarifying it, have not been carefully determined by 
experiment. But there are good reasons for supposing that when 2 cubic 
feet of air are compressed into the space of one cubic foot sufficient heat is 
evolved to raise £>M los. of water 1°. If this heat be allowed to escape, the 
expansion ot the air to the original bulk might be able to cool 9% lbs. ot 
water 1°. The freezing machines constructed on this principle, however 
have not been successful. The beit freezing machine appears to be Carre's 
which depends for its action on the rapid volatilization of ammonia. 
Ice is now practically manufactured in all parts ot the world; in the frigid 
and temperate zones by nature, and in the tropics by Carre's machines. 
G. It D M of Mass. — The cast iron to be tinned should be 
well cleaned by an acid pickle and rinsing in water. It is then dipped i:i 
astrong solution of chloride of zinc, and finally in the bath of melted tin. 
You will find an answer to your other question above. 

D. S. II., of Pa. — " I notice that you do not always spell cor- 
rectly. In spelling a word of three letters, you used two wrong letters and 
placed the only correct one at the beginning of the word Instead of at 
the end. H. M. T. (page 317 Vol. XVI) enquires: How many revolutions 
on its own axis will a wheel make in rolling once around a fixed wheel ol 
the^amesize?" You spelled your answer o-n-e. You should have spelled 
itt-w-o." Very good! AlsoE.W.D., of Conn., H. N. S., of Ohio, and T. 
J. W. of Minn., arc, not content with our answer. Whether the proper 
answer be one, or two, depends upon the understanding of the question. A 
wagon wheel is a reasonable example of a rolling wheel, and we think the 
question very easily suggests it. Now in a rolling Wagon wheel the 
axis or axle always maintain the same position with reference to the point 
of contact with the ground. A line drawn on the end of the axle to- 
wards the point of contact will always keep its relative position ; in rolling 
around afixedwlieel the line will he directed to the center of the fixed 
wheel. Now no one will donbt that under such an explanation of the 
question our answer is the only one admissable. The case which permits 
the other solution requires that a line drawn on the end of the axle shall 
be kept parallel with a fixed line, a case which is not so easy to conceive 
or to put in practice. Now we do not offer this as a complete discussion 
Ofthe question, for that might fill a whole page of this paper, but rather 
to show how didlcidtitis to satisfy all with a short answer. We still think 
our original answer Is the best which can be expressed by three letters. 

J. L. W., of Ohio believes that telegraph wires are less liable 
to oxidation on occount of the current of electricity passing through them 
He has no faith in the electro- anti-incrastators heretofore alluded to in this 
paper.but thinks that a current from a battery made to pass through a 
boiler would be a pertect preventive of incrustation. 

E. J. "W., of 111. — A tin vessel will not be suitable for holding 
your plating solution. If you were to put your solution into au ordinary 
tin kettle, the silver would speedily be precipitated, and the solution would 
in time work its way through tho metal. 

P. J., of N. Y. — A solution of phosphorus in sweet oil or 

ether, seems to be what you want. The solution shines in the dark when it 
is exposed to the air. An ounce of it in a two ounce vial would be suffi- 
cient to illuminate the dial of a watch or a compass so that it could he 
read. When the solution is used in a vial, the cork is to be removed for 
a moment, then replaced, and the liquid shaken. ... P. J. quotes from 
an old French book of 1681, a description of a concave mirror two and a halt 
feet iu diameter, with which a silver coin was melted, wood set on fire 
candle lightreflectedseveralhundred feet, etc. 

D. S. McD., of III. — Ir your shafts are perfectly in line one 

with the other there can be no question about the running of your belt, U 
that itseli, is straight. Level and line one shaft to tho other, which cannot 
bd a very difficult job and you will have no trouble with a belt running 
on the edge ot the pulley. Of course the pulleys must be true and in Hue 
with each other. 

J. Q. C, of Mass. — Almost any ordinary kitchen utensil, as 

a quart tin pail with the cover made tight and proper connecting pipes, 
wid bo found sufficient to generate steam for your toy engine of ii inch by 
half inch cylinder, 

C. C. W., of Pa.— The details ofthe process of producing an 

artificial skating surface, we suppose have not been made public. Probably 
some of the artificial stone compounds would he found suitable for the 
purpose. It is not likely that any imitation of iee can be made so per- 
fect that the ordinary skates can be usod on it. All that Is required for 
the roller skates is a smooth hard floor. 

J. II. L., of Pa. — The brown powder which you send and 

which you say Is deposited in large quantities from the water of a spring, 
is mainly oxide of iron. If you heat it to a bright red heat it will turn a 
permanent red and become merchantable red ochre. The hardened de- 
posit in tho neighborhood of the spring, if there is enough of it may prove 
valuable to you as an iron ore. 

J. H. G-., of Ivy., has a mill at tho bottom of a cave 150 feet 

from the surface. He drives the mill by water of ISO feet head, and 
wishes toknow how much of the water ho canreturn to the surface by 
means of the mill. The proportion of water that may be returned to 
hight oftheheadwill vary within wide limits according to the machine 
emploved and the size of pipes. A good turbine might return SO per cent 
of the water which drives it. 

A. W. Gr., of Conn., wants a cement insoluble in water to 

be used with a mass-like paper pulp for the purpose of solidifying it, 
Shellac or gutta pcrcha have been found usdfulfor such compositions. 
Tliey become adhesive by heat, or they may be used in solution. 

M. B. S., of N. Y., suggests that horse radish may be distilled 
and used for medical purposes in the room for mustard, etc." The oil ol 
horseradish is isomeric with oil of mustard, and a drop of either applied 
to the skin will produce a blister. Each contains more than a third ofits 
weight of sulphur. 



The charge for insertion under this head Is 50 cents a line. 



Good Investment I An interest in one of the best Paper 

Mills in the Wert for sale. Address Edward ttaudelet, Hi Matt street, New 
York City. 

Wanted— $15,000 at heavy interest, secured by mortgage 
upon two valuable patents, Address . E, M,, Savannah, Qa, 
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GBEENWOOD CEMETERY ENTBANCE. 



Greenwood is probably the most beautiful cemetery in 
this country, and it is doubtful if it is surpassed in natural 
beauty or artificial embellishment by any in Europe. The 
entrance shown in our engraving is a splendid specimen of 
the florid Gothic, built of brown sandstone from New Jersey. 
It Las two entrances, one for visitors and the other for 
funerals. These are guarded by a central tower and two 
side towers, each terminating in lofty pinnacles ornamented 
with crockets. The buildings on either side are appro- 
priated, one to the reception of visitors and the other to the 
business of the cemetry, containing offices, etc. 



The materials used in the manufacture are simple enough, 
niter, sulphur and charcoal forming the prime constituents ; 
black antimony, potash in two or three forms, nitrate of 
strontia, arsenec, camphor, and verdigris are used at times. 
Gunpowder is used either in grain, half crushed, or finely 
ground, for different purposes. For producing pleasing scin- 
tillation, filings or borings are employed, and the longer they 
are the brighter sparks will be thrown out, hence such are 
preferred as are very coarse, and quite free from rust. Steel 
filings and cast-iron borings contain carbon and give a brilliant 
fire with wavy radiations ; copper lends a greenish tint to the 
flame ; zinc causes a fine blue color ; sulphuret of antimony 
gives a less greenish blue than zinc, but with much smoke ; 



Pin wheels are made by simply winding a tube of paper 
filled with explosive compound, around a card board disk ; 
sealing wax, for lack of something better, is used for fasten- 
ing the coil to the wheel, and from the flame of the lamp 
needed to melt the wax, or from the melted wax itself, a pre- 
mature display frequently takes place, with often serious con- 
sequences. 

Exhibition pieces are ingenious combinations of wheels 
Roman candles, and brilliant colored fires, the adjoin- 
ing parts being lighted by quick match strings planted 
among them, or they are connected by conduits whereby they 
take fire simultaneously. Electricity was first employed for 
setting off these pieses, by J. W. Hadfield, one of the leading 




GRAND ENTRANCE TO 



The gateway has a clock, and a bell to be used for a pass- 
ing procession. Over the gateways are recesses on both 
sides, crowned with the Gothic arch in which are sculptures 
representing the Entombment of Christ, His Resurrection, 
the Resurrection of the Widow's Son, and the Raising of 
Lazarus. These are of Nova Scotia limestone. The shields 
in the quatre-foils show bas-reliefs of Faith, Hope, Memory and 
Love ; the whole eminently appropriate to the uses of the 
structure. 

The full effect and beauty of this entrance cannot be rep- 
resented in an engraving. For those of our readers who 
have a curiosity in regard to this elegant abode of the dead, 
and who cannot personally visit the locality, we propose, 
hereafter, to give some idea of its beauties both natural and 
artificial. 
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Pyrotechnics. 

While the recollection of the celebration of our national 
anniversary is still fresh in mind, it may be profitable to learn 
how, and of what materials those devices which are judged by 
some so essential to the proper observation of the day — fire- 
works — are manufactured. That singular people, the Chi- 
nese, were experts in this art long before gunpowder was 
known among the civilized western nations, and to this day 
we are indebted to this people for some of our best fireworks 
and for all the firecrackers which are used in this country. 
The Italians were the first to make any attempts at rivaling 
the Celestials in this field, and the French soon followed the 
lead. Indeed there is a published account wherein it was 
proposed, in 1598, employing rockets in war, thus anticipat- 
ing Congreve by nearly three hundred years. Coming now 
to more modern times, we find the finest inventions in this 
line ever made were those of the celebrated Ruggieri, father 
and son, who exhibited most brilliant and beautiful fireworks 
in Rome, Paris, and other principal capitals of Europe. The 
first pyrotechnist of note in this country waB William Hall, 
an Englishman, who appeared at Castle Garden, in this city, 
some thirty years ago. The leading manufacturers of the 
country are few in number, the business being dangerous 
and the demand for this work very light and principally con- 
fined to the annual celebration just passed 



GBEiiHfWOOD CEMETERY, BROOKLYN, N. Y. 

manufacturers of this city, nine years since, in firing a tri" 
umphal piece two hundred feet long, in honor of the success- 
ful laying of the first Atlantic Cable. 



amber affords a yellow fire, as well as colophony and common 
salt. Lampblack produces a very red color with gunpowder, 
and a pink with niter in excess. Yellow sands or glistening 
mica make golden radiations. Shades of green are produced 
by adding verdigris, sulphate of copper, and sal-ammoniac. 
Camphor 'yields an intensely white flame, and aromatic 
fumes which overpower the unpleasant smell of other sub- 
stances ; benzoin and storax have also the same property. 
Lycopodium burns with a rose color and magnificent flame. 
So much for the materials, and now as to the mode of con- 
structing the different pieces. 

The rocket is perhaps, the most important article of fire 
works, having been made use of as a weapon of war, a sig- 
nal for ships in distress, and as a means of carrying a line to 
otherwise inaccessible objects. The rocket case is made with 
caie of the best " tip," or hardware paper, cut in strips, soaked 
in paste, and rolled around an iron core. As the rocket must 
fly off with rapidity, its composition must be such as to kindle 
instantly throughout its length. To effect this, a cylindrical 
axial space is left vacant, around which the charge is packed. 
The head is a lighter case attached to the rocket and contains 
the stars, serpents, or showers of fire, which burst forth when 
the rocket reaches the end of its flight. A pasteboard tube 
terminating in a cone, encloses the whole. The stick to which 
it is fastened, is simply for guiding the rocket in its flight, 
for without this addition, it would become one of the in- 
terdicted "chasers," or "serpents." In firing, the gaseous 
products violently ejected from the lower end, react with 
equal force, carrying the rocket forward in the other direc- 
tion. The stars which are used as garnitures for the sky- 
rocket pots, are small, round or cubic solids, variously com- 
pounded, as of niter 16 parts, charcoal 6, sulphur 4, steel 
filings 3 ; the materials are mixed with gum arabic and mold- 
ed into this shape. 

Roman candles come next in importance to rockets. The 
cases for these are made like the rocket cases, though lighter, 
smaller in the bore, and longer. The composition of the balls 
is the same as that designed for the rockets, When the in 
gredients are properly mixed, the mass is molded into small 
globes with a hole pierced through their centres. Into the 
case is first placed a lump of clay, then a small charge of gun- 
powder, afterwards the star ; the charges being repeated until 
the tube is filled. 



Blanching; of the Hair, 



Physiologists have been at a loss to account for the sudden 
whitening of the hair which is known to be produced by in- 
tense and sudden terror or profound grief. Mr. Erasmus 
Wilson, in a paper recently read at the Royal Society, threw 
considerable light upon the question The paper was founded 
on a case apparently unique, in which every hair of the head 
was colored alternately brown and white from end to end. 
The white segments were about half the length of the brown, 
the two together measuring about one-third of a line. Mr. 
Wilson suggested the possibility of the brown portion repre- 
senting the day growth of the hair, and the white portion the 
night growth, and thiB opinion was corroborated by the 
remarks of Dr. Sharpey and others of the Fellows who took 
part in the diHcusBion which followed the reading. Under 
the microscope the colors of the hair were reversed — the 
brown became light and transparent, the white opaque and 
dark, and it was further obvious that the opacity of the 
white portion was due to a vast accumulation of air globules 
packed closely together in the fibrous structure of the hair, 
as well as in the medulla. There was no absence of pig- 
ment, but the accumulation of air globules veiled and ob- 
scured the normal color and structure. Mr. Wilson observed 
that, as the alteration in structure, which gave rise to the 
altered color, evidently arose in a very short period, probably 
less than a day, the occurence of a similar change through- 
out the entire length of the shaft would explain those re- 
markable instances, of which so many are on record, of sud- 
den blanching of the hair ; and he ventured to suggest that 
during the prevalence of a violent nervous shock the normal 
fluids of the hair might be drawn inward, toward the body, 
in unison with the generally contracted and collapsed state 
of the surface, and that the vacuities left by this process of 
exhaustion, might be suddenly filled with atmospheric air. 
Dr. Sharpey mentioned a recent example of sudden blanching 
of the hair, which had been observed by Dr. Landois, of 
Greifswalde, as reported in Virchow's Archiv., and which was 
ascertained to be due to the accumulation of air globules in 
the fibrous substance of the hair. — Lancet. 
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He does not give the velocity of the water nor the style of 
wheel to be used. Another wishes to know the actual power 
of his engine, giving diameter of cylinder, length of stroke, 
and pressure of steam on his boiler. He does not give the 
number of revolutions per minute — number of feet per- 
minute of piston — nor the distance of engine from boiler, 
size of pipe, nor means of exhaust. In all these cases it ie 
impossible to give an answer approximating the truth be- 
cause we do know the essential facts. 

The neglect to use proper terms is another annoyance. 
When an inquirer asks about melting india-rubber we can 
not understand whether he means melting or dissolving. 
When one calls for a cement for an aquarium, without stat- 
ing whether it is a small one to be placed on a table or in 
a window — in these cases built of iron and glass, or marble 
and glass — or whether it is a tank built of brick and stone, 
it is difficult to give a decisive and exact answer. 

Our correspondents too often leave much to be inferred, or 
worse, imagined. If they would be more explicit they would 
be better satisfied with our replies and save us much useless 
labor and annoyance. 
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A WORD TO CORRESPONDENTS. 



Our system of replies to correspondents is intended not 
merely as a gratification of a curiosity nor as a means of de- 
ciding a dispute, but solely for the dissemination of knowl- 
edge which may be useful to a portion, at least, of our read- 
ers. It is our intention in publishing replies to questions to 
answer, in this manner, only those which may benefit others 
beside the inquirer. The Scientific American does not as- 
sume, in any case, to usurp the functions of the pos t office. 
If a question is asked the reply to which cannot interest 
any one but the questioner, we cannot employ the medium of 
this journal to forward a reply. If we did, there would be 
scant room for other more interesting matter in our columns. 
To all these replies, except such as are evidently trifling, we 
reply by mail at a large yearly cost for postage, as few of our 
correspondents seem to consider the demands of business, cus- 
tom, and gentlemanly courtesy, which require the inclosure 
of a small sum for postage, paper, etc., where the benefit is all 
on the side of the inquirer. Where, as in our case, these 
inquiries count by the hundred weekly, the onus is some- 
what heavy. 

Long communications on subjects which, by our corres- 
pondents and our editorial staff, have been repeatedly dis- 
cussed in our columns, seem to be superfluous ; but as we de- 
sire to give all a fair hearing, we sometimes feel compelled 
to reprint the statements which have before appeared, rather 
than to have any of our correspondents imagine we willing- 
ly ignore their attempts to assist in the elucidation of a sub- 
ject. Of course, we cannot expect entire originality in every 
communication we receive, and are willing to publish any 
additional facts which merely throw more light on a subject ; 
but if we published in extenso all that is sent on a single 
subject we should surfeit the mass of our readers. Under 
such circumstances, it ought not to seem strange that some 
communications, well written as well as honestly conceived, 
do not see the light in this paper. 

Owing to the number of communications and inquiries, 
some of which necessitate investigation, labor, and time, 
they do not appear in the number of the paper in which they 
are expected. Our room is limited, and some must wait for 
their turn. Although we have, perhaps, better facilities for as- 
certaining facts than our correspondents, it must be remem- 
bered that no man and no corps of editors can be encyclo- 
pedias of scientific and mechanical facts, and frequently we 
are compelled to spend time and money to procure the knowl- 
edge sought. 

But no other annoyance is so great as that of endeavoring 
to ascertain the wishes of correspondents who withhold the 
data upon which a reply may be predicated. For instance, 
one of our recent inquirers desires to know the difference be- 
tween a water wheel of 5 feet diameter with buckets three 
feet long and one of 6 feet diameter with buckets two feet 
long. He does not give the description of wheel, whether 
overshot, undershot, or breast. Another asks, " what pro- 
portion of a horse power will a wheel of 6$ inches diameter 
give under 5 square inches of water with a 4 feet bead." 



HOW LONG IS A YEAR ? 



There are a great many people who do not understand the 
philosophy of the leap year. Some even suppose that leap 
year wa« instituted by the goddess Venus only to confer upon 
ladies the privilege of popping the question, or that February 
has twenty-nine days that it might have a chance of the luck 
of odd numbers. Of course it is not necessary to bring any 
science to bear against such notions. The subject really in- 
volves certain important niceties, which we are persuaded not 
more than one in a thousand clearly comprehends, and for 
that reason we shall try to elucidate it. 

Our civil year is founded upon the period of the revolution 
of the earth about the sun. We say founded upon, only, for 
the natural or astronomical year as determined by astrono- 
mers is not the same period of time as the civil year. If the 
natural year had exactly 365 or 366 days, there would be no 
trouble : the civil year would accord with it and represent 
precisely the same period of time. But the natural year can- 
not be divided into an exact number of days ; and to compli- 
cate the matter still more, astronomers show us that there 
are several kinds of natural years in consequence of there be- 
ing several distinct but legitimate ways of measuring the pe- 
riod of the earth's orbit. 

We give two examples. Let the earth, the sun and a fixed 
star be in the same straight line at a given instant. Now 
the time which will elapse before they will be again in the 
same relative position is one kind of year. This year is called 
a sidereal year and its length is 365 d. 6 h. 9 m. 96 sec. But 
if the period be measured on the ecliptic, as for example the 
time which elapses between the sun's crossing one of the 
equinoctial points and again reaching the same we get a 
different result. This year is called the equinoctial, tropical 
or solar year, and its length is 365 d. 5 h. 48 m. 497 sec. 

Now it has been agreed that this solar year shall be the 
foundation or standard of the civil year, and that the two 
shall be brought as nearly as possible into accord. In an 
cient times the subject was very poorly understood, and the 
civil year was constantly getting out of reckoning with the 
sun. The discrepancy evidently became a serious affair, when 
the natural winter encroached on the summer of the calen 
dar. 

Julius Caesar, 46 B. C, made the first reasonable and sub- 
stantial reform. He saw that the solar year was about 365J 
days long, — the figures were near enough to the truth to an 
swer his purpose. If the civil year be 365 days, it is a quarter 
of a day short of the solar year ; four civil years would have 
lost just a whole day. He therefore ordered that every fourth 
civil year should have 366 days. Thus originated the leap 
year. By his changes in the reckoning of time, Caesar's name 
is made to live forever and to be on the lips of all men. The 
month July is named in his honor, and the Julian Calendar 
is still followed, over a considerable part of the earth. 

If the solar year were exactly 363J- days, there would nev- 
er have arisen an occasion to reform the Julian Calendar. In 
fact, every Julian year gets in advance of the solar year about 
10 minutes ; in a century nearly a whole day. In Caesar's 
time the vernal equinox fell on the 25th of March, in the six- 
teenth century it had fallen back to the 11th. The difference 
was getting to be important and the subject was ably dis- 
cussed. The result was that Pope Gregory XIII., in 1577, ap- 
proved and ordered a reform. The change actually took ef- 
fect in 1582. In honor of the Council of Nice, ten days were 
dropped from the calendar, in order to bring the vernal equi- 
nox for all time on that day of the month, the 21st of March, at 
which it occurred in the year (325) of the meeting of the 
council. If there had been respect for the memory of Caesar 
fourteen days instead of ten would have been omitted. 

To prevent a discrepancy in the future, between the solar 
and civil year, it was found that if only those centennial years 
of which the number after suppressing the two cyphers, is 
divisible by four, be regarded as leap years, the purpose is ac- 
complished. The plan was adopted. In accordance with it 
1900 will not be a leap year. 

The protestant nations and those under the rule of the 
Greek Church, of course looked upon a reform instituted by a 
pope, with no favor. But protestant Germany and Denmark 
adopted it in 1700 ; England followed in 1752, and from that 
time forward "old style "and "new style "of necessity became 
household words wherever English was spoken. The Greek 
Church is however still unrelenting, and all those nations 
which are under its government still adhere to the Julian 
Calendar. The most conspicuous among these nations is Rus- 
sia Julian reckoning is now twel vedays later than Gregorian, 



A SHATTERED THUNDERBOLT. 



One of the most remarkable effects of lightning that we 
remember ever to have heard of, was experienced during a 
thunder shower that fell upon the crowds assembled at the 
Fair grounds at Springville, Erie Co., N. Y., June 27th. One 
of the exhibition sheds in which the spectators had taken 
refuge from the rain, was struck by lightning, and about a 
hundred persons were stunned and prostrated — invariably 
falling on their faces — some fifty remained insensible for five 
or ten minutes, a dozen were seriously burned, three or four 
were injured probably past recovery, but two horses, only, 
were killed outright. The escape of so many persons from 
instant death, while two horses alone were killed, seems mi- 
raculous : but a little attention to the circumstances may 
show that it was not unaccountable. It would seem that the 
force of the thunderbolt was divided into some hundred of 
nearly equal portions, probably in consequence of the crowd 
of persons standing erect, with their heads nearly approach- 
ing the roof of the shed, which acted as a distributor to that 
number of conductors. If, as may be presumed, the roof was 
at the moment sheeted with the pouring rain, the supposed 
distribution was greatly facilitated. The killing of the 
horses may probably be explained by the fact that one, at 
least, and probably both, were fastened by iron chain to the 
post or posts which afforded the most direct conductor to the 
current. The lightning struck a post in the center of the 
shed, against which Henry Tillou, the landlord of the West 
Falls Hotel, was leaning, and to which a horse was attached 
by a chain halter. The horse was killed instantly, while 
Mr. Tillou escaped by being dazed and knocked down. One 
woman was prostrated and deprived of her senses but 
not of her power of locomotion ; she instinctively gathered 
herself up, and ran to the 'bus and was conveyed to Holmes' 
Hotel, and declared she had no knowledge of what took place 
after the flash until she found herself in a room at the house. 
Another woman was struck on the shoulder, the fluid pass- 
ing down her side raising a blister in its course. A man 
from Otto was hit on the right side of the head, and On his 
recovery the mark was found to commence at the right eye, 
and could be plainly traced down the neck, across the chest 
and off the left arm. 



BORING THROUGH THE HEART OF TREES. 



In No. 25 Vol. XVI, was a communication relative to the 
boring of holes in diseased or non-productive trees and in- 
troducing sulphur, strongly condemning the practice and as- 
serting that it is injurious if not fatal to the trees. 

A correspondent, T. McG. of Ohio, gives the results of his 
observation and experience which differ somewhat from those 
of " F. R.," referred to above. He says : " A neighbor of 
mine has a cherry tree that is about nine or ten inches diam- 
eter, and every year the fruit either dropped off, or that which 
remained was so knotty and wormy as to be unfit to eat. 
Having seen a statement that boring through the heart and 
introducing roll brimstone would improve suchtrees, he tried 
it some three or four years ago, and whether from this cause 
or not, it is certain that the change was at onte apparent. 
The tree put on quite another appearance, the leaves assumed 
a healthier color, and the yield ever since has been splendid 
in quality and large in quantity. After introducing the brim- 
stone the hole was plugged up. 

" Another neighbor bored a five-eighth hole completely 
through his trees, leaving the hole open, and they have since 
yielded excellent crops. The same neighbor, when a young 
man, was sent by his father to repair the back post of his ci- 
der press — one of the old-fashioned lever kind — and used for 
the post a worthless apple tree, which stood convenient and 
had been left only to preserve the uniformity of the orchard. 
He made a mortise through the tree of some 18 or 20 by 4 inches. 
From that time forward until the tree rotted down, by the 
moisture collecting around the tenon, which was a number of 
years, the tree bore excellently. 

" These are facts, but I do not pretend to give the philosophy 
of them ; if there is no connection between the boring and 
the subsequent improvement of the trees, the coincidence is 
at least remarkable." 



TORFEDOS IN EVERY HOUSE. 



Gunpowder in the open air burns quietly ; in order to show 
that it has power we must confine it. Except for guns, fire- 
crackers, &c, we might not have found out that gunpowder 
can make a great noise. 

There is a common sort of friction-match composition that 
is a little more explosive than gunpowder. It burns quicker 
and when confined it gives a sharper and louder report. The 
matches to which we allude ignite with a flash and with a 
slight crackling sound ; most of the matches, called parlor 
matches, are of this sort. The readiest way of making a match 
explode is to lay it on the floor and press it with the heel of 
your boot. The report in sharpness and loudness is about the 
same as that of a percussion cap. Another way of making 
the experiment is to wrap the match closely in stout paper 
and give the composition end a light blow with a hammer. 
The explosion will be as loud as before and the paper will be 
torn to shreds. There is without doubt enough explosive force 
in a box of matches to burst the stoutest musket. Children 
should never try the experiment of exploding matches. It is 
dangerous. The melancholy fate of the Austrian princess, 
betrothed to the son of Victor Emmanuel, and burned to death 
but the other day in consequence of treading on a lucifer 
match, is a warning in point. The greatest care should be 
taken of these too plentiful and perilous little articles. 
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THE PASIS EXHIBITION. 



SMALL ARMS. 

After Napoleon's wars came the long peace. Arms were 
almost forgotten. But alter awhile there sprang up feelings 
of distrust, and every nation about the same period began to 
burnish its weapons, too late to check revolutions, but yet in 
time to re-establish dynasties. The rifle increased the power 
of infantry over the mob, and far-seeing Prussia made one 
step more, amid the careless criticism of her neighbors. The 
needle gun was perfectly well known in England and France, 
but an idea prevailed that nothing could be more dangerous 
than to store up cartridges which carried, beside powder, de- 
tonating composition. This was the true barrier raised up 
in the minds of soldiers against the needle gun ; for its other 
defects, though apparent enough, need not be followed in 
new sy steniH. It is a mistake to suppose that breech-loaders 
are new to England. About ten years ago Sharp's [Ameri- 
can] carbine was introduced for cavalry service, and since 
then several others have been introduced and issued to differ- 
ent cavalry corps. The Westley Richards is about the best of 
these, and was all that could be desired, so long as cartridges 
carrying their own means of ignition were under a cloud. 
But if a rifle has to be capped half the value of breech-loading 
is unattained. Inventors were called forward to devise meth- 
ods of adapting the Enfield rifle to modern requirements if by 
any means the task could bo accomplished. The advertise- 
ment was issued in August, 1864. About fifty systems were 
proposed ; five only were actually tried. Oat of these Snider's 
was the only one with a self-igniting cartridge. Step by 
step it advanced till it made better targets than the old En- 
field, and the Government Small Arm Factories were directed 
to throw their whole energies into the conversion, while the 
laboratory at Woolwich poured forth cartridges by hundreds 
of thousands. 

The Snider method of conversion' is undoubtedly simple 
and strong, the drill is far easier to learn than that of the old 
arm, and the whole alteration is effected at a cost considerably 
under 20 shillings. It may, therefore, be considered a success, 
especially as its ammunition, devised by Colonel Boxer, is 
strong, and so water proof that it can be laid under water 
for some hours without injury. Like most of the inventions 
of modern days the system is no novelty. A few weeks ago 
a lecture was delivered in London by Captain Majendie, K. A., 
who showed two weapons manufactured during the reign of 
Henry VIII., and wanting only some minor details to be veri- 
table Sniders. The ammunition of the time was, however, 
very inferior to modern work, and it is upon this that the 
safety and good shooting of the arm depends. Here, as in all 
cases, the credit is due to those who work out a system, and 
after much labor arrive at a successful result. 

But are all objections to breech-loaders disposed of when 
accurate shooting and safe ammunition have been attained '1 
By no means. There are many people who still urge minor 
reasons for hanging back in the race, and point to the dan- 
gerous nature of the prize for which all the world are now 
striving. One great point with objectors has always been 
that men fire away their cartridges too quickly already, and 
will leave themselves without ammunition now that the pos- 
sible rapidity of their fire is trebled or quadrupled. Nor is 
this question to be put asido without careful discussion. The 
campaigns in Denmark and Germany have shown that the 
Prussians fired away fewer rounds than the ordinary average ; 
but, then, all the world are not Prussians. Thero is a 
danger, and tho liveliest and most dashing nations are pre- 
cisely those to whom this danger is greatest. France was 
one of the last to commence her rearmament, and her wisest 
soldiers would, even now if thoy could, put off the necessity. 
The brilliant and self-reliant Frenchman is too ready with 
his trigger, and just as the knight's charge, lance in rest, 
was rendered obsolete when fire-arms attained accuracy and 
facility, so does the present improvement in rapidity of fire 
place the advantage in tho heads of cool, determined men 
rather than in the hands of dashing warriors, be their elan 
never so great. It is quite time that this should be well un- 
derstood in England, for every report of practice with the 
Snider or the Chassepot is full of admiration of the rapidity 
with which the men fired, but says no word of means being 
taken to check that rapidity in ordinary work, leaving it to 
develop itself naturally on the spur of emergency. Is the 
English army generally aware that the Russians spend much 
time and trouble upon cooling tho ardor of their soldiers, 
who are certainly not famous for dash at the warmest of 
moments 'i P/o our infantry officers and non-commissioned 
officers walk behind their men when at drill, and touch on 
the shoulder first this one and then another, saying quietly 
" Now fire ?" Is the spirit cultivated which led the inferior 
marksmen to hand their ammunition to their clearer sighted 
comrades before the intrenchments at Dybbol? If not, then 
we are in the wrong path, and the croakings of the slothful 
are in a fair way to be verified. 

There is another great danger more likely to be risked in 
England than in France. It is the danger of training our 
troops to open fire at long ranges. A few sharpshooters may 
be usefully employed now and then for particular purposes, 
but the great secrets of modern success may be summed up 
in six words — shoot late, shoot straight, shoot strong. To 
shoot late requires coolness and training ; to shoot straight 
demands absolutely that the range should be short. To shoot 
strongly the arm and ammunition must be adapted for the 
purpose. Here again steps in that useless, because imprac- 
tical, longing for far ranges. A long and therefore heavy 
bullet (the bore being the same) will, of course, range fur- 
ther and with greater accuracy than a short one, but its 
initial velocity, and. therefore, hard hitting at short distances 
will be less with the same charge of powder. Tho French 



have chosen n light bullet and heavy charge, and they are 
right. The English bullet was lightened lately, and behold 
an outcry because it won't penetrate quite so many deal 
boards at 000 yards. 

The advantages of breech-loaders are chiefly these — 1, 
Multiplication of five, so that for all contests, not actually 
hand to hand, the number of men are practically multiplied, 
say, threefold ; but every loss of a soldier is in such a case 
equal to the loss of three ; 2, Facility of loading in all posi- 
tions and in all weathers ; this enables the soldier to seek 
any cover, — a stone, a log, even a sod of earth behind which 
he can lie and maintain a steady fire, without exposing body 
or limbs. At close quarters, too, his bayonet need never 
be moved from the line with his enemy's breast, while he 
puts in the cartridge which will settle matters between them; 
3, Reduction of fatigue ; joined with No. 2 this improves the 
actual shooting ; there are few rifles that are not more accu- 
rate than the average soldier who points them ; 4, Easa of 
repair and cleaning; an oiled rag has only to be drawn 
through the barrel to clean it, and a damaged breech appara- 
tus is readily replaced in all systems worth naming. 

These advantages are now so palpable that it is notj sur- 
pi-ising to find all nations who exhibit at all showing breech- 
loaders. First among them all for beauty and adoption of 
thelatest ideas stands France herself. Belgium stands next 
but not on account of her own inventors. She will make a 
Snider or a Chassepot, an American Remington or Peabody, 
and all of excellent workmanship, and at a moderate low 
price ; but France is after all, the military nation, and, though 
to our eyes a plain well-made rifle looks more business-like, 
we have no reason to despise the love of arms which makes 
our neighbor lavish gold and silver and cunning workman- 
ship upon the weapons they love. 

If the visitor wishes to study the different systems most in 
vogue at present in Europe, he will find this Belgian Court 
by far the best to examine. England shows comparatively 
little, anil that little, though generally good of its kind (Lang's 
case, for instance, and "VVhitwoith's accurate and far-ranging 
rifle), strikes an inquirer at once as very high in price. Whit- 
worth's little pea rifle costs £;50. His double barrels, forged 
from one picce]of metal, cost, with stock complete, £00, and 
though the Birmingham Small Arms Company sell single 
rifles with Whitworth barrels for. £4 each, you can buy a 
double gun, with proof mark on it, for 15f. 75c. in the Belgian 
Court, a single one for Of. 25. 

Such weapons are not intended for real work ; but i f stock, 
lock, and barrels can be made at such prices at all, and really 
excellent double rifles for 400 francs (£10), whence arise these 
immense English prices which are daily driving English 
sportsmen to Liege and Prague for their guns? If Prussia 
designs to substitute a new weapon for her .needle-gun she 
shows no signs of it at the Exhibition, and she is at this 
moment behind all oilier great Powers in her system, though 
she has enough of the awkward zundnadel-gettehrc to arm all 
her troops with, and nono of her neighbors can say as much. 
Russia is converting her arms on the Carl system, a modifi- 
cation of the gun that contributed so much to the success of 
Prussia in the late war. What her new system will be is 
uncertain. She has flirted with the Peabody rifle, but will 
probably vvnit, like ourselves, till she can satisfy herself better. 
Austria is hard at work changing her old weapons into 
breech-loaders upon Wanzl's plan, a sort of rough Albiny. 
Whilo tho Austrian Government exposes its cannons and 
torpedoes for free examination and discussion, tho spirit of 
secret counsels seems to have fallen upon tho private manu- 
facturers, for though Wanzl shows his guns, they are wrapped 
around with wire, the inventor is absont from Paris, and no 
man may touch them. Enough is visiblo, however, to make 
the method perfectly clear. 

It is a demonstrable fact that nations are open or close in 
their views as to information Justin proportion to their pre- 
parations for war. Before the Danish campaign no govern- 
ment was more forbidden to strangers than the Prussian, be- 
cause they were unready in many respects, and the value of 
the needle-gun was still unproved. Afterward they boasted 
of their powers, and made no secret of their military prepara- 
tions. Austria continued silent because she was behindhand, 
and, though warned by her own commissioner sent to study 
foreign breech-loaders that the change must be made, was 
hesitating, and did at last hesitate too long to adopt any one 
system. France is now the closest of all, but she cannot hide 
her backward condition in many matters. A few days ago an 
English officer wished for explanations of certain pieces of ar- 
tillery exhibited in the Exhibition of the French war depart- 
ment. Ho had been sent from England officially, and due 
application was made to the officer in charge, He replied 
courteously that he should have much pleasure, butdarednot 
act without permission from the Minister of War. For what 
purpose, then, were the guns displayed at all ? Pacific En- 
gland is really best prepared in weapons, so she shows them 
freely, and wisely too. She is backward is some matters, and 
takes care to leave them in the shade. 

The small arms in the Exhibition are so numerous and so 
wide in their range of system that I can do no more than 
draw attention to a few of the most interesting, and it is 
quite possible that some worth mentioning have escaped my 
notice, mixed up as they are with apparel and jewelry, and 
including guns for shooting every living thing, from whales 
to flies. This is no exaggeration. There are breech-loading- 
pistols, shown by Gavelot, about an inch long, adapted for 
pin fire cartridges ; capping pistols about the same size, and 
caps no larger than a pin's head. Among the most peculiar 
systems are the fowling-pieces shown by Barella in tho Prus- 
sian department, but invented by Prince Plcss. Their great 
feature consists in the absence of all hammers or anything 
that could destroy the smoothness of the exterior of the 



breech. They aro well worth examination. Spencer's 
[American] rifle is known by name in England, and Russia 
tried it. The stock con tains a copper tube holding seven 
cartridges, which could be pumped out rapidly if required, 
and a new tube with its supply introduced. But to guard 
against too reckless an expenditure of ammunition the gun 
can be used as an ordinary breech-loader for general purposes, 
the reservoir remaining in tho stock to meet sudden emer- 
gencies. Then, there are methods, both French and English, 
for loading a gun at either breech or muzzle, if want of 
breech-loading cartridges should render the latter advisable. 
Another point worthy of remark is that pin fire seems 
to be dying out, and that central fire cartridges are more 
approved generally than those called rim fire. Iievol- 
vers are chiefly made to load from behind ; indeed those 
issued for use in the French and Italian navies have long 
been arranged on this principle. Colt still adheres to the old 
plan, but it is said that a knowing American patented the 
"notion" of piercing the chamher through from end to end, 
even before any use was made of the invention. If simplicity 
and fewness of parts were alone to be considered, the Rem- 
ington [American] must bear away the palm. Tho whole 
breech-closing apparatus consists of two pieces, which are 
very similar in shape, strong, and it would seem, easily made. 
The firing is rapid enough, too, but there is one objection to 
his system. The whole backward action of the discharge has 
to be borne by one of the pieces in the direction in which it 
opens and shuts. It thus acts upon the piece as upon a lever, 
the fulcrum of which is the hinge whereon is turns. The 
second piece supports its comrade, but its direction of move- 
ment is the same. One cannot but dread a gradual loosening 
of the apparatus, and a consequent escape of gas. Tho Chas- 
sepot has more parts than the Snider, and is less easily dis- 
mounted and repaired. They both havoa weak point — spiral 
springs. The only spiral spring in the Snider of any im- 
portance might, however, be got rid of, as the French and 
other nations have shown. Lancaster's new breech-loader 
has, I believe, no spiral spring. But tho Chassepot has 
a greater defect, and it is one which is generally spoken 
of. The close fitting of tho breech depends in great measure 
upon an india-rubber buffer, and it needs not the opinion of 
foreign gunmakers to advise us of the dangers of such a 
system 

There is a good weapon by Loron exhibited in the Belgian 
department. Only three motions are required before firing, 
and tho parts are compactly put together. Tho Prussian 
needle-gun requires five operations in tho hands of the most 
skilful, six in those of a less practised soldier. Mont Storm 
[American] has adapted his riflo to self-igniting cartridges, 
but Albiny's, adopted by the Belgian government, is, per 
haps, the best on the genernl principle of hinging the breech- 
block in front, and turning it over upon the barrel before 
loading. It has a spiral spring like that of the Snider, but 
this could no doubt bo expelled without loss to the system 
Boxer's cartridges are used for the Albiny gun, and are well 
thought of generally among foreign gunmakers. The Prus- 
sian and French government cartridges are of paper, and not 
waterproof. Most of the others are of copper or sheet brass. 
Boxer's are of thin sheet brass, rolled round a model, gaining 
a power of yielding slightly to the explosion of the powder, 
and thus obviating bursts. A peculiar base is also part of 
his system. All metal cartridges can be made waterproof, 
but the Chassepot and needle-gun will not admit of stiff cart 
ridges. Spain has a few handsome guns, of no particular in- 
terest, and the curious weapons shown by all sorts of barba- 
rians may bo called weapons for fighting, but hardly weapons 
of war. There is one point, however, on which opinions in 
England differ. Is steel or wrought iron the best material 
for barrels ? The strain on a small arm is so slight, and the 
manufacture of steel in bars so easy, that there is no danger 
as to strength ; but the metal is apt to be damaged by tin 
fire applied to it in various operations, especially brazing two 
barrels together for a double gun. If Whitworth has suc- 
ceeded in overcoming this difficulty by making an accurate 
pair of barrels in one piece, he will have earned the grati- 
tude of gunmakers, unless his prices are too high. Two 
firearms yet remain to be named, Devisme's, who shows a 
sort of improved Chassepot, which has some practical advan- 
tages, and explosive bullets for shooting lions, elephants, and 
even whales, according to the gun from which they are fired, 
and Le Baron's system of igniting the cartridge by electricity. 
The stock is hollow, and contains a whole apparatus of gal- 
vanic battery, accumulating coil, and wires. The cartridge 
has two small wires with a little space between their points. 
When it is introduced and pressed home, one end of the con- 
ducting wire touches the center of its base, and so communi- 
cates with one of the wires contained in it. The other end of 
the conducting wire is brought into contact with the second 
cartridge wire by touching a spring — the trigger, in fact. A 
tiny spark leaps over the interval from point to point, and 
fires the cartridge. If M. Le Baron could simplify and 
diminish his apparatus, it might supersede all hammers, 
anvils, and caps, but at present it weakens the stock too 
much. — London Times. 

. ^~^g^-^ . 

A Heavy Train.— Probably the heaviest train that ever run on any road 
recently passed over the Lehigh Valley Railway. It consisted of two hund- 
red and seventy-live laatlcd cars, each, Including couplings, being fourteen 
feet in length, making a total extension of 3,8. to feet, or over two thirds ot a 
mile. Allowing six tuns as the average weight per car, the total weight 
amounted to 1,650 tuns. 



A Gigantic Engineering Project is now the sensation out West, which 
contemplates nothing less than tunneling the Atlantic for a railway. The 
plans are already supposed to be drawn up, complete in detail, even to light- 
ing the cars with the magnesium and electric lights. The undertaking is to 
employ one hundred thousand men for thirty years, and when completed it 
will take the trains but Ave days to complete the journey from New Four* 1- 
land to Ireland, via the telegraph route. The amount of capital require! ta 
carry out this project Is estimated at two billion Ave hundred million dollars 
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JLeatJirr SgriiUlng. 

In the eormnerce of leather in Franco, we apply the word 
crust to that part of the leather which is nearest the flesh, 
and which is separated from the other portion of the skin 
bearing the hair. The sLrengtli for resistance in a tightly 
wtretched skin is entirely in the portion nearest the flesh, the 
fiber, as we approach the upper or grain side, gradually be 
cemirig looser, and the force to resist stretching, gradually 
diminishing in such a manner that it is always here that the 
breaks or cracks in leather begin to manifest themselves, 
with the slightest increase of the usual strain. 

If then, the grain of such leather be removed, the force of 
resistance and the expansion of the balance will be much 
more even, and the whole will be better balanced, as it were ; 
the grain will no longer be present to mark by cracks and 
fissures where the excess of strain began to operate. 

Before the genius of inventors was directed to the invention 
and perfection of leather-splitting machines, leathers were 
used in their entire thickness, and if only a moderate thick- 
ness was required, they obtained it by shaving off as much as 
they found necessary from the flesh side of the hide ; now, 
for the purpose of preserving its strength and making its 
capacity for extension even and regular, this was the very 
contrary of what should have been done. 

Since the employment of machines for splitting, the manu- 
facturer is able to employ the grain for the purposes to which 
it is best adapted, and to make the crust, or flesh side, ser- 
viceable to the best advantage, notwithstanding that the latter 
was in discredit for some time. We well recollect the repug- 
nance with which the general public beheld anything made 
of the crust of shaved or split leather. People then thought 
that all parts would crumble into pieces in the hand when 
the grain was taken off. Since it has entered into consump- 
tion it has come to be a great necessity, and is largely used to 
manufacture saddlery and trim carriages, in trunk making, 
in forming the tops of sabots and galasb.es, and when waxed 
and varnished, etc. in inferior grades of shoes, shoe tips, etc. 

The hoae and the leather piping we exhibit, are made of the 
split crust of the leather, as above mentioned ; their quality is 
no less a recommendation than their reasonable price. Tubing 
and hose made of the entire leather with the grain on, be- 
come slacker and tighter by the influence of water, or the 
weather. With those made of split leather the case is differ- 
ent ; the effect of shrinking and expanding is produced in the 
first wetting they get, and they never again change their 
form, but remain rigid, notwithstanding all the changes that 
may take place in the temperature. The grained leather 
then is easily altered by atmospheric and other influences ; 
the crust, on the contrary, remains firm and not liable to 
moisture. — Picot <£ Co., in La Halle aux Ouirs. 



Caramel Colors* 

Sugar is the only fit material to prepare caramel ; and for 
this purpose the sugar is best heated in capacious roomy ves- 
sels made of copper (in Vienna, copper lined Avith silver, is 
preferred), the vessol containing a thermometer to indicate 
the temperature. The latter must not be below 410' nor 
above 428° Pah. The heating of the sugar is continued so 
long as aqueous vapors are given off. The crude caramel so 
obtained is best purified by being placed upon a parchment 
paper dialyser, which is placed on water. The undecomposed 
sugar and intermediate compounds are thus got rid of; they 
dissolve out with facility, and what remains on the filter is, 
weight for weight, five times as strong in coloring matter as 
the crude caramel. While the sugar is being exposed to 
heat, it is preferable to stir it with a spatula. 

Another mode of obtaining a pure caramel, free from bitter 
produce (assamnr and the like) is to heat the sugar as above, 
and to treat the powdered caramel with alcohol (pure methy- 
lated spirits) to digest it for three or four hours therewith, 
and repeat this until all bitter taste is gone. An aqueous solu- 
tion containing 10 percent of purified caramel, isgummyand 
forms a jelly. When a solution of caramal in water is evapo- 
rated invacuo (small vacuum pans as used in sugar refineries), 
it dries up to a black, shining mass, freely soluble again in 
water, hot or cold; but if the solution is evaporated on a 
water bath to dryness in contact with air, the whole mass 
becomes insoluble in water, either hot or cold. — GJiemical 
News. 
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00,203.— Lamp Burner.— Philander Baker, Chicago, 111. 

1st, I claim the combination and arrangement of the disk, e, and safety 
plate or diaphragm, h, Mien connected at their perimeters by a spiral coil or 
its equivalent, as described, with the two sections of the wick tube, arranged 
us specilica with respect to each other, and the conn, 1, arranged and operat- 
ng as and for the purposes set until. 

^d, 1 claim, in combination with the elaetic arms, 1, the arrangement of the 
spring hoop, k, constructed an* applied to as to operate in the manner and 
or the purposes specified. 



60,204.— Vaj/vk Gear for Steam Enginks- Louis I). Bart- 
leu, Fitchbui -g.Mass., assignor toPutnam Machine Company. 

I claim operating the valve of a stcum cnsrinc bynieans of tiie lever, D, ac- 
tuated by the eccentric cam, E, in combination with the lever, B, substan- 
tially as de-cribed. 

I also claim, in combination with the above, the supplementary cam or toe, 
G, operating substantially as described for the purpose set forth. 

00,205.— Corn Shelter.— George Bevitt (assignor to himself 

and John George Ott), Madison, "Wis. 

1st, [ claim the cylinder, B, provided-with the oblong inclined teeth, 1), con- 
structed substan ially as described. 

2d, In combination with the cylinder, I claim the concave slats, K, when 
arranged to operate in connect! on therewith substantially as described. 

3d, Providing the concaves, E, with the spring, F, as and for the purpose set 
forth. 
00,200. — Drying Bricks. — Joseph K. Bowers, Concord, N.H. 

I claim the application of artificial heat bv means of steam or hot-aif pipes, 
when sucli pipes pass beneath the surface of the drying ground, and are con- 
structed as described for tiie purpose ot drying bricks. 
60,207.— Cider Mill.— E. W. Branch, East, Henrietta, N. Y. 

1 claim the com ination and arrangement ot the spring board, K. and ad- 
justable bed, 1, with the grinding apparatus, consisting of tiie di*k, E, tilting 
in the rim, h, of tha wheel, C, whicti is driven by .jointed pawl, D, the whole 
constructed as described and operating in the manner and for the purpose 
set forth. 

00,208. — Process of Preserving Frutts and other Per- 
ishable Articles.— William 1). Brooks, Baltimore, Md. 

I claim filling cans or other vessels, containing fresh fruits or other perish- 
able articles, witli hotsirup or other fluids by means of asupplytube, deliv- 
ering the same under pressure at or near thebottom of the can, substantially 
in the manner and for the purpose herein set forth. 

I claim also the use of steam in the process of preserving fruits and other 
perishable articles, when delivered into the vessels containing the same, sub- 
stantially in the manner and for the purpose settorth. 

I claim also the combination of a steam or hot-air space, D, with a reservoir 
C, to encircle the same and maintain its contents in a heated state, when said 
supply pipe is arranged to operate substantially in the manner and for the 
purposeherein »et forth. 
00,209. — Hedge Fastener. — CD. Brown, Tampioo, 111. 

i claim the method herein described of holding down young plants for the 
purpose of producing strong andthicklyset hedgeB. 

00,210.— Device for Bending Down Plants to form 

Hedges.— C. D. Brown, Tampico, 111. 
I claim the use ot a tapering trough constructed substantially as described 
for the pumose of bending down hedges. 

00,211. — Apparatus for Gathering Apple Seeds. — Rus- 
sell Brusie, Cleveland, Ohio. 
I claim the construction of a box. A, provided with the gates, B II and E, 
in combination with the blades, L, substantially as and for tiie purpose de- 
scribed. 

00,212.— Bottle Caps or Tops.— W. Burnet, N. Y. City. 

I claim a bottle cap marie of rubber Or other suitable material, provide* 
with oneor more close* tubes, all made and operating substantially as do- 
scrioed, or i heir mechanical equivalent-. 

00,213 — Tops for .Mucilage and Varnish Bottles. — W. 

Burnet, New York City. 

1st, 1 claim an ela tic cover for gum and varnish bottles, so shaped that it 
will at the same time cover the month of the bottle, furnish a spring to allow 
en (wise motion to the brush, and return it to its normal position, and clasp 
the handle of the brush so that It may be moved up and down n it lie cap, and 
held at any desirable bight. 

2d, I claim the combination o'the above top, made of any suitable elastic 
material, with a brush for varnish and mucilage bottles, all made and operat- 
ing substantially as described, or their equivalents. 

00,214. — Shifting Bucket Pkopeller. — Jacol) Busser, Phil- 
adelphia, Pa. 
I claim, in combination with the pairs ot hinged buckets, the shifting bar 
and slides, so that by means of a lever the propulsion may be forward or 
backward withoutstopping»r reversing the engine or cnanging the direction 
of motion of the crankshaft, substantially as described. 

00,215. — Insulator Holder. — Kichard Calrow, Mamaro- 

neck, N. Y. Antedated June 22, 18C7. 

I claim the combination of the block, g, metallic covering, c, and the holder 
A, for the purposes set forth. 
00,210. — Clap-board Gage. — A. Carson, Memphis, Tenn. 

I claim a clapboard gage, composed of the graduated plate, A, Jointed and 
sliding arm,F, having projections, G and II, with point, J, and adjust; d upon 
anf held to plate, A, by means of the thumb screw, D, when all the parts are 
constructed to operate substantially as described and for the purpose set 
forth. 
00,217.— MiTER Box.— E. C. Check, Placerville, Cal. 

1st, I claim an adjustable miter box, composed ot a bed or frame. A, to 
which are secured the swinging arm, B, the permanent stops, HH, and the 
movable stop, I, all constructed and operating substantially as described and 
for the purpose set forth. 

lid, Themovable stop, 1, to hold the work close to the saw cut, and on 
either side of the same, and operating substantially as set forth. 
00,218. — Manufacture of Soap. — John ChilcoU, Brooklyn, 

N. Y. Antedated June 15, ISffi. 

I claim the manufacture of soap from gelatine, either with or without 
grease, on, or fatty matter, by first subjecting the gelatine to tiie acti.n of a 
suitable degree of heat to render it saponitiable, "and afterwards treating it 
with alkali, substantially as herein specified. 
00,219. — Churn. — Norman B. Clabaugh, Frederick, Md. 

I clatm the construction of a rotary churn dash of longitudinal parallel bars 
or wings. C C h, applied to heads, DO', and provided with pins, p p f applied 
substantially as and lor the purposed described. 
00,220.— Sink — Hugh II. Craigie, Nuw York City. 

1st, 1 claim a trap for sinks, forme rl by the detachable cup, d, attached to the 
underside ot the sink, in combination with the downward projecting ferrule 
or pipe, b,as and for the purposes set forth, 

2<i, I claim the bend, f , and trap, d, in combination with the soft metal pipe, 
g, connected to the bend, f, by the ring, ti, and neck, substantially as and for 
the purposes set forth. 
00,221.— Bkidle Bit.— John M. Crawford, Philadelphia, Pa. 

1st, l claim trie slotted cheek pieces, B JP, either curved or straight, when 
attached to a bridle bit, substantially as and for the purposes set forth. 

2d, Making the cheek pieces capable of being reversed, by acting in com- 
bination with bit, A, and screws, O, substantially as and for the purposes set 
forth. 

3d, The combination and operation of the bit A, screws C, and cheek pieces 
fJ, with the cheek strap, F, ami reins, 1) and K, substantially as and for the 
purposessetforth. 
00,222.— Powku Hammer.-- Albert Cunningham and Alonzo 

Sharp, salem, Ohio. 

1st, We claim the links, It H, lever, R*, and slotted segment, Q, as arranged 
In combination with the lug, H, for tiie purpose aud in the manner as set, 
forth. 

2d, The adjustable collar, I. O, springs, M N, In combination with therod, 
K, and adjustable lug, H, as and for the purpo.se herein described. 

00,223. — Boiler Feuder. — Jeremiah Darling, Cincinnati, O. 

1st, I claim the construct tun of the month, B, of the pipe, C, when con- 
nected with and operating in a steam boiler, as herein described and for the 
purpose set forth. 

ad, I also claim the arrangement oft lie rotating exhauster, R,with its duots 
S and T. when operated around ihe pipe, P. in the tank, L, as herein described 
and for the purposes Bet forth. 

3d, I also claim the arrangement and combination of the steam whistle, K. 
with its reservoir, J, and steam and water cells, I and F, as herein described 
and for the purposes set forth. 

4th, I als» claim the arrangement oi the pipe, C, with the boiler, A, and 
cells, I and F, with the whistle, K, as connected by pipe, U, and cell, L, with 
the exhauster, R, all when combined and operating as herein described and 
for the purposes set forth. 

00,224. — Washing Machine. — Samuel Davis, Kansas, Mo. 

I claim the combination as well as the arrangement of the annular suction 
ring or board, O, with the perforated or grated plunger, B, and the applica- 
tion of the plunger to its working lever, c, by means of a swivel connection 
in order to enable the plunger to revolve while in use, the whole being sub- 
stantially as described. 

00,225.— Hydrant.— W. P. Dickinson, D. S. "Witman, and G. 
W. Rabold, Reading, Pa. 

1st, We claim valve, M, in combination with its lubrioator recesses aDd 
holes, discharge hole, in, constructed and arranged in the manner and for the 
purpose above described. 

2d, The combination of valve, M, lubricator recesses and holes, ff f> valve 
rod, K, and key rod, R, globe case, A, and goose neck D, constructed, ar- 
ranged and operating together in tue manner and for the purpose above ae» 
scribed and set forth. 

ad, The key rod, R, combined with valve rod, K, by means of a cogged 
lever and iive-teeth pinion, as above described and for the purpose set forth. 

09,220.^-Stove for Carpenters' Use.— H. Dietz, K.Y. City. 

I claim the construction of a carpenter's stove by the combination of angle 
irons and sheej iron together with fire-brick or soap-stone bottom lining, ia 
the manner and tor the purpose substantially as described. 

00,227.— Presser Gage fok Gas Fitters. — R. B. Donald- 
son, Washington, D. C. 

I claim a gas fitter's pressure gage, constructed by combining the base, A, 
containing the reservoir, b, elastic bottom, c. and socket, a, with the Bhank, 
of the tube, B, in the manner and lor the purpo e described. 
00,228.— Car Seat.— A. 8. Dotter, Philadelphia, Pa. 

I claim one or more leaves or plates attached to arms of a car seat, po as to 
be either foldedand depressed or elevated and secured in a horizontal posi- 
tion, all substantially as and for the purpose described. 

00,229.— Drilling Apparatus.— John Fanning, N. Y. City. 

Iclaim a drilling appanitus constructed aB described and shown. 

G0,2b*0. — Water Indicator for Boii,erh. — Ambrose G. 

Fell, Brooklyn, N. Y., assignor to himself and Win. Hell, New York City. 
I claim the construction of a water indicator for steam generators having 
one or more sides of mica, substantially as and for the purpose herein stfc 
forth and described. 

00,231.— Apparatus for Forming Skelps for Sheet 

Metal Tubes— Robert Fidler, Taunton, Mass., assignerto himself and 
the Dighton Furnace Company, Dighton, Mass. 
What 1 clatm i> t he above described improv ed apparatus for forming sheet 
metal tubes. 

00,232.— Machine for Skeining Silk, Thread, etc*— 

Cyrus Fisher, Canton, Mass^ 

Iclaim the combination and arrangement of the thumb rest, r2, with tho 
next adjacent rotary hooK and its puppet. 

I also claim the arrangement of the driving shaft, K, of the flyer with re- 
spect to the flyer shaft, and. tothGdriving gear of thenext adjacent rotary UQQfcs 



I also claim the combination as well as the arrangement of the skein case, 
F, with thellyerand the rotary hooks and mechanism for revolving them, as 
described. 

00,238.— Water-closet Valve Apparatus.— James Gil- 

fillan, Charlestown, Mass. 

I claim the combination of the elastic metallic concavo-convex cap, D, with 
the flexible cup-shaped piston, d, applied to the valve stem, 8, and arranged 
within the. vacuum chamber, c, as and lor the purpose specified.. 

I also claim the arrangement of the spring, K, within the vacuum chamber, 
and with respect to the piston, as set iorth. 

00,234/ — Capping Pad Screws. — C. F. Grilley, New Haven, 
Conn., assignor to the Grilley Company. 

i claim the method of drilling or perforating the screw head andcap blank, 
after the two have been united together, and at one operation, substantially 
as herein specified. 

00,235.— Churn.— O. Hawley and J. W. Ward, Wheeling, 
West Va. 

We claim the agitators, FFFF.also the combination ot the springs, D, 
stops, E, and balls, C, operating in the manner and for the purpose described. 
06,286.— Seed Planter. — George E. Hcrrick. Lynn, Mass. 

I claim the combination and arrangement ot the two perforated disks, and 
tltcir clumps, with the hopper, and the agitator of the said planting machine, 
the whole Dtiing substantially as described. 
00,237.— Fruit Jar.— Edward D. Holman, Buffalo, N, Y. 

1 claim the combination of the spring, A, with the conical cap, B, and rib, 
D, when constructed substantially as and for the purposes descrined. 

00,238. — Nut Machine. — David Howell, Louisville, Ky. 

In the described combination w«th the die, II, and punches, F (1 and O, I 
claim adjustable guide blocks, J and M, for the purposes explained. 
00,239. — Depth Gage. — Ivory A. JJurd, Boston, Mass. 

1 claim the combination as well as the arrangement of the wing piece, B B, 
with the spindle, A, check nut, E, and collet, D. 

06,240. — Combined Plow, Harrow, Cultivator, and 

Roller.— .James Johnston, Pemberton, Ohio. 
I claim the rollers, D, and trucks, E, or cither of them, and the harrow 
frame, C, adapted to receive harrow teeth, shovels, or cultivators, and to be 
lifted by the levers, c, in combination with the axle and the adjusting wash- 
ers, e, the whole arranged and operating substantially asset forth. 

00,241. — Machine for Draining: Sugar. — Cassins Macum- 

ber, Aurora, 111. 

Iclaim, 1st, Constructing the revolvingseparatorof a series of draft cham- 
bers bv means of the inclined partitions, substantially as described. 

2d, The arrangement and combination of the revolving and fixed disks, 
T T2, and cone, T5, for the purpose and in the manner substantially as de- 
scribed. 

8d, Placing the beaters obliquely on the revolving disk for the purpose de- 
scribed. 

00,242. — Railway Chair.— John Mohn, Detroit, Mich. 

I claim, 1st, a railway chair, which is constructed with a soiid portion, a a, 
slotted base, j, an elevated table, K, and an abutting lip, a', adapted for re- 
ceiving the notched rail sections, A A, asupporting and covering plate, c c', 
and a key, f, substantially as described. 

2d, The mode herein described of securing the chair by means of the spikes, 
i i, tor the purpose set forth. 

G0,24b\— Condenser for Stills. — Clarence Morfit, Balti- 
more, Md. 
Iclaim a condenser which is adapted for use in conjunction with a still, and 
which is divided into a number of chambers, communicating with each other, 
and provided with two series of pipes or conduits, so arranged as to admit of 
the separation and rcvaporization of the distillates and their return to the 
still, substantially as described. 

00,244.— Band Coupling.— Stephen Moulton, Hartford, Ct. 

Iclaim, 1st, A ball and socket joint, having an aperture in the side of the 
socket tor hooking in the ball, substantially as herein described. 

2d, The application of a ball and socket joint of the form and construction 
herein described, to the purpose ot coupling of a band or cord, substantially 
as herein set forth. 

00,245. — Revolving Harrow and Cultivator. — Amos 

Newell, New Vork City. 
I claim the combination and arrangement of the spiked harrow, substan- 
tially in the manner and for the purposes described. 

00,240. — Railway Rail Coupling. — Joseph Ncwham, Kent, 

Ohio. 

1st, I claim the combination of the bar block and washer, with the ends oi 
the rails and spike, substantially as and for the purpose set forth. 

yd, Securing the ends of railroad rails in position, substantially as and for 
the purpose set Jorth. 

00,247.— Machine for {Shaving Horn.— William ISToyea, Jr., 

Ncwburyport.Mass. 

I claim a machine or combination consisting of a bed plate, A. two cutters, 
c c, two guide-plates, a a, and two feeders, B O, such feeders being provided 
with springs, g g, and operative mechanism, substantially ax described. 

1 also claim the combination of the bed plate, A, cutters, c c, tl d, guide 
plates, a a, and the feeders, B C'.sueh feeders having springs, g g tr, arranged 
to operate with the bed plate guides and knives, substantially us spocilled. 

I also claim the feeding mechanism or conioination composed ol the two 
feeders, It O, the cams, i k, eccentrics, o o, and connecting rods, p p, ar- 
ranged to operate as specified, such feeders baviogspriugH, g jr, as explained. 

i also claim the combination of the cooling tahk or trough, F, with the ma- 
chine composed as described, of the bed plate, A, its cutters, c c, guide 
plaies, a a, and the feeders, 11 C, having springs, g g, and being provided 
with mechanism as explained, for advancing and retracting such feeders. 

I also clafin the construction of the receiving cud of the bed plate, viz., as 
oblique to die edges of the plate as set forth. 

00,248. — Dr aav Plate. — J. O'Kane, New York City, assign- 
or to Edward H. Hotcliklss, Brooklyn, N . Y. Antedated June 20, iSfi?. 
I claim the construction of a draw plate, with a communicating slit, r, ar- 
ranged with reference to iracli hole, substantially as and for the purpose 
herein specified. 

00,240.— Window Washer-— Nat Palmer, Newcastle, Me. 

I claim the combination of a hollow stair or tube, with the bulb and tubing 
of a rubber syringe, a sponge or mop, and metal tube, in manner aforesaid, 
00,250. — Expanding Reamer. — William F. Patterson, Char- 
lestown, Mass. 

I claim the combination of the shell. A, piston, R, cutters, C, and springs, 
D, all constructed and arranged substantially as and for the purpose set 
forth. 

00,251.— Hoisting Machine for Vessels. — Horatio O. 

Perry, Buffalo, N/Y. 

Iclaim forming a line of shafting in Recttons, A 1), connected by variable 
and extensile couplings, B C, for use on shipboard, constructed arranged 
and operating substantially as sot forth. 

I also claim, in combination therewith, the friction pullev.Jj, wheel, F, 
lever, J, and brake, K, arranged and operating substantially as set forth. 

00,252. — Potato Digger. — Charles II. Pickering, Indianapo- 
lis, Ind. Antedated June 27, 1S07. 

1st, Iclaim the double-shared plow, G, with the slats, g, and side boards, as 
shown, in combination with rotary gatherer, H, substantially as and for tho 
purpose set forth. 

2d, The scraper plow, F, In combination with the double shared plow, G, 
substantially as and for the purpose set forth. 

3d, The arrangement of the levers, I>, lor supporting and operating the 
wheels, B, substantially as and lor the purpose set forth. 

4th, The slotted inclined plane, O, for convoying the potatoes to the box, L, 
in combination with the rotating carrier,H .substantially as and for the pur- 
noBeset forth. 

00,253. — Corn Plow.— Mathias Redlinger, Freeport, 111. 

Iclaim the arrangement of the lever, A, with its roller, E connected to 
beams, G, and the treadle, C, as arranged with the plows, R. when combined 
with tiie beams, G.as herein described, and for tho purposes set forth. 

00,254.— Machine for Bundling Kindling Wood. — John 

Richardson and Frederick H. Stevens, New York City. 

1st, We claim the use of a tubehaviDg its end provided with a sharp edge, 
and having its interior slightly conical, for the purpose of receiving, shaping, 
and holding the bundle, substantially as described. 

2d, The combination of the driving wheel, E, mounted on the tubular shaft, 
F, with the arm, II, secured to the shaft, G, and the lever, d, or its equiva- 
lent, arranged to trip the dog, c, and to be operated by the wood carrier, as 
the latter brings the wood to the bundling tube, B, sunslantially as set forth. 

3d, The wire clasping and twisting device, consisting of the mandrel, M, 
and tlieslid.ng rod, h, provided with the lip, i. or its equivalent, when ar- 
ranged to operate as and for the purpose set forth. 

4tli, Regulating the twisting of the wire, and the shifting of the clutch by 
means of the disk, R', operated by the mandrel, and returned by the spring, 
1, substantially as deBCriued. 

5th, The combination of the mandrel, M. level gear, 01 02, sliding clutch, 
P, eccentric, u, and arm, P', arranged to operate as and for the purpose set 
forth. 

6th, The combination of arm, P*, elbow lever, Q, and disk,R, arranged to 
be operated by cam, R3, or itsevuivalent, in connection with the movement 
of shaft, G, forthe purpose of moving the clutch, P, at the desired time, sub- 
stantially as described. 

7th, The tube, e3. having its end arranged to operate in connection with 
the edge or lip of the recess in the end of the mandrel through which the 
wire is fed for cutting off the wire by a shear cut, as set forth. 

8th, The wood carrier, consisting of the sliding box, C2, mounted on the re- 
ciprocating plate, C3, whenarranged to operste substantially as described. 

00,255.— Machine for Husking Corn.— Daniel Sager, New 

York City. 

1st, I claim the arrangement of the picker, C, shaker, E, endless apron, F, 
husking rollers, G G, and adjustable blades, MM, essentially as described, 
lor the purpose set forth. 

2d, The shaker, E, for delivering and directing the course of the ears, by 
motion commuhicated through the eccentric, L, or its equivalent, in the 
manner substantially as specified. 

3d, The endless apron, F, arranged in relation to the husking rollers, G G, 
so as to carry the ears of corn thereto, and rotate them, whilst husking, and 
afterward to discharge them from the machine, essentially as described. 

4th, The husking rollers, G G, supported in bearings, O O, having elastic 
supports, P P, substantially as and for the purpose set forth. 

5th, The adjustable blades, M M, essentially as and forthe purpose specified. 
00,256. — Dry Gab Meter.— John Schatt, assignor to himself 
and Samuel P. Mervlne, Jr., Philadelphia, Pa. 

I claim attaching the leather, B, and the ring, A, together, by means of the 
single cord, C, and the groove, a,'" closed tightly over the said cord and 
leather, substantially in the manner described and tor the purpose specified. 

00,257.— Paint Compound.— Mortiz Schneider, Cleveland. O. 

Iclaim a paint composed of the Ingredients herein named, and com- 
pounded in themannersubstantialiy as herein set forth. 

00,258. — Machine for Dressing Paper Pulp. — George E. 

Sellers, Seller's Landing, Ills. 
1st, I claim the annular chamber, B B, through which the pulp is delivered 
into tho chamber, C. The chamber, C, and agitator, Q, to collect the heavy 
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particles into the center, over the receiver, D, substantially as described, and 
for the purposes specified. 

2d, I also c aim the pulp screen, F, with the slit or slits , s s s, the agitator or 
float, Q to give direction to the pulp in the line of the slits, the pulp receiver, 
J J, and regulauna: valve, L, and the knot receiver, M M, all substantially as 
described, and for the purposes specified. 
66,259.— Plow. — James B. Skinner, Rockford, Ills. 

1st, I claim adjusting the coulter, both vertically and lati rally, substantially 
in the manner described. 

2d, The combination of the coulter spindle, with the bracket plate, and 
socket, as shown in fig. 1. 

3d, The combination of the coulter spindle, with the double bracket plates 
and stop pin, as shown in fig. 2. 

4th, The combination of the laterally adjustable bracket plate, spindle 
socket, and diagonal champ, as shown in fig. 3. 

5th, The combination of the spindle, lat erally adjustable bracket plates 
and clamp bolts, as shown in fig. 4. 

6th, The combination with the caster spindle, of a series of locking wash- 
ers, as shown in fig. 5, for the purpose described. 

66.260.— Plow.— James B. Skinner, Rockford, Ills. 

1st, I claim the combination oi the caster yoke, with the horizontal caster 
spindle, as shown i > flg. 1. 

2d, The combination of the caster yoke, with the horizontal caster spindle, 
by pivotinsr the yoke on a vertical pin hi the loop on the spindle, as shown in 
flg. 2, for the purpose of preventing wabling of the coulter, and yet leave it 
free to vibrate laterally. 

3d, The combination of th e caster yoke, with the squared thimble turning 
on the fixed spindle projecting from the bracket plate, as shown in fig. 3. 

4th, The ccmbination substantially as described, with the horizontal caster 
spindle, o, of the double half round boxes, p. suspended in the loops, pi, and 
a cross bar, P, for the purposes set forth. 

66,261.— Splicing Belting.— N. E. Smith, East Cleveland, O. 

I claim the herein-described method of splicing belts, in the manner sub- 
stantially as specified. 

66,262.— Cider Press.— A. D- Strong, Ashtabula, Ohio. 

I claim the screws, K, and ratchet wheels, I, supported in the enws pieces, 
B G, of the frame, A, and operated by means of the levers, M, pawls, L, and 
1 ink, N, all arranged and operating in the manner and for the pnrpose sub- 
stantially as described. 

66,263.— Extension Umbrella.— William H. Sutherland, 

Seven Mile, Ohio. 

1st, I claim the combination and arrangement of the extension stick, and 
extension ribs, substantially as shown and described. 

2d, I claim the tongues, g g, the grooves, j j, the binds, 1 1, the pins.t t, the 
notches, s s, and collars, u u, as seen in figs. 4 and 5, bv which the sections of 
the stick are made to glide equally, and locked and unlocked and kept in 
position, all substantially as shown and described 

3d, I claim the handle, bee, with all its parts, asseen in figs. 4 and 8, as de- 
scribed. 

4th, I claim the tablet, k, with its pin, m, and ledge, p, in flg. 6, the ferrule, 
q, with its slots, o o, adapted to move around the runner, h h, as seen in same 
fig., and already described. 

5th, I claim the slot, ol, with its beveled edges, r r, in runner, h , in flg. 7. 

6th, I claim clasps, 3 4 and 5, as combined and arranged of sections, A B 
and D, as seen in figs. 3 and 9, the tip, c, the shoulders, 8, and the center 
punch, 6, with the cavity, 7, for the reception of center punch, fi. 

7th, 1 claim the wings, 13 13, of clasps, 4, adapted for attaching cover, as 
seen inflsr. 9. 

8th, And I also claim, in combination with an umbrella stick, the sliding 
sections, A B and D, substantially as described, by which the rib is shut up or 
distended. 

66,264. — Method of Propelling Vehicles. — Abijah Taylor, 

Indianapolis, Ind. 
I claim propelling mechanism consisting of an endless chain or chains, 
bandsor ropes, E, way orrails, A Al, anti-friction pulleys, I I, and legs, G, 
with feet, the said legs being carried by the chains, bands, or ropes, an a the 
whole lieing arranged and operating substantially as and for the purpose 
Bet forth. 

66,261.— Machine for Rolling Stench-Trap Pipe.— H. H. 

Taylor, and J. H. Wilson, Rochester, N. Y. 
"We claim tiie method herein described, of forming stench-trap pipes, by 
the employment of the rollers, A B Bl, operating in such a manner as to 
swage the sides and edges of the pipe, unequally, so as to produce the neces- 
sary bends as herein set forth. 

66,266. — Thermometer. — Lewis C. Tower, Rochester, N. Y. 

1st, I claim a thermometer whose frame is made from a singlepiece of 
sheet metal, corrugated as descrioed, to give it stiffness, and provided with a 
groove and socket to receive the tube and bulb, substantially as herein set 
forth. 

2i, The combination of the sliding shield, d, with the frame, A, and bulb, 
a, as and tor the purpose specified. 

66,267. — Shovel Plow. — Rufus Trowbridge,Waterloo, Iowa. 

Iclaimthecombination of a flat glass plate, to the face of the share of 
shovel plows, substantially as specited. 

66,268.— Package for Holding and Shipping Laed. — 

Charles L, Tucker, Chicago. Ills. 

1st, I claim the box herein described, when constructed without a lid or 
cover rim. and with straight even sides, from top to bottom, substantially as 
and for the purposes specified. 

2d, The application of gum arable, or its equivalent, to small lard pack- 
ages, either to wood or paper, for the purpose of making them non-absorb- 
ing, substantially as specified. 

3d, The application or use of a tin or lead foil; or foil paper covering for 
lard packages, constructed of wood or paper, substantially as and for the 
purposes specified. 

4tn,The mode herein described of packing lard for transportation, by first 
packing the lard in separate small packages of wood or paper, and inclosing 
such small packages in an outer close fitting case, substantially as and for 
the purposes specified. 

66,269.— Counting Machine— U. Turner, Versailles, Ky. 

1st, I claim the wheel, B, with its spring coil, C, and dial, D, in combination 
with the feed-finger, E, and detent, G-, substantially as and for the purpose 
described. 

2d, The feed-finger, E, spring, F, detent, G, wheel, B, and coil, C, for re- 
versing the dial, D, and resetting it at zero, and without changing the posi- 
tion of the instrument, or of the hand that holds it, substantially as herein 
shown and described. 

66,270.— Bottle Stopper.— Theo. A.Weber, New York City. 

1st, The combination of the cap, a, aud elastic diaphragm, b, the latter 
being perforated and applied to said cap, substantially as and for the pur- 
poses described. 

2d, The combination of a perforated cap, a a, perforated diaphragm, b, and 
a ring, e, whenadaptedfor Deing held down tight upon a bottle, substan- 
tially as described. 

3d, Thecap, a, diaphragm, b, with or without ring, e, stirrup, h, an eccen- 
tric, m, all combined and adapted to serve the purpose explained. 

66,271.— Saw Mill.— Carlyle Whipple, Detroit, Mich. 

I claim the curved guides, F and G, when the curvature of the upper is the 
reverse of the lower, arranged in relation to the saw, and operating sub 
stantially as and for the purpose specified. 

66,272.— Fly and Mosquito Bar for Windows.— F. D. 

Wright, Jordan, N. T. 
I claim the combination with the sash of a window, of the automatic fly 
and mosquito bar, made up of the screen, D, roller, C, and cord, E, arranged 
and operatiug in the manner and for the purpose herein set forth. 

66,273.— Spring Clasp.— A. C. Wurzbach and William 

Wurzback, Memphis, Tenn. Antedated June 22, 1867. 
We claim an adjustable clasp, when constructed and operated, substan- 
tially as herein described. 

66,274.— Manufacture of Glass. — Theodor A. Zellers, East 

Birmingham, Pa. 

1st, I claim treating glass cylinders in a flattening oven, and reducing them 
to flat sheets, by tlie heat evolved from the combustion of hydrocarbon oils, 
or their pruducs or compounds, substantially in the manner and for the pur- 
poses hereinbefore set forth. 

2d, In connection with an oven for flattening glass, the car, b, and turn 
table, c, or a raised vibratory platform in lieu thereof,! or the purpose of so 
turning glass cylinders as to enable the operator standing in front oi the 
flattening car to insert his cropper in such cylinders, in a line with the axis 
of each, such cylinder, substantially in the manner and for the purposes 
above set forth, 

66,275.— Washing Machine.— O.W. Alger, Richmond, Vt. 

I claim the arrangement of the box, A, with ribs and perforations, and the 
ribbed and hinged lid operating substantially as describe i. 

66,276.— Hanging and Ventilating Window Sash.— Chas. 

Allen,, Petersburg, 111. 

I claim the tightener, b b', when applied to the cord, a, of the sashes, A B, 
substantially as described and set forth. 

I also claim the ventilating p ece, C\ applied to the frame, C, in combina- 
tion with the self- balancing sashes, AB, and cord tightener, b b\ substan- 
tially in the manner and for the purpose set forth. 

66,277.— Machine for Preparing Peat for Fuel.— John 

H, Ames, New York City. 

1st, I claim the revolving separator, c, in combination with the hopper a, 
conveying b. It, b, and receptacle, d, for the purposes and as specified. 

2d, I claim the compressing and mixing rollers, h h\ to one of which an 
end motion is given, in combination With a hopper, g, to which heated air is 
admitted for the purposes and as set forth. 

3d, I claim drying peat by means of heated air, within a chamber in which 
thepeat descends m thin sheets, strips, or pieces, substantially as set forth. 

4th, I claim the charger, o, separating tee hot air and exhaust chambers, 
and delivering the peatmto the latter as set forth. 

6th, I claim thechamber. p, and plunger p'. in combination with the re- 
volving press block, 16, and an exhaust ng apparatus substantially as set 
forth, lor producing a partial vacuum in the chamber containing said peat, 
before said peat is pressed, for thepurooses and as set forth. 

6th, 1 claim a revolving press block with tapering openings for receiving 
the peat and holding the cake after being pressed, as and tor the purposes 
set lorth. 

66,278. — Lamp. — Joseph K. Andrews, Antrim, Ohio, assignor 

to himself and J. C . Tilton, Pittsburgh, Pa. 

1st, I claim the gas tube, M, perforated, sloited, projecting above thecap, 
N,cut at the lower end and constructed as shown m flg. 2 of theaccompany- 
lng drawing. 

2d, Th e adoption of the tube or tubes, O, burning the oil direct in combina- 
tion with the gas, constructed and operating substantially as and for the pur- 
pose set forth. 

66,279.— Mode of Preparing Oxygen and Applying the 

Same to Useful Purposes.— H. A. Archereau, Paris, France, assignor to 
himself J. M. O. Camin Despalles, Joseph de Susini, and E. O. Stern. 
1st, 1 claim the process ot decomposing sulphuric acid at its various de- 
grees as found in trade, ior obtaining oxygen therefrom, substantially as de- 
scribed. 

2d, The hereinabove described and represented apparatus, and speciallv 
the apparatus i or decomposing sulphuric acid, whatever may be the mode of 
heating employed. 



3d, The compressing process for the better utilization of oxygen gas. 

4th, The application or utilization ot oxygen to all purposes, especially to 
metallurgic operations and to producing excessive high temperatures allow- 
ing of the most refractory bodies being melted without melting their con- 
taming capacities. 

5th. The process for melting iron without carbureting or production of 
cast iron, in the manner and for the purposes hereinabove specified. 

66,280.— Cutter for Planing Moldings. — Edward John 

Arens, Boston, Mass. 
I claim a molding cutter whose cutting edtes for each member consists of 
diagonal faces meeting at the angle or ridge on the face of the cutter rela- 
tively to the form or contour of the molding, substantially as described. 

66,281.— Vent Plug.— James Bain, Brooklyn. E. D., N. Y. 

1st, Iclaim the valve, C, nut, a, and spring, b, in combination with the seat, 
B, in the inner end of the plug, A, substantially as and for the purpose de- 
scribed. 

2d, The movable seat, B, in combination with the valve, C, nut, a, spring, b, 
and plug, A, substantially as and for the purpose set forth. 

2d, The air chamber, D, and cup, E, in combination with the plug, A, and 
valve, C, constructed and operating substantially as and for the purpose de- 
scribed. 

66,282.— Windlass and Chain Stopper. — fm. B. Baker, 

Marshfleld, Mass. 
I claim a ship's windlass or chain stopper, or both, composed of a plurality 
of shafts, A, provided with drums, C.and pulleys, E, with metallic straps, F, 
applied to them and all connected at one end to a single shaft, G, substantially 
as shown and described. 

66,283.— Railroad Switch.— L. M. Batty, Canton, Ohio. 

Antedated June 12, If 67. 

1st, I claim the comb'nation of the lever, C, the p03t, B, theconnecting rod, 
D, and th e treadle, E, in the manner and ior the purpose herein described. 

2d, The adjustable plate, F, with its lugs, b, and notch, a, when combined 
with the treadle, E, and connecting rod, D, inthe manner andfor thepur- 
pose herein described. 

3d. The treadle, E, when combined with the several devices, HUKe and 
f, in the manner and for the purposes herein set forth. 

4th, The casing, M, surrounding the outeriiart of the treadle, D, to protect 
the treadle and devices, H IJKe and f, from injury, as andfor the purposes 
herein set forth. 

66,284.— Plow.— Henry F. Bemendefer and George Smith, 

Attica, N. Y. 

1 claim, 1st, The bar, D, spring catch, e, and spring, g, when used for shift- 
ing the standards, substantially as specified. 

2d, The arrangement of the beam, A, bars, d f, standards, B B B\ with 
their plows and the roller, b, when constructed, arranged, and used in the 
manner substantially as set forth. 

66,285.— Ladle for Pouring Metal.— H. W. Benton, Leb- 
anon, N. H. 
Iclaim the combination with a ladle of a guard or skimmer, substantially 
as and for the purpose described. 

66,286. — Scaffold.— Benjamin Best (assignor to himself and 

Loudon Marts), Dayton, Ohio. 

I claim, 1st, The com'bination of the uprights, A A', pivoted and adjustable 
braces, b C, pivoted sliding and supporting frame, B F G H, friction rollers, 
n, clip,d, with its appendages, pivoted spring catch, i, hinged planks, I, pul 
leys, E. and cord, n, operating in the manner described for the purpose 
specified. 

2d, The clip, d, when made in one piece with the lugs, e, so that it serves 
to guide the supporting frame on the upright and to hold the windlass for 
raising and lowering the said supporting frame, as set forth. 

66,287.— Machine for Cutting Corn Stalks in the Field. 

—Henry Bilharz, Seneca, 111. 

I claim, 1st, The peculiar constrnction of the cuttinsr apparatus, D D, con- 
sisting of the plates, a a, and the double-edged knives, b b, substantially as 
and for the purpose described In the foregoing specification. 

2d, The 1 ever, E, in combination with the knives, b b, and the plates, a a, 
substantially as and for the purpose described. 

3c, The lever, I, in combination with the hinged shelves, G G, substantially 
as and for the purpose described. 

4th, The railing, L, in combination with the cutters, D D, the lever, I, and 
the shelf boards, G G, substantally as and tor the purpose described. 

66,288.— Photographic Copying Board.— W. D. Blackman, 

Defiance, Ohio. 

Iclaim, 1st, A photographic copying board maie and operating, substan- 
tially as and for the purposes herein specified and described. 

2d, The device ior centering the picture that is held on the plate, F, said de- 
vice consisting oi the ratchet oar, d C, pinion, e, and shaft, D, all made and 
operating substantially as herein ppecifled and described. 

3d, The device for adjusting the focus of the picture that is held on the 
plate, F, said device consi ting of the sliding bock, B, nut, g, and screw 
shaft, E, all made and operating substantially as and for the purpose herein 
specified and described. 

4th, The device for increasing the size of the frame for holding the picture 
to be photographed, said device consisting of the stationary disk, F, revolv- 
ing disk, G, pins, j j, plates, H, and spring Dars, m, all made and operating 
substantially as and for the purpose herein specified and described. 

5th, The device for clamping the picture consistingof the revolving clutch, 
I, in combination with the stationary clutch, F. disk, G, pins, j, and plates, 
H, allmadeand operating substantially as described. 

66,289. — Calendar for Clocks. — Alphonzo Boardman, For- 
es tville.Ct., assignor to himself and N, CHubbell, New Haven, Ct. 

I claim, 1st, The combination and arrangement of the cylinder, A, repre- 
senting the days of the week upon its surface, with a ribbon upon two cylin- 
ders, D and F. arranged and operated so as to present the date corresponding 
to the day of the week 

2d, The combination of the wheel, G, and lever, H, provided with its two 
arms, aandb, with cylinders, D andF, arranged so as to release and hold the 
cylinders, substantially in the manner herein described. 

66,290. — Bottle Stopper. — R. F. Bocemsdes,Wallingford,Ct. 

I claim the tube, b.tbe upper end cut to receive the screw, c, of the hollow 
head, d, having a hinged cap, the lower end flanged to support the rubber 
cylinder, a, all constructed and arranged in such a manner that the liquid 
shall be discharged from the bottle without removing the stopper, as herein 
shown and described- 

66,291.— Paint Brush.— J. Dean Bonney, Pembroke, Mass. 

I claim the combination with the removable and adjustable metallic band 
which surrounds the bristles of the clasp and its tapering slide for holding 
the said band upon the brush, substantially as and for the purposes set forth. 

66,292.— Hay Rack.— Charles G. Boyer, Greenfield, Ind. 

Iclaim a hay rack with top rails, A', dovetailed to the standards, D, and 
ends connected by the plates and hooks, cc, in combination with the pivoted 
arms, a a, and cross piece s,B', for forming a portable rack provided with up- 
right beams at one end and ladder to the other, substantiallv as set forth. 

66,293.— Pressure Filter.— C. N. Brock, Philadelphia, Pa. 

Iclaimthecombination of a force pump with a battery of filters, substan- 
tially as described, whereby I am enabled to use any desired number of fil- 
ters in battery, thus filtering and decolorizing the sirup, whether the same 
be heatea or not. 

66,294. — Machine for Cleaning and Softening Sheep 

Skins.— James M. Brown, Boston, Mass. 

What I claim as my invention is my above described process of treating 
skins, such being by a fulling mill and water and by collecting the waste 
wool in a screen or its equivalent, as set forth. 

I also claim the combination and arrangement of the screen with the full- 
ing mill having a discharging hole in its reservoir, as set forth. 

66,295.— Churn.— John F. Brown, New London, Ct. 

1st, I claim the combination of the curved metallicbottom.B, with the 
sides and ends of the box, A, for the purpose of forming a water chamber in 
the lower part of said box, substantially as herein shown and described. 

2d, The butter gatherer and worker,M, constructed, arranged, andoper- 
ated substantially as herein shown and described and ior the purpose set 
forth. 

66,296. — Grommet. — Wm. Brown, Middletown, Ct., assignor 

to Wm. W. Wilcox and Joseph Hall, Jr. 
I claim the imp oved grommet having a cast metal flange united substan- 
tially as desciibed to a sheet metal tube. 

66,297.— Machine for Cutting Down Augers. — E. O. & E. 

Carrington, Wallingford, Ct. 
We claim the combination of the bit holding device, G.andtheforming 
cams, L, with the mill or cutter, D, all constructed, arranged, and operating 
in the manner and by the means substantially as herein set forth. 

66,298.— Construction of Hammers.— Henry Cheney, Lit- 
tle Falls, N.Y. 
I claim the combination of the cast ironsocket, B, with thewrough-Iron 
head, A, both made and connected substantially in themanuer andfor the 
purposes set forth. 

66,299.— Capstan.— David N. B. Coffin, Jr. (assignor to him- 
self andlrah u. Spaulding), Boston, Mass. 

1st, I clami the application of pawls to a capstan by means of a cast joint or 
hinge, in any manner so as to allow the pawl to operate in both directions. 

2d, The employment of a side opening, g, in combination with the inclosed 
bolt, in the construction of a capstan. 

3d, The arrangement of the inclined lifters made movable in combination 
with the locknotches orspaces.h, so as to be used both toelidethe bolts out 
of connection automatically, and also at the pleasure of theopprator. 

4th, The arrangement of the inclined lifters, i i, in duplicate and in reverse 
order, in combination with lock notches or lugs and sliding bolts 

5th, The arrangement of an elevated flat part, j, between two inclines ar 
ranged in reverse order, substantially as andfor the purpose set forth, 

6th, Radially sliding keys or bolts in combination with a retaining socket 
in one part and a locking space or shoulder in another of two parts of a cap- 
stan or windlass, to be connected and disconnected substantially as de- 
scribed. 

7th, A rolle r or sheave arranged with its axis obliquely to the windlass and 
its axis, substantially as described. 

8th. The employment of conical or cylindrical rollers arranged in combina- 
tion with the spindle and barrel of a capstan or windlass, to relieve the fric- 
tion incident to the side or tcansverse thrust, substantially as described. 

9th, The arrangement of rollers longitudinally between the shoulder of the 
barrel and that of the spindle or bed plate, to sustain or support the barrel 
endwise. 

10th, The arrangement of sliding bolts in sockets on the fulcrum gear, as 
described. 

11th, The lifting and sustaining ring, v, in combination with the bolts or 
locking mechanism of a capstan, and incliued lifters arranged either on it, or 
an auxiliary part, x. 

12th, The employment of an elastic or sprinsr element interposed between 
the part bearing the pawl pockets and the fixed portion of the bed plate. 

13th, The inclines, X, for automatically lifting the fulcrum gear, substan- 
tially as shown. 

14th, Locking or clutching the center or first movlag gear of a capstan to 
the lever head automatic a-ly, by interlocking lugs formed on each, substan- 
tially as described. 

15th, The arrangement ot a concentric, circular, or annular flange or rib, 
pr flanges or ribs, is , between th* 1 spindle or hub and the rim nr periphery or 
tile beo plate of a capstan or windlass, substantially as (Jespribeii, 



16th, The arrangement of a friction wheel between the two barrels of a 
capstan or windlass, with provision for connecting or disconnecting it to or 
from one or ootb, at pleasure. 

17th, The application of the differential windlass to the friction mechanism 
of a capstan or windlass. 

18 th, The employment of the combined bearing and brake or friction shoe 
In the friction mechanism of a capstan or windlass. 

19th, The employment of chain lugs spanning the groove in the chain 
wheel and made adjustable radially in sockets at the bottom and extending 
up the sides of the groove between the two cheeks of the chain wheel, suD- 
stantially as described. 

20th, The employment of keys back of said lugs, with or without the circu- 
lar form, substantially as described. 

66,300.— Farm Gate.— Albert W. Cox, Indianapolis, Ind. 

1st, I claim the pro vision in a Jointed gate of the latch E, and handle, E ', 
connected m such a manner that the raising of the latch shall effect the eleva- 
tion of the gate, substantially as described. 

2d, I claim the combination of tlie gate, B C CI C2, latch. E, handle, E\ and 
arms, F F', arranged and operating in the manner and for the purpose set 
forth. 

3d, I claim the arrangement of the parts, HIJK, for sustaining the gate 
and latch in their elevated position when the gate is opened, and permitting 
them to assume their normal position when the gate is closed, as described. 

66,301.— Medical Compound.— A. M. Cox, Elizabeth, N. J. 

Iclaim the medical compound composed ot the ingredients mixed together 
in or about the proportions substantially as described, for the purpose speci- 
fied. 

66,302.— Water-proof Paper Fabric— L. M. Crane, Balls- 
ton Spa, N.Y. 
I claim as an improved article of manufacture a water-proof paper fabric 
made substantially as herein shown and described. 

66,303. — Connecting Links.— Robt.Creuzbaur,Newark,N.Y. 

1st, I claim the two parts, A and B. each with one opening, pivoted to- 
gether at p,with these openings on opposite sides, substantially in the man- 
ner as shown and described and for thepurposesnamed. 

2d, Strengthening the ends ot the link subject to bending by shaping them 
in the manner named, the two parts torming the link, being pivoted together 
through the parts thus strengthened, substantially as set forth. 

66,304.— Swages for Upsetting Saw Teeth.— Joseph 

Crookes, St. Louis, Mo. 
I claim the die stock, A, having the mortises for setting the die,B B', trans- 
versely in the stock and the passage, A2, when arranged and combined with 
thesplit die, B B', substantially as set forth. 

66,305.— Hardening Pan for Circular Saws.— Joseph 

Crookes (assignorto himself and Joseph W. Branch), St. Louis, Mo. 

1st, Iclaim the pan. A, when provided with the inclined ways. a. either 
with or without the rollers, a', substantially as and for the purpose set forth. 

2d, I claim the clamp, B, for the purpoe ot confining the plates, C, in a 
true position while immersed in the bath in the pan, A, as described and 
shown. 

66,306. — Churn. — Jonathan Davison, Plymouth, Mich. 

I claim the arrangement of the staff, D, provided with its tube, a, and dash- 
ers with the churn hody, and the lever, F, provided with its swivel block, for 
the purpose of churning milk or cream, substantially as herein specified. 

66,307.— Registering Steam Gage.— David P. Davis, Jer- 
sey City.N". J. 

Iclaim the combination with a pressure gage, or any equivalent therefor, 
of a marker of any suitable form, and revolving diaphragm disk, or its equiv- 
alent, when all combined and arranged together substantially as and for the 
purpose depcribed. 

66,308.— Corn Planter.— Sol. G. Deutler, Orangeville, 111. 

I cliim the combination of the sliding valve plate, C, having a rigid arm, 
E, and a flexible arm, F, attached to its rear end with the hopper, B, beam, A, 
and operating wheel, G, substantially as herein described and for the pur- 
pose set forth. 

66,309. — Car Coupling.— James Depeu and J. Darrah Hall, 

Peekskill, N T. 

1st, We claim thesleeve.f, which holds the link, and the arrangement by 
which the sleeve and the coupling pin, C, are moved longitudinally in the 
drawhead, substantially as d2S.Tibed\ 

2d, We claim a coupling with couplinglinks and sleeves, f , arranged in each 
drawhead, substantially as described. 

3d, We claim the weighted lever, D, and the catch pin, E, in combination 
with the sleeve, f, and pm, C, arranged substantially as set forth. 

66,310. — Method of Effecting the Cementation of 

Rails, Axles, etc.— T. M. Dodds, Rotherham, England. Patented in 

England, Dec. 1,1865. 
Iclaim the conversion of an iron surface into steel by treating the same in 
a suitable cementing furnace with a mixture composed of charcoal or other 
carbonaceous matter, potash or other alkaline matter, and lime, or matter 
containing lime substantially as herein set forth. 

66,311.— Steam Gages. — R. B. Donaldson and Emmett 

Quinn, Washington, D. C. 

1st, We claim the construction of tubes for steam gages of india-rubber, 
gutta-percha, or other compounds, or other suitable material, substantially 
in the manner and for the purposes as herein set forth. 

2d, The construction of hollow cores of metal, or other suitable material, 
supported by mandrels, substantially in the manner and for the purposes as 
herein set forth. 

66,312.— Safety Bridle.— Daniel M. Donehoo, Beaver, Pa. 

Iclaim the arrangement of the safety rein, F, and gag rein, H J, with the 
rings, E 1L, operating as described and represented. 

66,313.— Spittoon Envelope.— A. J. Doolittle, Hamden, Ct. 

I claim the spittoon box, A, provided with a hinged cover, B, which is oper 
ated by means of the spring, e, and levers, a and d, substantially as and for 
the purpose specified. 

66,814.— Horse Rake.— Samuel Eberly and George Hauck, 

Mechanicsburg, Pa. 
We claim connecting the rake teeth to the swinging rake head by the com- 
bined use of the shanks, e, and their extended bearings in the boxes, i, and 
the reactionary springs, f, constructed, arranged, and operating substantially 
inthe manner and for the purpose described and represented. 

66,315.— Medicine.— J. Fischer, St. Louis, Mo. 

I claim the chemical compound when composed of the ingredients and used 
substantially as and for the purposes set forth. 
66,316.— Skate.— John Forbes, New York City. 

1st, Iclaim the slotted guide box, S, in which the slotted jaws, D, are ad- 
justably secured and operated by means of the centrally pivoted ulate, E, in 
the concentric slots, d, of which the ends of the bolts work, all constructed 
andoperating ashereinset forth for the purpose specified. 

2d, The combination and arrangement of the longitudinallv sliding plate, 
H, slotted plate. I, arm^ G, and spring arm, F, pivoted slotted plate, E, slotted 
jaws, D, and slotted guide box, C ,as herein set forth for the purpose specified. 

66,317. — Pattern for Casting Pot-hole Covers. — William 

J. Fryer (assignor to himself and John P. Witbeckj , West Troy, N.Y. 
Thechamber, d, in combination with the plate, B, and its chamber, g, fit- 
ted to occupy the cavity, f f, and to slide within the channel, h, substantially 
as described and for the purposes set forth in this specification. 

66,318. — Globe Valve for Steam Engines. — Joseph J. 

French, Baltimore, Md.. assignor to himself and Reuben A. McCauley. 
I claim a globe valve having a wheel or lever, A, carrying a hollowscrew, 
B, to operate the valve, C, by means of the stem, D, constructed and operat- 
ing in the manner substantially as shown and described and for the purpose 
set forth. 

66,319.— Manufacture of Clay Pipes. — G. D. and H. A. 

Goodrich, Joliet, 111. 

I claim, let, The grooved disk, T, when applied toclay-pioe machine and 
arranged to descend, while cutting the pipe, with the same motion as the 
pipe. 

2d, The combination of a suspended rotating disk or wheel, T, with one or 
more cutters, h. 

3d, The weiguted guide heads, U, when provided with arms, V, substantial- 
ly as and for the purposes specified. 

4th, The two-edged knives or cutters, h, provided with the heel or projec- 
tion, t. 

5th, The cams, i, provided with the springs, j, substantially as and for tlie 
purposes specified. 

6ch,Thecombination and arrangement of the cams, i, and springs, j, with 
the cutters, h, heel, t, and rotating disk, T. 

7th, The combination and arrangement of the guide heads, U, with the 
weights, o and W, substantially as specified. 

8th, The arrangement of the weights, o p, upon a single cord so as to in- 
crease the weights as they ascend, substantially as specified. 

9th, The rests or ledges, z, in combination with a series increasing in lateral 
dimensions, operated by a single cord, substantially as specified. 

10th, The arrangement and combination of the cross bars, Y Z, standard, 1, 
and mandrel. K, with the cords, n, weigh's, o p, and ledges, z, substantially 
as and for the purposes specified. 

11th, The combination and arrangement of a descending platform tor re- 
ceiving a vertical pipe constructed and arranged substantially as specified, 
with a rotating disk provide \ with cutters and descending with tlie same 
motion as the platform while cutting, substantially as specified. 

66,320.— Manufacture of Clay Pipe.— Horace A. Good- 
rich, Joliet, 111. 

I claim, 1st, The bridge, a. when located between the screw or feeding por- 
tion of the shaft, G, and the revolving core, F, of a mold in a clay-pipe ma- 
chine.substantially as andfor the purposes specified. 

2d, The pin te, B, when provide 1 with a gathering flange, C, projecting in- 
wards, and permanently attached, substantially as set fortn. 

3d, The plate, D, when provided with the outer portion, E, of the mold and 
made adjustable by means of tlie holes and bolts, b, substantially as de- 
scribed. 

66,321.— Fence Post.— A. W. Gore, Manhattan, Kansas. 

I claim a post for fences, etc., made of sheet metal, provided with cross 
wires or rods, substantially as and for the purpose described 

66,322.— Hand Scoop.— David JS. Green, Cold Water, Mich. 

I claim a cylindrical hand scoop with a flat base to prevent the same from 
turning over, as and for the purpose described. 

66,323.— Apparatus for Rectifying Distilled Liquids. — 

C. Gresiuchna & L. Jarchow, New York City. 

We claim, First, The arrangement of the receiver, A, provided with one or 
more dishes, D, an "i a water ves9el,E, in combination with the rectifiers, G 
Gl, provided with dishes Dl D2 Dd D7, K, wat c rjackets, I il 12, water vessel 
L, and suitable conueciingpipss, all substantially as shown and desc. ibed. 

2d, The arrangement of cups, dl d2 d3 d7, in combination with the dishes 
D1D2D3D7, and shelves, H, in the rectifier, G, substantially a3 and for the 
purpose set forth. 

3d, The arrangement of dishes, K, with depressions, m, and descending 
tnbes. n, in the interior ot the rectifier, G, c .instructed and operating sab- 
stantiilly as and for the purpose described. 

65,324.— Buckles. — Henry C. Griggs (assignor to Holmes, 

Griggs & Smith), Waterbury, Ct. 
I claim the herein desert bed buckle consisting of the plate or frame. A, and 
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the looped tongue, B, formed bo as to be inserted through the plate, and to 
operate substantially in the manner herein set forth. 

66,325.— Perforating Cigars. — Oliver Guinand, Vicks- 

burg, Miss. 

I claim. 1st. The hollow block, A, having the spites, C, pivoted in slots or 
mortiseB in its walls, as and for the purposes described. 

2d, The hollow block. B, having right-angled triangled slots or mortises, D, 
to receive, and ior the passage of the spikes, C, and seated on thespring.a, 
in the block. A, substantially as and for the purposes described. 
66,326.— Stop Cock.— George D. Hadley, Cincinnati, Ohio. 

I claim the eccentric lever by which the valve is operated, the elastic disk, 
Dl, the cap, D, confining the disk, Dl, and the valve, B, with its guides, a, in 
combination with the shell of a water cock, the whole constructed and ar- 
ranged substantially as herein shown and described ior the purposes Bet 
forth. _ 

66,327.— Suspension Bridge.— A. S. Hallidie, San Fran- 
cisco, Cal. _ _ 

I claim the cables, C C, in combination with the suspension rods, D D, and 
girders, E E, all made and operating substantially as herein specified and de- 
scribed, and the rods, D, being made adjustable as set forth. 

2d, The combination of t tie adjustable cables, C C, nosts. A, rods, D, gird- 
ers, E, and adjustable brace?, G, with each other and with the flooring, F, aft 
being made substantially as herein specified and described. 

66,328.— Railway Chair.— T. C. Hargraves, Boston Mass. 

I claim, in combination with the chairs and rails of a railway track, an in- 
dented wedge and Bpring detainer, arranged to operate together substantial- 
ly a* described. 

66,329.— Boiler for Heating Water.— C. A. Harper, Rail- 
way, N. J. Antedated June 24, 1867. 
I claim the boiler, A, having an internal flue or fire chamber, B, surround- 
ing the pipe-formed water heater, C, thro -gh which the water in the boiler 
circulates by means of pipes, D Dl, said parts beinu; constructed and arranged 
for use, substantially in the manner and for the purpose set forth. 

68,330 — Propelling Cables for Railroad Guides. — Chas. 

T. Harvey, Tarrytown, H", Y. 
1st, I claim the cable beads or ferrules herein-above described, ha\ing 

Slain operating facesso that they act on the cable clutch or arm, C, of a car, 
y simole contact therewith, substantially as described. 

2d, I claim the horizontal roller, E, on the under side of the cable head, in 
combination with the supporting vertical rollers, substantially asdescrlbed. 

3d, I also claim the combination of the vertical supporting rollers of the 
cable head, A', wit i the upper hoiizontal rollers, D D, and the lower hori- 
zontal roller, E, all placed and operating substantially asset torth. 

4th, I also claim the vertical spur, B, of tho cable head or ferrule projecting 
above the top of the cable guide, substantially as described. 

5th, I also claim the beads, s s, of the cable guide, in combination with the 
cable heads or ferrules, A' of a propelling cable, substantially as described. 

6th, 1 also claim the ledges, 1 1, of the cable guide, in combination with the 
cable head or ferrule, substantially as shown. 

7th, I also claim the steam pipe, r, in combination with a cable guido, sub- 
stantially as described. 
66,331.— JST ail.— Hay ward A. Harvey, Orange, 1ST. J. 

I claim the combination of the head of a nail with one or more cavities and 
protuberances or raichets upon the sides and edges of the shank thereof , sub- 
stantially as described, whereby the lateral diameter or width of the Bhahk 
is increased as shown. 

66,332.— Screw Clamp for Planking Vessels.— James D. 

Hathaway, Medford, MasB. 
I claim a screw clamp consisting of a frame, a male and female screw, and 
serrated cam, combined and operating substantially as described. 

66,333. — Grain Screen. — Reason Hawkins, Palestine, Ind. 

I claim the arrangement ol the screens, h and m, and thecross bars.KK, 
inthebox.D, and the trash screen, e, at the headofthebox, in combination 
with the octagonal roller, E, operating as and for the purposes herein de- 
scribed. 

66,334.— Sorghum Evaporator.— B. R. Hawley, Normal, 

111., assignor to himself, E. Washburn, and C. A. Montross. 

1st, The construction of an evaporating pan in such a manner as to create a 
continuous upward and downward flow oi the boiling sirup, as represented 
by the arrows, a n, substantially in the manner and foa the purpose set forth. 

2d, I claim the filtering pockets, D, in combination with the boiling pans or 
defecator of an evaporating apparatus, substantially in the manner and for 
the purpose set forth. 

8d, I claim the cooler, E, in combination with the finishing pan, C, as de- 
scribed and set forth. 

4th, I claim filtering the boiling sirup by continuously passing the surface 
fluid down through a filtering substance in the pocket, D, to the bottom of 
the boiler, subsiantially in the manner and for the purpose set forth. 

5th, 1 claim the strainers, D', in combination with the boiling pans or defe- 
cator, and the pockets, D, substantially asdescrlbed and set forth. 

66,335.— Plow.— James M. Hawley, Holton, Ind. 

1st, I claim the standards, H and E, constructed substantially as herein de- 
scribed, in combination with the shovels, K and G, and beam, A, in the man- 
ner anifor thepurpose set forth. 

24, The combination of the handles, B, and forked and slotted connecting 
bar, C, with the beam, A, substantially as herein shown and described and for 
the purpose Bet forth. 

3d, The combination of the bent bars or frame, M, with the beam, A, and 
Btandards.H, substantially as herein shown and described and for the purpose 
set forth. 

4th, The combination with the scraper plate, P, with the forward standards, 
H, substantially asherein Bhown and described and for the purpose set forth. 

66,336.— Beehive. — Jasper Hazen, Bethlehem, N. Y. 

t claim the combination of the central apartment, g, the movable par- 
titions, d d, and the side surplus honey boxes. I i, arranged in the manner 
described. 

66,337. — Detecting Counterfeited Bank Notes, etc. — 

LabanHeath, Boston, Mass, 
I claim the morJe of detecting counterfeit banknotes by the means of im- 
pressions made from duplicates of parts of the genuine dies or plates muti- 
lated, substantially in the manner set foith. 

66,338. — Mode of Treating Baiboo Cane and other Fi- 
brous Plants.— Charles Heaton, New York City. 

1st, I claim saving and utilizing the resinous and other soluble portions of 
vegetable fibrous matterB which are usually washed out and wasted, in the 
manner set forth. 

2d, The employment of alum or acid. In paper making, whenever the same 
is so applied as to precipitate that portion of the gum which is now wash ed 
out and waBted. 

3d, In the disintegration of vegetable fibrous matter, when an alkalineso- 
lution has been used and become discolored or opaque, or partially so, I claim 
the employment of alum, and for precipitating nie suspended matter or clari- 
fying the solution, ashereinset forth. 

66,339.— Chimney.— Jacob Heed, Temperanceville, Ohio. 

I claim, in a chimney constructed as described, the projections, A A, and 
the diaphragms, B D, one or more, eaeh provided with an aperture, and ar- 
ranged substantially as described and for the purposes specified. 

66,340. — Cultivator. — Stephen H. Herrick, Grinnell, Iowa. 

I claim the frame, B, turned up and threaded at its forward end^and con- 
nected to and regulated at therearend of the beam by the bolt,D,asand 
for the purpose set forth. 

66,341.— Roof and Clapboarding Bracket.— H. W. Hol- 

den, T. J. Mooers, D. H. Stratton, and G. Reynolds, Blo n sburgh, Pa. 

1st, We claim acombinedroofing bracket, A, support, C.and brace. D, when 
made and operating substantially as herein shown and described. 

2d, Thebracket, A, whencombined with a truss, B,both made and operat- 
ing substantially as herein shown and descr.bed. 

3d, The bracket, A, with a hook, d, and platform, e, substantially as and for 
the purposes herein shown and described. 

4 tii, The truss, B, with a brace, i, hook, h, and lug", j , and pins, 1, substantial- 
ly as and for the purpose herein shown and described. 

5th, The support, C, with a hook, h, pin, j, and pins, n n, substantially as and 
for the purpose herein shown and described. 

66,342. — Graduating Level. — Nathan Hollingsworth, Ro- 

setta, 111. 
I claim the weighted arbor, 1, and arms, m, with index, n, traversing over 
the scale, p, in combination with the telescope, A, and brake, g, constructed 
and operating substantially as and for the purpose described. 
66,343. — Shifting Rail for Carriages. — Henry F. Holt 
assignor to himself J. Thaddeus C. Abbott, Fredonia, N. Y. 
I claim a self -fastening shifting rail for buggy tops, constructed substan- 
tially as herein described. 

66,344. — Railroad Gate. — Nelson Houck, Canton, Ohio. 

I claim, 1st., The peculiar arrangement and combination of the part, L, of 
therail.L M, the rods, cd, rock lever, 1 m, rods, O P, and turning plate, B, 
the several parts beiner arranged as and for the purpose set forth. 

2d, The peculiar arrangement and combination of the turning plates, B 
C D E F, rods, S T tl a b t», S2 T2, connecting rods, A A, bars, g h, and com- 
bined levers, p p, q q, the several parts being arranged as and for the pur- 
pose set forth. 

3d, The spring, VI, when used in connection with the axle, V, of the turning 
plate, D, suhBtantially in the manner and for the purpose specified. 

4th, Therods,A3, withspnngs, aS, whenuBed in connection with thepart, 
LI of thecompoundrail, LI Ml, substantially in the manner and for the pur- 
pose specified. 

5th, The vertically slotted holes either in the part, LI, or thepart, Ml, of 
the compound rail, LI Mi, when such slots are used for thepurpose of al- 
lowing a vertical motion to the part, LI, substantially in the manner and for 
the purpose specified. 

66,345. — Boat Detaching Apparatus.— W. H. Houston, 

New York City. 

I claim the combination of the catch pawl, P, locking bar, h, and spring 
m, with the lock frame the whole arranged to operate aB described for the 
purpose set forth. 

I also claim an automatic boat eye or lock bo constructed as to unlock 
when the weight of the boat rests fairly on the water, substantially aB herein 
before described. 

66,346.— Fruit Box.— William Huey, Galena, Md. 

1st, I claim as a new article of manufacture the fruit and vegetable box 
with the lid all constructed snbstantially as set forth. 

2d, The lock, H, composed of the plate, h, with a key hole, the hooked 
plate, I, and the spring, 1, arranged substantially as Bet forth. 

3d, The slats, a, notched slats, g, and rabbeted corners, e, in combination 
with the rabbeted rim, b, and rivets, c. 

4th, The Blats, a, notched slats, g, rabbeted corners, e, and locks, H, in 
combinatlonwith the lid, p, substantially as set forth. 

66,347.— Violins.— G. H. Hulskamp, New York City. 

1st, Icliim the Btraining of sounding board b in violins and other instru- 
ments before named and referred to of whatever material made, by the ten- 
sion and pressure of the striners, substantially as hereinbefore described. 

2d, Transmitting the vibrations of the strings by postB or pulleys braced 
to different points of the upper and lower sounding boards and making the 
feet of the bridge, K, to bear upon the oblique braces, substantially as de- 
scribed. 



3d, Making the finger board andBtring holderB in one piece with an orifice, 
O, for the bridge, K.and connecting the same with the oblique brace, d d, 
substantially as set forth. 

4th, Securing the strings directly on the end of the extended finger board 
at p p p, substantially as decsrlbed. 
66,348.— Bee HiVE.-Sam. Hutchinson, North Lewisburgh, O. 

I claim the endlesB apron, G, provided witji cleats, e f, and placed under- 
neath, the body or main portion of the hive, substantially as and for the pur- 
pose herein Bet forth. 

66,349.— Sirup Pitcher.— John Hyslop and C. E. Phillips, 

Abington, Mass. 

We claim the block, F, applied to the lid or cover ofa sirup pitcher, sub- 
stantially as and ior the purpose described. 

We also claim the spring, E, or its equivalent in combination with the 
cover or lid. B, substantially as described and for thepurpose specified. 

66,350.— Bed Bottom.— W. B. Ingersoll, New York City. 

Antedated June 27, 1867. 
I claim the combination of the pulleys, c, around which the cord, r, passes, 
thecross bar, a, to which the pulleys are attached, the movable arms, h, 
the windlass, g, and the springs, f, under the arms or head-piece or cross 
bar, all as ana for the purpose specified. 

66,351.— Dough Kneader. — C. C. Johnson, Springfield, Vt. 

1st, I claim the combination of the revolving standard, B, lever, C, and 
one or more rollers, F, and cross pieces, D, substantially as and for thepur- 
pose set forth. 

2d, The combination of the cross piece, D, when formed to act as a scraper 
and the roller, F, when attached to a lever, O, operating substantially as 
and ior ihe purpose set forth. 

66,352 — Horse Rake. — Sylvester Johnson, New Harmony, 

Ind. 

1st, I claim the combination of the lever, M, chain or rod.L, arm, K, 
pivoted sash or frame, 1, pawls, O, with the shaft of the rake head, substan- 
tially as herein shown and described and for the purpose set forth. 

2d, The combination of the arm, P, and link, R, or its equivalent with the 
arm?, K, notched rake teeth and sash, 1, substantially as herein shown and 
described tor the purpose specified. 

66,353. — Bleaching Paper Pulp. — W. C. Joy, and John 

Campbell, Penn Yan, N. Y. 
We claim treating paper pulp of all kinds with air pure or mixed at any 
temperature by causing a current or currents of air to pass through the 
massby means of a forced blast or current or by an exhausting tan or pump 
that willcause sufficient air to pass through the mass to accomplish the re- 
reBult specified, substantially as and f orthe purpose specified 

66,354.— Gear Cutter.— H.N. Keables, Worcester, Mass. 

I claim a gear cutting tool of continuous operation by revolving the 
cutting teeth, of which are arranged radially at equal disrance from their 
center of revolution groups leaving equidistant and equalized clearing 
spaces between said groups and otherwise constructed substantially as and 
for the purpose set forth. 

66,355.— Brtck Machine.— Philip H. Kells, Adrian, Mich. 

1st, 1 claim the bed plate, B, formed with the annular flanges, B'B\ for the 
reception of the pug mills, F F, substantially as described. 

2d, L claim the cut ofl' plate, J, arranged and operating in the manner and 
for the purpose specified. 

3d, I claim the bed plate, B, when supported so as to be adjustable in re- 
lation to the mold wheel substantially as described. 

4th, I claim the adjustable incline, *L, arranged and operating in the man- 
ner and for the purpose explained. 

5th, I claim the reversible knife, N, formed with cutting edges on Its op- 
posite sides and arranged and applied to operate as set forth. 

6th, I claim the combination with the knife, N, of the clay guard or shield, 
N' arranged and employed in the manner and for the purpose set forth. 

7th, I claim the combination with the wheel, I, of the adjustable support- 
ing frame, f, stationary base plate, P2, projections, p p, screw bolt, p2, and 
nut, p3, substantially in the manner and for the purpose specified. 

8th, 1 claim the arrangement of the intermediate gear wheels, 12 12, in 
connection with the mold wheel.E, and cogwheels, II II, as herein described 
and represented 

66,356. — Wash or Steep for Roots, Seeds, etc. — P. G. 

Kenny, Rahway, N. J. 

1st, I claim a wash or steep for seeds, roots, trees, plants or vines com- 
posed of sulphate of iron dissolved in water in or about the proportions de- 
scribed and tor use in manner, substantially as specified. 

2d, Sulphate of iron dissolved in or admixed with urine or chamber lye, 
toiorm awash or steep, essentially as and for the purpose or purposes 
herein set forth. 
66,357.— Manure.— P. G. Kenny, Rahway, N. J. 

I claim a fertilizer composed oi farm or stable yard manure or other suit- 
able animal or vegetable substances decomposed, or having sulphate of iron 
admitted with or dissolved in it or them by the passage of urine there- 
through, substantially as specified. 

2d, The employment of aluminous earth in connection with stable yard 
manure or other animal or vegetable substances and sulphate of iron as a 
fertilizer, essentially as herein set forth. 

66,358 — Machine for Digging Potatoes. — Henry Kewley, 

Perry, Ohio. 

1st, I claim the employment and use of the belts, K K' andpullies, J J J,' 
J2, fig 6, when arranged to operate substantially in the manner and for the 
purpose herein specified. 

2d, The employment and use of the digger herein described and shown in 
fig, 3, consisting of blades, L. constructed as described secured in series on 
the seat, L,' constructed as described, journals, d, and handle, M, located 
and operating as and for the purpose specified. 

3d, Thf! combination of the hooked fingers, F, conveyor belt, E2, digger 
fig. 3, and inclined screen chute, H, arranged and operating substantially as 
and for the purpose set forth. 

4th, The employment and use of the lift rodB, R R, constructed as speci- 
fied and shown in Fig. 6, and made adiustable in the manner described and 
shown in fig. 7 all located and operating in combination with the belts, K 
K' a i and for the purpose herein set forth. 

66,359.— Car Replacer.— Charles King, Morristown, N. J. 

1st, I claim the inclined planes, B B, in combination with the pivoted 
rail, D, on B', and the clamps, C, all constructed in the manner aB and for 
the purpose set forth. 

2d, The arms or anchors, E, fitted or nivoted in bars, F, clamped to the 
rails, A A, in combination with the cableB or chains, H, and the windlass, J, 
on the axle of the engine, said parts being arranged substantially in the 
manner and for the purpose specified. 

66,360.— Throttle Valve Gear.— Norman King, Etna, Pa. 

I claim the standard, A, and the levers, B and F, with the arms C, and G, 
constructed, arranged and operating substantially as shown and described 
for the purpose set lorth. 

66,361.— Cradle.— S. W. Knowles, New Haven, Ct. 

1st, I claim the arrangement of the levers, D and E, pivoted to the cradle, 

C, and to the frame, A, constructed and arranged bo aB to operate substan- 
tially in the m?nner herein Bet forth. 

2d, The arrangement of the guide, G, in combination with the cradle, C, 
bo aB to prevent the lateral movement of the cradle and operate substantially 
as herein Bet forth. 

3d, The arrangement of the block, I, in combination with the cradle, C, 
and levers, D and E, so as to operate as and for the purpose specified. 

66,362.— Clothes Wringer. — C. H. Knox, Mount Pleasant, 

[owa. 
1st, I claim the arrangement and combination of lever, M, hinged to box, 
A, roller, L, rods, K, levers, I, and plate, C, arranged to operate upper roller, 

D, aB Bet forth. 
2d, Thedoublecog wheel, P P, arranged to operate in combination with 

doublepinion,S, for turning the rollers, D D, substantially as described. 

66,363.— Washing Machine.— Ira A. Livingston, Hornells- 

ville, N. Y. 

I claim the arrangement of a series of vibrating wash boards, E, E, operat- 
ed by levers, e, e, in combination with double or triple cranks and fly-wheel 
motion, snbstantially as and for the purposes herein set forth. 

2d, I claim the rubbers, E,E,asconstructed in combination with the rod, 
F, springs, f, i, cords, j, j, pulleys, i, i, and foot-piece, a, as and for the pur- 
pose described. 

66,364.— Burning Fluid.— Wm. R. Loomis, Nelson Wells, 

Harmon Hitchcock, and Samuel G. Stryker, Elmira, N. Y. 

We claim the manufacture for sale of a burning fluid (crystallized oil) 
made by adding to 40 gallons of naptha, 2 lbs. of alum. 2 lbs. common salt, 1 
lb. potash, and 4 oz. camphor gum finely pulverized, and halt a pint of spiritB 
of nitre. 

We also claim the use of potash when it is combined with substantially the 
BubstanceB mentioned, fo r the purpose of making a burning fluid aa de BCrlbed. 

66,365. — Soap Stone Stove. — Albion K. Lowell, Manchester, 

N.H. 

I claim a metallic firepot, C, in combination with an outer casing oi soap- 
stone placed at such a diBtance as to leave an air Bpace between tnetwo, suit- 
able openings, c, being provided at or near the bottom ot the Btove, to admit 
cold air to the lower portion of the Are pot, all constructed and operating 
substantially as and for the purpose set torth. 

I also claim the soapstone casing, B,B J , held together by a series of bands, 
a, b, the latter, b, being so constructed and arranged as to have openings, c, 
for the admission of air substantially a* and for the purpose Bet forth. 

66,366. — Lamp Shade Clasps. — John J. Marcy, (assignor to 

E. Miller* Co ), WeBt Meriden, Ct. 
1 claim the combination of the two rings, A and C, with the springs, B, 
when the said springs, B, are formed bo as to hold the ring, C, substantially 
as and for the purpose specified. 

66,367. — Clamps for Suspending Whips.— Alvin C. Mason, 

Boston, Mass., (assignor to Belf and H. H, Mason), Springfield, Vt. 

I claim a clamp for suspending whips, constructed with a pivoted or jointed 
jaw, one or more arranged so that the clamp may be opened bymeanB ofa 
cord or its equivalent to receive the upper end of a whip, substantially aB 
Bhown and described. 
66,368.— Gates.— E. A. Matthiesen, Cornwall, N. Y. 

1st, I claim the fixed double inclined plane, f, and the two veiticallymov- 
ing inclined planes, g, m, in combination with each other, and the laterally 
swinging gate, A, substantially as and forthe purpose specified. 

2d, The laterally moving plate, n, and the weights or catches, b, b*, in com- 
bination with the levers which operate the inclined planes, g,m, whereby 
the gate is retained in an open position, substantially as herein set lorth. 

Sd, The levers, h, h*, levers, i, i*, and vertical rods, k, k*, arranged in rela- 
tion with each other and with the inclined planes, g, m, and the arm, e, of 
the gate, A, substantially as and for the purpose specified. 

4th, The vertical bars, t, levers, s, and links, s*, arranged with reference to 
each other andtothe lever, r, and plate, n, whereby the saia plate maybe 
operated tohold and release the weights or catciies, 1, 1*, substantially as 
herein Bet forth, 

5th, The guides, D, plates, w, and aprons, x.arranged in relation with each 
other and wi th the vertical rods, k, k -, and bars, t, substantially as herein 
eet forth for the purpose specified. 

66,369.— Sugar Crystallizing Tanks or Wagons.— Franz 

O. MatthiesBen, Jersey City, N, J, 
I claim the combination with the tank or wagon of an air pipe or air pipes 
or tubes arranged to project through the body of the tank and open at its 



or their ends with a valve or valves to exclude or control the circulation of 
air, substantially a b and for the purpose o r purposes specified. 

66,370— Vacuum Pans for Boiling Sugar and other Sub- 
stances.— Franz O. MatthieBSon, Jersey City, N. J. 
I claim the combination of an umbrella or cap or cover of open work con 
structionwith the dome or cover to a vacuum pan constructed to form an es- 
cape outside of the boiling vessel for the condensed vapor and provided with 
a Torricellian discharge pipe or tube, Baid umbrella being arranged within 
tbe dome and over the boiling vessel or chamber, essentially as and for the 
purpose herein set forth. 

66,371.— Combined Measure, Funnel and Faucet.— G. W 

McCann, Springfield, Ohio. 

1st, I claim the combined iaucet and funnel herein described, constructed 
so that the same may be UBed in connection or separ ately. 

2d, In combination with the tunnel, D, the conical strainer, H, constructed 
and arranged as set forth. 

66,372.— Drilling and Pumping Apparatus.— Mark T. Mc- 
cormick, Meadville, Pa. 

lBt, I claim the ram, O, incombination With the rack, N, the segment, M, 
and the wheels, H and Y, with the lever, D,the swinging frame, E, when the 
same are constructed as described for the purposes set forth. 

2d, I elaim the pumping attachment described, fig. 6, consisting of the 
frame, t, t, the pitman, i. constructed as described, in combination with the 
drilling device as described for the purposes Bet forth. 

66,373.— Sleigh Runners for Buggies.— John S. Mclntire, 

Chicago, 111. 

1st, I claim the pipe box, B, provided with flanges, a, and arm, C, construct 
ed substantially as and for the purposes specified. 

2d, The hook, D, set screw, E, and pipe box.B, incombination with the axle 
G, and runner, A. 
66,374— Reigsters — John McLaughlin. Brooklyn, N. Y. 

I claim the screei, B, to regiBter substantially as and lor the purpose de- 
scribed. 

66,375.— Apparatus to Cure Horses of Cribbing.— G. W. 

Metcalf, Hummelstown,Pa, 
Iclaim the combination of the bow. A, Bpur. B, and the two spring shields, 
C, C, constructed and arranged as and for the purpose herein specified. 

66,376.— Machine for Disintegrating Peat.— Abraham 

Michelbacher, New York City. 

1st, I claim one or more vibrating digging rake3 arranged upon a suita- 
ble carriage, substantially as and for the purpose herein Bet forth. 

2d, The combination with a vibrating digging rafcee constructed and 
operating as described of an adjustable roller E, substantially as and for the 
purpose herein Bet forth. 

3d, A caster wheel or roller operated by a lever b, and arranged in re- 
lation with the frame of the carriage and the vibrating digging rake or rakes 
substantially as and for the purpose herein set torch. 

4th, The crank Bhaft F, balance wheel r. pinion n, and driving gear 
wheel A*, arranged in relation with each other and with the supporting 
wheels of the carriage and the vibrating digging rakes substantially as and 
for tiie purpose herein But forth. 

66,377.— Apparatus for Treating Cane juice with Stjl- 

phurous acid gas.— Theodule Morrillon, and Ursin Naquin, Parish of La 

Fourche. La. 
We claim a tight wooden box provided with pipes of induction and educ- 
tion for cane juice, and also with a pipe for introducing Bulphurous gas there- 
in to saturate the juice with sulphurous acid by mechanical agitation there- 
of substantially as and ior the purpose heiein described. 

66,378.— Powder for fire arms and for Blasting.— Gus- 

tav Adolp h Neumeyer, Al tenburg, Germany. 
I claima blasting and explosive powder when made of the ingredients and 
In the manner herein set forth. 

66,379. — Roof for Railroad Car. — J. Palmer, Cleveland, 
o. 

I claim the construction and arrangement of the metal plates or sheets E, 
when lapped or hooked continuously together substantially as hereindes- 
cribed and shown in combination with the caps F,the cleats sheathingor 
resting surface C, cornice D, and carbines or rafters B, all constructed and 
arranged substantially as and for the purpose herein set forth and described. 

66,380. — Drain for Waste Water — C. H. Parker and G. 

N. Copeland, (assignors to Charles H. Parker,) Cortland, N. Y. 

1st, We claim the conducting waste water or other liquids into the earth, 
by means of the pipe a, or its equivalent either down to water, or to a strata 
of earth sufficiently porous to absorb or drain off such liquids, 

2d, We claim the pipe a, in combination with the conductor c, and 
strainer d, (where Buck strainer shall be necessary) as and for the purposes 
above described. 

66,381. — Sealing Wax Stamps.— John H. Parsons, Quincy, 

Mich, 
Iclaim the arrangement of the standard A, constructed with a lamp n,rack 
E, the adjustable table C, and moisten<>r k, substantially as described and Bet 
forth. 

66,382.— Water Wheel. — Thomas Pattinson, Little York, 

Cal. 
Iclaim the construction and arrangement in the case C, of the water wheel 
A, provided with the buckets c, whoso under sides d, are beveled, the pen 
stock E, having supply pipe or tube F\ and provided with the gate H, opera- 
ted by the screw t, the removable discharge tube G, attached to its under 
side, whereby the water under Btatic pressure is delivered in a perpendicular 
column upon the buckets c, substantially as herein Bhown and described. 

66,383.— Settee for School Room. — John Peard, New 

York City. 

1st, 1 claim a settee constructed of cast iron side pieces A, caBt entire 
with cleats or projections to form grooves to receive the endsofthe plank 
seat B, and the lower plank B, and the ends of the planks or back strips C C, 
and also cast with lips b c, through which screwspass to Becure said planks 
In position, substantially as and for the purpose set forth. 

2d, The fixed bracket D, cast with one or more oi the side pieces A, 
substantially as and for the purpose specified. 

8d, The adjustable or sliding bracket E, fitted on a dovetail cleat d,of 
one of the side pieces, substantially as and forthe purpose set forth. 

66,384. — School Settee and Desk. — John Peard, New 

York City. 

1st, Iclaim the sliding desk E, containing the metallic strips a*, arranged 
in the manner substantially as and for the purpose set forth. 

2d, The Beat F, provided with Blotted metal bars or stripBf, at its ends 
in combination with the pivoted supports G G, having pinB h, at their upper 
ends to work in the slots of the barsor strips i, substantially as Bhown and 
described. 

3d,The combination of the sliding desk E, with the pivoted seat F, and 
supports G G, and the side pieces A A, all arranged substantially as and for 
the purpose specified. 

4th, The book and slate racks CD, in combination with the desk E, 
pivoted Beat F, and Bide pieceB A A, substantially as and ior the purpose set 
forth. 

66,385. — Car Coupling. — John Pettengill, Jr. , Lisbon, N. H. 

I claim the combination of the box, A, link, C, springs, D, and elbow plate, 
E, with each other, all made and operating substantially asherein shown 
and described. 

66,386.— Straw Cutter.— S. Pettibone, Corunna, Mich. 

1 claim, 1st, Operating the feed rollers by means of a toothed arm, G, and 
cogs, F, formed upon the hub of the kniie lever, E, substantially aB herein 
shown and described. 

2d, The combination of the ratchet wheels. O J, the pawls, I N, connect- 
ing rod, L, and lever, H, with the feed rollers, K H, and toothed arm, G, sub- 
stantially as herein shown and described and for the purpose set forth. 

3d, The combination of the adiustable guide ams, M S, guide rods, T, and 
coiled spring. U, with the metallic side pieces, R, and with the upper feed 
roller, P, substantially as herein shown and described and for the purpose 
Bet forth. 

66,387.— Boiler Tube Scraper.— E. L. Pratt, Boston, Mass. 

iclaim, in combination withaBeries of scraping blades arranged as de- 
scribed, a sliding rod by movement of which the scraping edges may be ex- 
panded or contracted when they are within a tube, substantially as described. 

Also in combination with the bladeB and their shanks and the movable rod, 
the springs upon which the shanks are cushioned when the blades areex- 
panded, substantially as set forth. 

66,388. — Baling Press. — A. J.Purviance (assignor to himself 

and J. A. Moss), Mount Zion.Ohio. 

Iclaim, 1st, The combination and arrangement of the sliding pinion, d, 
rack beam, C, spur wheel, i .pinions, e g p, sliding Bhaft, P, spur wheel, f, 
windlass, E, swinging frame, R, shaft, F, loose block, G, ropes, h i k' pullies, 
z z, roller, 1 1', constructed and operating in the manner as and for the pur- 
pose specified. 

2d, I claim the windlass, E, in combination with the guide pullies in the 
block, G, the rope, r, the adjustable trame, H, and the rack beam , C , arranged 
and applied to compress the bale, substantially in the manner herein de- 
scribed. 

3d, I claim the shifting levers, m and n, incombination with the shitting 
shaft, P. the Bhiitlng pinion, d, and the rack, c, constructed and applied sub- 
stantially as and for the purposes herein set forth. 

66,389. — Ice-cream Freezer. — JohnH. Rae, Syracuse, N.Y. 

I claim, 1st, The combination of the open cylinder, C, and raised bottom, 
A', of the can, A, substantially as described for the purpose specified. 

2d, The beater, C, with double Bpring scrapprs, c c, in combination with, 
the can. A, and internal cylinder, B, constructed and operating substantially/ 
as and for the purpose Bet forth. 

3d, The funnel cover, E, in combination with the can, A, and internal 
cylinder, B, constructed and operating substantially as and for the purpose- 
described. 

66,390— BffiD Bottom.— C. D. Read, Burlington, Vt. 

Iclaim the combination and arrangement of the slat, A, with blocks, D„ 
and rail, B, with its hooked nails, x x and d, with coil spring, C, and strap, 
a, when constructed and used in the manner and for the purposes specified. 

66,391. — Harness Hook. — I. C. Richmond (assignor to J. N. 

Hough), West Meriden, Conn. 
I claim a hook having tue bar, D, formed upon the point of the hook each 
end of the Baid bar extending down and partially around the shank of the 
hook, in the manner and so as to operate substantially as Bet forth. 

66,392.— Valve Gear for Steam Engines. — A. K. Rider, 

Nazareth, Pa. 

1st, I claim the combination with the reciprocating piston, B, and main 
valve controlling the same, of a regulator so constructed and operating as 
not only to admit of ihe valve stroke beiDg lengthened or shortened to 
change the Bpeed or force of engine Btrokes but also of being so varied In 
position relatively to the engine cylinder ports as to secure, when required, 
to the engine piston a more forcible stroke in one direction than the other, 
substantially as specified. 

2d, The regulator to the engine cylinder valve, arranged and operating 
substantially as described. 

3d, The arrangement of the Bub valve, J, relatively to the main valve, G. 
the one being controlled by the other, aB specified, when said valves have a 
common inlet and exhaust and are otherwise arranged for operation 
together, substantially as specified. 

4th, The combination of the arm operated by tbe engine piston of the 
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block, N, lever, O, spriner, r, to the sub valve, J, lover, S, and detent lever, 
P, operating: in connection with the rests, lilting nuts, or stops to operate 
the sub valve, as herein described. 

5th, The combination with i lie engine piston, of a sub valve operated 
therehy main valve controlled by the sub valve and regulator governing 
the action of the main valve, essentially as and for the purpose or purposes 
herein set forth. 

66,393.— Device for Supporting Hop Vines.— N. C. Rob- 
erts and E. W. Badger, Fly Creek, N. Y 
"We claim the chain. A, secured to the posts, B, provided with rings, C, en- 
circling the. hearing poles, D, in the manner and for the purpose rept'tsenteil 
and described. 
66,394.— Cotton Pkkss.— S. D. Roberts, Washington, La. 

I claim the double lever, 11 II, connected by toggles, Ci G, with the follow- 
er block, F, in combination with the. e;ipstan, 1 , the clru us, e c c and K, and 
the hoisting rope, h, when employed in a billing press, arranged and operat- 
ing substantially as herein described. 

60.395. — Liquid Meter. — William Ilobjohn, New York City. 

1st, I claim the combination of the reciprocating piston, U, with its rod.'b, 
measuring cylinder, E, with tight box orense, I and lever, II, all lor opera- 
tion together and with oulHide mechanism, substantially as specified. 

2d, The combination Willi the shaft, c, of the lever, 11, of the arm, J, 
Blotted bar, K, lever, 1*. double inclined plate, M, and roller, j, for operation 
together, as herein get forth. 

3d, The combination of the lever, O, slotted bar, P, provided with studs, r, 
In mangled ruck gear with a double toe, Q, and driver, q., furnished with 
teeth, r, essentia llv as and for the purpose specified, 

4th, The longitudinally sliding spring borne wheel, V, having an aperture 
x, in combination with a locking stop, w.and geared with a stop cock, W, 
tor control of the latter, substantially as herein set torth. 

5th, The rod,y, operated as described, spring catch, c'-J, and stop cock 
lever or b and !e, controlled liv a spring, nil lor operation together, essential ly 
as and for the purpose or purposes speciiled. 

60,390,— Shoe Lacing. — AdolpU Rock, Foxborough, Mass., 

am' "William Moorhonse, Mmstield, Mass. 

We claim the construction and arrangement ofthe shoe lacing consisting 
•»t the grooved rollers, B, pivoted between the arms, A, in such a manner 
that an opening, C, s all be left in. said arm inside, of said rollers, said arms 
secured opposite each othT upon each si'dioi the slit in the shoe or upon a 
frame, 1>, substantially a- described for the purpose specified. 
06,397.— Steam Generator. — Hiram Rosbrook, Chicago, II!. 

1st, Iclm'rn in a steam generator the use and employment of the tube, F, 
for the purpose und in tlie manner substantially as described. 

3d, Combining the tube, F, with the flues, C C C, in the manner substan- 
tially as described. 

3d, Combining the reservoir, D, pipe, F, and flues, C C C, substantlallo as 
described. 
66,398.— Bedstead.— Andrew Rothwcll, Washington, D. C. 

I claim so disposing the slats of bedsteads as to produce a curved de- 
pression therein adapted to the form of the human body, substantially as de- 
pcribed and represented. 

60,399.— Gun Hammer Gage.— W.H. Round, Middletown, 

Conn. 
I claim a gun hammer gage consisting of the pbites, A B and D, constructed 
and arranged so as to be adjustable, substantially as and for the purpose set 
forth. 

63,400. — "Window Fastener. — C. II. Sawin and J. A.Titus, 

Worcester, Mass. 

1st, We claim the combination of the recessed holding plate with the bolt 
under the arrangement herei described so that while the locking end of the 
bolt slides under and parallel with ttte plate its opposite end shall project up 
so as to be ilush with or to extend above the said plate, substantially as and 
for the purposes set forth. 

2d. The combination ol" the bolt with its spring formed In the maimer 
herein specinedso that the boltshall l>e botli held in place and pressed 
forward by the. action of the said spring, as and for the purposes set forth. 

3d, The combination with the, recessed holding plate of the sliding bolt and 
its spring, the whole being arranged for operation substantially as shown 
and described 
66,401. — HoitSE-rowEii. — John Schley, Savannah, Ga. 

I claim the arrangement of the vertical gear wheels. K, upon the horizontal 
shaft, L, secured to the vertical shalt,M,and pivoted on the po9t,P,mesh- 
ing into the horizontal gear wheel, H, turning loosely upon the post, D, said 
wheel. H, provided upon its under side with horizontal shafts, b, upon whieh 
the vertical gear wheels, G, are supported, the latter meshing into the 
stationary wheel, B, arid double cogged revolving gear wheel, A, substan- 
tially as described for the purpose specified. 

06,402.— Vegetable Cuttek.— J. M. Schwartz, Philadel- 
phia, Pa. 
I claim the plate, A . wftta its knife, d, in combination with the adjustable 
plate, A'.sna the set screws, F, or its equivalent, thy whole being constructed 
and operating substantially as described. 

66,403.— Clothes-line Holder.— A. J. Simpson, Washing- 
ton, d. c. 
I claim the clothes-line holder consisting of the swinging lock, C, and 
hook, B, constructed and arranged substantially as described. 

66,404.— Baling Press.— W. B. Smith, Aberdeen, In*. 

1st, I claim the arrangement of the drums, fl 12, clutch, h'.ropes.gl and g2, 
pullies, f and eS, lever, G, and links, bb, for the purpose of operating the 
follower, B, substantially as and iri the manner herein Bhown and described. 

3d, I claim the arrangement of the collar, 1, rope, i\ pullies, l", rocking 
frame, I t weight, M, and link, c, for the purpose of operating the beater, C, 
substantially in the manner herein shown nd describsd. 

3d, I claim the combination ol the collar, 1, projection, 1', and catch, K, 
with the incline, m, substantially in the manner and for the purpose herein 
shown and described. 

60,405.— Wagon hub Boring Machime. — William Snod- 

grass (assignor to himself and James S taller), Macomb, 111. 

1st, I calm the laterally -ad just able frame, having 'he chucks, V Q, mounted 
therein, in combination with ttie cutting and feeding mechanism, arranged to 
operate as and for thepurpose set forth. 

3d. The cutter bar, H, pivoted upon the front end of the carriage, C,in com- 
bination with the screw rod, E, mounted on the carriage, ana arranged to 
operate the cutter bar, as described. 

;Jd, The strap, m, or its equivalent, arranged to unite the Independent 
chucks, V and Q, for the purpose of causing both to revolve together when 
motion is applied to one, substantially as herein set forth. 

4th. Keeping the cutter bar to its work by means of the screw thread, Q', on 
the chuck, Q, wheel, S', mounted on the shaft, S, and cord, u, attached to the 
carriage, C, when said parts are arranged to operate as herein shown and de- 
scribed. 

66,406.— Measuring Faucet.— D wight S. Spalibrd and Geo. 

Elsey, Morrison, HI. 

1st, I claim the fixed and revolving barrels, B1B2, of a faucet, when the 
latter is so connected with the beam of a scale, that when the beam rises.it 
shall disengage a catch, and the faucet be caused to close automatically by 
mechanism, substantially as set forth. 

2d, The combination of the beam, G, platform, H,lever,F, flange, D, lever, 
E, and faucet, B. with barrels. IV and B , substantially as described. 

3d, A scale beam, G, and faucet, B, so arranged that the pivot of the beam 
shall have their bearings on flangesformed on the faucet, and the beam and 
faucet shall be so connected by intermediate mechanism that t lie rising of the 
beam shall cause the faucet to be closed automatically, all substantially as 
described. 

65,407.— Manufacture of Bricks.— Samuel B. Spauldinar, 

Brandon, Vt. ° 

I claim the composition for the pasteandthe manner of its application for 
the purposes herein set forth. 

66,408. — Brick Machine.— A. J. Sprague (assignor to him- 

selfandPaul Jones), Toledo, Ohio. 

1st, I claim the rotary presser, G, arranged within the press box, F, to op- 
erate in the manner substantially as and for thepurpose set forth 

2d, The crating, E, placed over the opening, b, i i the bottom of the mud- 
mill, B, substantially as and for the purpose speciiled. 

3d, Operating the mold-feeding plate, U, through the medium of the revolv- 
ing arras, Z Z. onthesbaft, H, the uprights, Y, on the bars, WW, and the 



spring. A', or its equivalent, all arranged substantially as shown and de- 
scribed. 

06,409. — Wood-bunding Machine. — Olis W. Stearns, Leban- 
on N. H. 

1st, I claim the connected presses, b and b\ with their heads, d and d' o and 
e\ arranged as described and operated upo i by cams, B. or their equivalents, 
so as to be moved in concert for recolvfisr a straight, stck between them, ami 
bending it into shape for a scythe kii.ii ii, substantially as h rci i described. 

2d, The sliding frame, E, with vertical followers, n, constructed and ar- 
ranged substantially as and for the purposes herein specilied. 

3d, The double cl°mp, F, in combination with die iron mold r, arranged 
and operating substantially as and tor the purposes herein set forth. 

4th, The combination of the cams.B, the presses, h h\ the followers, n.and 
the lever clamp-, I), constructed arranged and operating in the manner and 
for the purposes herein described. 
00,410. — Bud Bottom.-- -William Stcnger and Aloys Beyrn- 

hcimer, Jefferson, Ohio. 
We claim the loops, a a, bands, i i, and weilges, x x, when used upon the 
bedstead frame, in combination witli Mie cords, z and y, in the manner sub- 
stantially as and for the purposes set forth. 

00,411.— Machine ecu Form inu Sheet Metai, Pans. — 

Benjamin I). Stevens, Dccorah, Iowa, assignor to himself and Charles Gill, 

Exeter, N. II. 

I claim the combination and arrangement of the bed piece, B, and the 

clamp bar, A, and forming liar, O, hinged to said bed piece, on opposite sides 

thereof, substantially as and for the purpose herein speciiled. 

1 also claim hinging separale clamp bars, A. and I 1 ', to the same bed piece, B, 
for torming sides of different lengths, as herein sot forth. 

I also claim the gage, inns, c c, applied in combination with the grooved 
clamp bars, A, for thepurpose specified. 

00,412.— Hay Kakek and Loader — George W. Swart/, 

Newbnrgh, Pa. 

1st, 1 claim the coupling or staple, C, and keys, C\ for attaching the loader 
to a wagon, substantially as described. 

2d, 1 claim tbe looped aud curved double rake teeth. H, in combination 
with the guide, Ai, and the drum, E, substantially as and for the purpose de- 
scribed. 

lid, 1 claim the rope or cord, E, for attaching the rake teeth, H, to their 
adjusting rod, K, ad and for the purpose specified. 

00,413.— Buttonhole for Cauuiages. — S. 0. Talcott, Asli- 

tabnla, Ohio, 

Iclaim, 1st, Tha washer, A, provided with the arms, E, disk.B, and ser- 
rated washer, C, arranged in the manner and for the purpose substantially as 
set forth. 

2d, A washer, Elg. 3, in combination with the disk, B, substantia'ly as de- 
scribed and appliedto the purpose set forth. 

3d, The serrated washer, U, in combination with the diskU, whenapplied 
to the purpose in the manner specified. 

60,414. — Machine for Making Hot-pressed Nuts. — Lewis 

Thierry and George B. Hill, Detroit, Mich. 

£ claim the combination of tne die, clamps, cutter sHdes, hollow plungers, 
and center punch, or equivalents, constructed and arranged substantially as 
described. 
60,415. — Beeiiive. — John Hopkins Thomas, Rochester, N. Y. 

I claim, 1st, The use of the beveled bearings, dd d, in combination with the 
upright projecting stops, a a a, constructed iu the manner and for thepur- 
pose herein set forth. 

2d, The use of the back entrance in combination with the sliding gage for 
the purpose herein set forth. 
66,41*!.— Churning Apparatus. — J. Thompson, Ilartville, O. 

1 claim theuseofchedouble crankshaft Q, iu combination with the con- 
nect g rods R and S, and the working beams, 1) and E, when said crank 
shaft is operated by wheel work, cord and weight, in the manner and for the 
purpose specified. 

66,417. — Device for Tethering Animals.— J. P. Thorp, 

Southlngton, Conn. 

I claim the frame, B, fitted on the stake. A, so lhat It may turn loosely 
thereon, in combination with the shaft, C, litted iu the upper part of said 
frame, and having the r^el, D, upon it, with halter rope, G, attached, the 
shaft, C,also having the ropea, E E, applied, with weight, F F, at their ends, 
and all arranged suostantialiy in the manner us and for the purpose set forth. 
66,418.— Car Coupling— Daniel J. Tittle, Albany, N. Y., 
assignor to Abble M. Tittle. 

1st, Iclaim the lever, e, fu crum, f, and the rod or chal n, g, or both, In com- 
bination with the rack wheel shaft, s, as and for the purpose described, 

2d, l claim the lever, i;, the rack, IP, and the rack, i, in combination with 
theshiltlng bar, k.for tbe purpose set forth, and described. 

3d, 1 claim the hinged draft bar, a a, in combination with the lever, e, fnl- 
crum, f, rod or chain, g, or both, operated by the lever, h, or rack wheel shaft, 
s, as and for the pnrposes described. 

4th, I claim the hook hc;id covering perforated as descrlbed.in combination 
with the cievls, O, or its equivalent, as and for the purpose set forth and de- 
scribed. 

66,219. — Safety Bridge for Railroad Cars. — Lester Trax- 

ler Butler, Ohio. 
I claim for mine a passage way between the cars of a train bv means of the 
wings, B, boxes, D, and adjusting block and sere -v,E F, the parts constructed 
and arranged substantially a.% herein shown and describedfor the purpose set 
forth. 

-66,430.— Extension Fruit Ladder.— John E. Treat, Ox- 
ford, Mich. 

I claim the hinged brace, C, when arranged with the pieces, a a, anil steps, 
A, journaled thereto, in the manner and for the purpose herein specilied. 
66,421. — Gate. — Cornelius Trexler, La Grange, lnd. 

I claim the combination and arrangement of tbe gates, D and E, construct- 
as described, gate posts, A and B, bars, ai and hi, pullies, CI C2, and project- 
ing bar, e'.i, with each other, substantially in the manner herein shown and 
described and tor the purpose set forth. 

66,422.— Rock-drilling Machine.— Edward M. Troth, ISew 

York City. 

Iclaim, 1st, The combination, in the one machine, of separate engines for 
independent action of a combined drill holder and ram, substantially as 
specified. 

3d, The combination of the sliding box, L, rotating tube, J, and ram or drill 
holder. M, for operation together as herein set forth. 

3d, The cushions, h, when applied at or near opposite ends of the sliding 
box, L, substantially as specified. 

4th, The combination of the wheel, K, tube, J, and piston rod, I, provided 
with a coupling, a, for operation together, a a herein set forth. 

5th, The combination with the sliding box, L, oithe screw, S, screw box, R, 
and clutch box or frame, Q, or other equivalent gear, wherebv the feedol the 
drills is estab lisbed, a short picking action given to the same or a distinct 
ramming str ofee or action produced, essentially as speciiled. 

6th, The application to the frames, A and B, of the eccentrics, V, substan- 
tially as and tor the purposes described. 
66,423.— Gates.— tliram Turner, Ripon, Wis. 

Iclaim the combination of the hinged part or crane, B. and adjustable 
part, C, with each other, said parts bt-ma constructed and arranged substan- 
tially in the manner herein shown and described. 

66,424.— Bag Holders.— Lafayette Turner, Cedar Rapids, la. 

i claim an adjustable folding and gathering bag holder having its frame so 
connec/ed by bars hung upon pivots as to enable its sides to lie upon each 
other when closed, and furnished on one side with an adjustable hinged cross 
piece or bar to stretch the frame, substantially as shown and described. 

60,425. — Excavator or Digging Machine.— F. J. Vanden- 

winne, Brussels, Eelgium, 

I claim, 1st, the general arrangement and construction of an excavating or 
digging machine, as hereinbefore described an* represented in the accom- 
panying drawings. 

3d, Tbe peculiar arrangement and construction of the picks in combination 
with the endless chain carrying the troughs, and mechanism for working the 
same,as hereinbefore described and represented in the accompanying drawings 
66,426 — Dray. — Francis Van Doren, Adrian, Mich. 

Iclaim, 1st, the platform, E, when provided with rollers, F, in the manner 
set forth, in combination with the dray frame, A, substantially as and for 
the purpose herein shown and described. 



2d, Having rollers, F, F. arranged on tbe surface of a dray, for thepurpose 
of facilitating the loading and unloading of the same, substantially as set 
forth. 

'Ml, A dray when so made that its platform or bearing portion is made In 
shape of a detachable skid.subsUn iaily as set forth. 
66,427.— Cider Mills.— T. Van Kannel, Cincinnati, Ohio. 

I claim providing the cones or beveled disk*, I, I', with a series of concen- 
tric circles of teeth meshing or gearing into a corresponding series of cavi- 
ties upon each, as herein set forth for the purpose speciiled. 

0>i,42$— Drying and Preparing Peat.— T. G. Walker, New 

Yorfc.N.Y. 

1 claim subjecting peat and other substances, when confined in a close re- 
tort, to a high degree of heat or to any requisite temperature, and thon open- 
ing a communication between the retort and another vessel, tbe interior of 
which other vessel being either und r a lower pressure than the retort or a 
vacuum, and from such vessels allowing the vapors and volatile portions to 
escape, substantially as described. 

66,429.— Machine for Making Paper Collars.— Wm. IT. 

Walton, Brooklyn. ST. Y. 
1st, In combination with the cylinders, e and f, I claim the curved knife, g, 
fchu straight knife, h, and the spring, g', all constructed, arranged and ope- 



rating substantially as described. 
2d, I claon tbe folding < 



., conductor, m, constructed, arranged in the machine, 
and operating substantially as described. 

:Jd, I also claim in combination, the rollers, e. f, provided with forming and 
severing knives, g, h, and suitable devices for embossing or stamping ihe 
folding conductor and forming rollers, all constructed and arranged, substan- 
tially as described, audso geared as to make and finish collars by one contin- 
uous, rotating, progressive movement of machinery, forming a collar at each 
revolution of the said cylinders, e and t. 

66,480.— Connections for Harvesters.— II. L. Wanzer, 

Clyde, Ohio. 
Iclaim the pin, i, in combination with tbepacking.k, all made and operat- 
ing substantially as and for the purpose herein shown and described. 

U0,481 . — Holder for Bkooms. — H. VV. Warner, Watertown, 

Conn. 
I claim the improved holder herein described, the same consisting of the 
plate, B, or its equivalent, and arms, G G, hung therein and arranged sub- 
stantially as an for the purpose described. 

66,432 — Composition for Tanning. — Abram Westbrook and 

.lustin Campbell, Leona, Pa. 

We claim, 1st, the application of licoricefor tanning purposes, for the pur- 
pose set forth. 

2d, The composition for tanning leather when tbe same is compounded of 
the ingredients in about the proportions set fortn. 

06.433.— Iron Bridges.— T. B. White, New Brighton, Pa. 

- 1 claim a tubular iron beam, consisting of the upper plate, a, with the ex- 
ternal flange, e, the side plates, b, provided at their lower edges wiih -imilar 
flanges, c, and the lower plate, c, all constructed and united as dcsci-ibed. 

66,434, — Attaching Tools to their Handles.— L. P. Wil- 
cox, Brooklyn, N. Y. 
I claim the wood stock or handle, A, constructed with its one end, a, taper- 
ing and slotted longitudinally as at c, in combination wich the tapering, slid- 
ing ferrule, B, substantially as and for the purpose set forth. 

66,435.— Mode of Preventing Corrosion at the Jointsof 

Steam Boiler Flues.— Parker Wineman. Minooka, 111. 
I claim a boiler tube or Hue having its end or ends coated or covered with 
a metal, which is less corrodible than the metal of which the tube or Hue is 
made, substantially as uescribed. 

0(1,436.— Punch— Lorenz Wolf, St. Jacob, 111. 

I claim the grooved cap, D, curved aod groovod standard, B. screws, b. b, 
and springs, a,d, in combination with the punch and die, all as set forth, 
66,437. — Railway Chair. — J. K Wootten,aswignor to himself, 

C. E. Byer, and W. Wharton, Jr. 

I claim the rolledbar, B, with its under rib, b, side rib, e, and bent flange, 
d, when the said ribs are constructed and arranged as described. 

66,438.— Steam Generator— Wm. Young, Kaston, Pa. 

I claim the water heater, D, arranged with ref e emzv to the fire bos, B, tb e 
flue, G, and the steam chamber, C, for the purpose set forth . 

66,439.— Machine for Furuowing Mill Stones.— J. J. 

Zinn, Albion Pa. 
1 claim, 1st, the vibrating bar, c, and the guide bar, b, combined with the 
bed plate, A, substantially as and for the purpose herein described. 

2d, The pick handle, d, with the taper socket, g, in combination with the 
nut, e, and the hollow end of the arm, c, constructed and operating substan- 
tially as and for the pnrposes described. 

REISSUES. 

2,664.— Harvester.— Harvey L. Hopkins, Eaton, N. Y. 
Patented Dec. 17, 18fv>. 

1st, 1 claim combining with the frame of a harvester a finger bar which may 
be turned horizontally upon its pivoted connection, from one side of the 
frame to the opposite side, substantially as described. 

2d, Combining with said finger bar and elevating and supporting appara- 
tus, so arranged as co perform the same service whether the linger oar pro- 
jects to the right or lett of the main frame, substantially as represented and 
described. 

3d, A reversible pole or tongue for the purpose of drawing the machine in 
either direction, substantially as described. 

4th, A driver's seat which may be reversed to accommodate the operator, 
substantially as and for the purpose set forth. 

2,665. — manufacture of Paper Pulp.— J. B. Palser and 

Gardner Rowland, Fort Edward, N. Y. Patented Nov. 22, 1859. 

We claim the boiling of straw or other paper stock in a caustic alkaline 
solution of any desirable strength, according to the refractory character of 
the stock being treated, at a temperature indicated by an internal pressure 
due to heat, m iking 110 pounds to 130 pounds pressure to the square inch, 
substantially in the manner and for the purpose described. 
2,666.— Swell for Melodeons. — G. A. Prince, C. E. Bacon 
and C. F. S. Thomas, Buffalo, N.Y., assignees by mesne assignments of 
Thomas F. Thornton. Patented May 22, 1855. 

"VVe claim so constructing and operating the swell valve of melodeons and 
other reed musical instruments that a part ot the valve may be opened In a 
manner to uncover and permit a tree escape of the sound from only a part 
of the notes, while other portions of the notes remain covered by other por- 
noiiBOlthe valve, for the purposes and substantially as descrioed. 
2,667.— Farm Gate.— A. C. Teel, Girard, 111. Pat. Dec. 1, 1863. 

1st, I claim the, hanging or suspending of a gate in such a manner that it 
will have a combined and swinging movement in the opening and closing of 
thesame, the gate sliding from a closed position or state to a central bal- 
anced state and then swinging while in a state oi equipoise to an open 
position and closing from an open position by swinging around in line with 
the gate posts and sliding to a closed state, subitantially as shown and de- 
scribed. 

2d, I claim the placing of the gate posts, C D C D', in such a relative 
position with each otner and constructing and hanging the gate between 
them to admit of the opening and closing of the gate, substantially as herein 
set Jorth. 

2,668. — Sheet-metal Beam. — Richard Montgomery, New 

York City. Patented July 12, 1853. 
iclaim a beam formed of sheet metal bent into a series of longitudinal 
folds the sides of which are flat and parallel and the tops and bottoms unin- 
verted and inverted arches respectively. 

1 also claim the combination with such beam of a pair ot saddles to sup- 
port its ends, substantially as herein set forth. 
DESIGNS. 

2,690.— Knitted Fabric— F. Bleckle, Philadelphia, Pa. 
2 691. — Blind Binding. — H. A. Oesterle and Co., (assignor 

to Stephen Uaseubuhier), Philadelphia, Pa. 
2,692.— Floor Cloth Pattkrn.— James Paterson, Elizabeth, 

N. J., assignor to Edward Harvey, Brooklyn, N. Y. 

2^93. — Metallic Band for Railroad Car Seats, etc. — 

D. F. Randall, Chicopee, Mass. 
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LARGE SALE S TOOLS. 

THE WASHINGTON IRON WORKS, 
Having decided to make a speciality, to a great ex- 
tent, of the manufacture of 

Wiitflit's Patent Variable Cut-off Engine, 

Will dispose of a portion of their present slock of Tools, 
Comprising a large assortment of Lathes, Planers, Drill- 
ing Machines, Slotters, Shaping Machines, Universal 
Chucks, Vises, etc., also, Boiler Punches, Snears, a Steam 
Riveting Machine, and Miscellaneous Tools, at very low 
rates for cash. 

They have, also, on hand for sale, new and second- 
hand Stationary and Portable Machinery, Steam Engines, 
Boilers, Saw Mills, Corn Mills, etc., etc., etc. Send for 
printed schedule, having prices attached. Address 
WASHINGTON IRON WORKS, 

Newburgh, N. Y. 

New York Office, 57 Liberty street. 

Orders solicited for their Unproved Steam Engines with 
Wright's Patent Variable Cut-ofT; also, Portable and Sta- 
tionary Slide-valve Engines. Steiim Boilers of all descrip- 
tions, Lane's Patent Saw Mills, Gray's Patent Cotton 
Press, Improved Corn Mills, and general Machinery, a 4 



A 



SHPITEL'S 



TREATISE ON ARCHITECTURE, 

Including : 
THE ARTS OF CONSTRUCTION, BUILDING, STONE 
MASONliy, ARCH, CARPENTRY, ROOF, JOIN EKY, 
and STRENGTH OF MATERIALS. Edited by Ak- 
thur Asiipitel, Esq. 1 vol. 4to. fully illustrated. 
Cloth $15.00 



For sale by 



A MASTER MECHANIC writes, " The re- 
cent improvement winch prevents the spring of 
your Oiler iroin being '• set "or injured by use, makes it 
the most perfect OILER in the inarkt'i. OLMSTED'S 
OILER, warranted the most durable Oiler made. Cheap 
and convenient. Sold everywhere. Address for Circulars ; 
I. H. waiXB, Newark, N. J., s ole manufacturer, s-l* ; 



D.VANNOSTRAND, 

192 ISroadway. 



IRON WORKS FOR SALE.— 
Machine Shop and Fonnderv in a New England City 
lor sal?, with real estate if desired. Doing a prolitable 
business at special manufactures, but the proprietor is 
ooliged to give it up from ill health. Address 
3 3J Uox 1762, New Uavcn, Conn. 



w 



ANTED— A Good 10 or 12 horse-power 

Fuginc and Upright Boiler. Address 

H. F. DFRNELL, Athens, N. Y. 



CTENCIL TOOLS AND STOCK, 

O CHEAPEST AND BEST. 

Ml. METUALF & SON, 
3 1 — P.] 101 Union street, Boston, Mass. 

T?OR SALE— The Exclusive State, County, 

JL Town, or Shop Bights for Treadwell's Patent Tart 
Cutter. Cuts and lorms a Tart at one Stroke. Every fam- 
ily needs and will have one. Address 
3 2*1 J. H. TRBADWULL, Swampscott, Mass. 



WANTED. — Good Companies to manufac- 
ture Four new inventions on royalty. Address, 
JOHN II. BARKINGER, Jr., Hillsboro, Mont. CO., 111. 3-4" 



H^O PATENTEES AND OTHERS-Metal 

_I_ Small Wares of all description made to order and in- 
troduced to the tridewheu required. Press and Drop, 
Spun and Cast work iu Brass and other metals. 
3-1* I. H. WHITE, Newark, N.J. 



WANTED.— A thorough and competent 
Sale-man, to travel and solicit orders for Leather 
Belting. Must b;>. well acquainted with all kinds of machin- 
ery. Address, Box 3,511, N.Y. P.O. 3-2* 



W 



7ANTED— Some Patent of merit, to sell 

the rights on commission. Address T. G. PACKER 
Mexico, N. Y. 



INVENTORS who desire to dispose of their 
Patents cannot do betterttian consult JAMES B. COIT 
& CO., 208 Broadway, 1) ireclors of the central Office, Na- 
tional Inventors' Exchange. Send stamp for circular. 1* 



MITCHELL, ALLEN & CO., 
Newborn, N. C. Dealers in AGRICULTURAL IM- 
1'LHMENTS, HARDWARE, and MACHINEBV, desire 
correspondence with Manufacturers and Owners of Pat- 
ent Rights adapted to use in Korlli Carolina. S mou3* 



fi B. ROGERS & CO., Manufacturers of 

\J% the most Improved Wood-working Machinery, 
l'l.uiei's and Matchers, Molding, Morticuig, Tenoning, and 
Rcsawing Machines, etc. .Boardman's Patent Blind SUples, 
S - ates and Machinists' Tools. Wareroom 109 Liberty St., 
New York. Manufactory, Norwich, Ct. 



THE 20tti ANNUAL EXHIBITION 
of the 

MARYLAND INSTITUTE 

FOK THE PROMOTION OF THE MECHANIC ARTS, 
Will be opened in the spacious Hall ot the Institute, in 

Baltimore, on Tuesday Evening, Oct. if., IStiT. 
For particulars, address the undersigned, or JOSEPH 

GIBSON, Actuary. [U Ml J. H. TUCKER, Ch. Com. 



City Suhhchibers. — The Scientific Ameh- 

ican will be delivered In every part of the city at $1 a 
year. Single copies for sale at all the News Stands in 
this city, Brooklyn, Jersey City, and Williamsburg, and 
by m ost of th e News Dealers in the United States. 



Receipts. — When money is paid at the office 

for subscriptions, a receipt for it will be given; but when 
subscribers remit their money by mail, they may con- 
"ider the arrival of the first paper a bona-tide acknowl- 
edgment of their funds. 



Patent Claims. — Persons desiring the claim 

of any invention, patented within thirty years, can ob- 
tain a copy by addressing a note to this office, giving 
name of patentee and date of patent, when known, and 
inclosing $1 as a fee for copying. We can also furnish a 
sketch of any patented machine to accompany the claim, 
atareasonableadditionalcost. Address MUNN & CO. 
1'atent Solicitors, No. 37 Park KoWi New York. 



© 1 867 SCIENTIFIC AMERICAN, INC. 
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MANUFACTURERS PARTICULARLY 
Observe illustration of Bag Tie In No. 2 of this pa- 
per, to be sold or manufactured on royalty. Samples 
mailed on receipt of 20c. Investigate without hesitation. 
2 1*J IX B. BAKER, Gollersville, O.tio. 



SHEET AND ROLL BRASS, 

BKASS AND COPPER WIRE, GERMAN SILVER, ETC., 
Manufactured bv the 

THOMAS MANUFACTURING CO., 

Thomaston, Conn. 
Special attention to particular sizes and widths tor Type 
Founders, Machinists, etc. 2 26 



\ ]VrT?0' Celebrated Portable and Sta- 
id T E AO NGINES, 

All Sizes, ami Superior to all other*. A lso, 

J'AIKS' PATKNT TKIP HAMMER. 
Write for Circular. 12 13»J II. M. AMES, Oswego, N. Y. 



RAUN'S BASKET 

F URN ACE 



GRATE 




For BnrninK Pea anil Dnst Coal, and other fine material 
Illustrated in Scientific Ann riean, issue ot May 26,1867. 

THE SMOKELESS FURNACE, 

For Burning Bituminous Coal without smoke. Illustrated 
ii! the American Journal of Mining, issue of May 25, 1SCT. 

TUB REFLECTING ARCH WARM-AIR 
FURNACE, 

For Buniinc Pea and Nut Coal. Illustrated in Hie Ameri- 
can Artlzan, ismie of June 12, I8fi7. 

The Patents for the above Furnaces are the property 
"I "The Fuel Saving 1'nrnace C!o.", of No. 205 Uradway, 
New Vork, who are ready to negotiate with responsble 
parties, on favorable terms, tor the introduction of said 
furnaces in the various States. Address 

WILLIAM ENNIS, President, or 
J. W. COLK, Secretary, 
1 cuteowj No.205Iiroadway, New York. 



m: 



ODELS and all kimls of Brass Work 
made at J. UAIB'S, 8 Gold St., near Maiden Lane. 
1 4eow* 



"IVT T. DAVIDSON & CO., 

ll.L* MANUFACTURERS AND DEALEKS IN EN- 
CINKERS' and MACHINISTS' TOOLS and SUPPLIES. 
Principal Agents for the sale of the Fox Lathes, Chucks, 
Slide llests, finished Shafting Pullies and Hangers with 
selt-oiling boxes, American Steam Gage Company's Steam 
and Vacuum Gages, Clocks, Revolution Counters, etc.. 
Richards' Indicators, Morse's Patent Twist Drills. A full 
assortment of the above constantly on hand at Manufac- 
turers' rates. 84 John street, New York. 25 4«eow 




CUIASE'S IMPROVED Dollar 
) Microscope, illustrated in Scientific 
American, Jan. 26. Diploma awarded this 
Microscope at the "Worcester County Fair 
a October, 186 fi . It Ib simple in construc- 
tion and operation , Btrong, durable, and baB 
the qualities of all plnglemlcroscopescom- 
bined. The French Microscope, Craige, 
-) Novelty, Counterfeit Detector^ Cloth Glass, 
r -*^Kstrr.f-rv v Eye GlasB, and Animalcule cage, seven in 
number, costing fourteen dollars, are fully 
represented in the above for the small sum of one dollar, 
mating it the most complete and perfect thing of its 
kind in the world; valuable, amuBing, interesting, in- 
structive, and useful to all, old and young. In fact, there 
is not a trade, profession, or a human being, endowed 
with reason and sight, but what can And a use for this 
wonderful little microscope. It meets the wants of all. 
and finds a ready sale at all Book, Periodical, and Fancy 
Stores. I have recommendations from Borne of the most 
eminent men in the country, as being the best, as well as 
Ihe cheapest microscope ever invented. Great induce- 
ments to Auents. Sample sent by mall on receipt of one 
dollar, with directions for detecting Counterfeit Money, 
Call on or address O. N. CHASE, SI Washington street, 
formerly La Grange street, Boston, or, FOWLER & 
WELLS, 38*J Broadway, New York. 23 4 eow* 




A WAT WITH SPEC- 
TACLES. 
OLDr YESMADHNEW 

eaBily, without doctor or 
mediclneB. (23 4 eow 

Sent, post-paid, on re- 
ceipt of lOcts. Address 

Or. E. B. FOOTE, 
No. 110 Lexington Ave- 
nue, corner of East 28th 
street, New York. 




Away with uncomfort- 
able Trusses. — Comfort 
and Cure for the Rup- 
tured. Sent post-paid on 
receipt of 10 cents. Ad- 
dreBB Dr. E. B. FOOTE, 
No. 110 Lexinerton Ave., 
eor. EftBt 28th St., N. Y., 
author of Medical Com- 
mon Sense. —Bock 400 
pageB,$l,50, Bent by mail. 



MAN MONKEYS AND GORILLAS— 
With foty engraved illustrations, with descriptions 
of their peculiarities, showing many varieties of the 
species; opinions of Cuvier, Darwin, Huxley, Affasslz, 
anecdotes, etc., in the July Pictorial Phrenological Jour- 
nal. 30 cents, or $3 a year. Newsmen have it 12 



gur SScadjtung finr fccutfdje 
©rftiifccr. 

Sfacf; bem neiicn *)3atent«®efe(je bcr SSereintflten 
©taatat, fiimien ®eutfd;e, fovoie SBiirqcr oiler i'au* 
ber, mit einer eiitjigeit Slu«nat)nie, Entente 31: ben* 
felbeit Sebingungeit erlaiigeii, icie Siirgcr ber SSer. 
©taatcn. 

Gsrtuiibigiingen liter bie, gur Gilangitng boti 
USatenten niitlngeii ©cfyrittc, lonneii in bentfdier 
SSpradje fctyriftlid) art 11118 gcrirf;tct irerbcn ltnb (Sr* 
fjnbcr, tocldjc fcerjcnlid) nad; mifercr Office iommeii 
ucibeit Bon Scutfdjei! prompt tcbicnt lverben. 



Ij^OR SALE — Very superior upright Drills, 
. New Friction Feed, materials and workmanship 
first class. Send for cut 
2 t BULLAIiD & PARSONS, Hartford, Conn. 



WANTED— 
A Partner to take an interest in six new Inven- 
tions to the amount of live or ten thousand dollars, none 
need apply only those having the money. Address 

J. H. B , HillBboro, 111., 
Statlngwlierean interview canbe had. 2 2* 



#ie $)atcntgrfelje bcr Ccrraigtcn £taatett, 

nebfi ben ategefn nub ber ©efdjciftsorbiumg bcr 
^otentoffice, linb 21nlcitungen fiir bie Erfinber urn 
fid) ^atcnte jit fid;crn, finb in 33itd)»gormat Bon 
litis in bciitfdjcr @brad;e IjcraiiSgegeten, 
linb rocrben gratis an nllc Dcrjctubt, leeldje barimt 
miinblid) cbcv fdjriftlirf) ciiitommcit. 
SDiait abreffive 

MUNIf & CO. 

37 Paris Row, New York. ' 



MASSACHUSETTS INSTITUTE OP 
Technology— A scientific school for the professional 
efLucation of Mechanical, Civil, and Mining Engineers, 
Practical Chemists, Builders, and Architects, and for the 
general educarion of young men for business life. In- 
struction given in uialliematics and the physical sciences, 
modern languages and English BtudieB. Students re- 
ceived in special studies. Examinations for admission 
Oct. 5, at the JNew Institute Building, HoylstoiiHt., Boston. 
Korcutalogucsapply to Prof. W.P. ATKINSON, Secreta- 
ry of the Faculty. [20 0*-NJ WM. B. ROGERS. Pres't. 



LE COUNT'S Patent Hollow Lathe Doge, 
8 Sizes, from % to 2 inches $ 8 00 

12 Sizes, from % to 4 Indies $17 30 

Improved Machinists' Clamps, 5 sizeB $11 (0 

Stout Boiler-makers* Clamps % 4 00 

All with Steel Screws, well lifted. Send for circular 
21 13*J C. W. LE COUNT South Norwalk, Ct. 



BUERK'S WATCHMAN'S TIME DE- 
TECTOU.— Important for all large Corporations 
auu Manutacturing concerns— capable of controlling with 
the utmost accuracy the motion of a watchman or 
patrolman, aB the same reacheB dilterent stations ot his 
heat. Send lor a Circular. J. E. BUEKlv, 

P. O. Boxl,0T>7, Uoston.Mass. 
N. B.— Thia detector is covered by two U. S. patents. 
Parties using or selling these instruments without author- 
ity from me will be dealt with according to law. 16 19* 



GENTS WANTED— To sell our Talent 
». Measuring Faucet. Send for Circulars, Enterprise 
hi. ufacturing Co., of Pennsylvania, 
20 fi*J 120 Exchange Place Philadelphia 



p ILLESPIE HYDRAULIC GOVERNOR 

V^JT for Water WneelB.— The only Governor that, on a 
change of labor, moves the gate instantly to the required 
point, and stops— gives an evenness of speed not excell- 
ed by the best steam engine ; operates the largest, gates 
with ease; savsa large per centage of repairs, and in- 
sures against accidents from breaking of shattB or beltB. 
Entire satisfaction guaranteed, send for circular. 
JOHN S. ROGERS, Trea^. Cillespie Governor Co., 
1 lOeowJ IS Kilby street, Boston, Mass. 



■ MUCSbON CALORIC ENGINES OF 

\U GREATLY IMPROVED CONSTliUCTION.-TeD 
years oi practical working by the thousands ot these en- 
gines in use, have demonstrated tteyond cavil their supe 
riority wiiere less than ten horse-power is required. 
Porcable and Stationary Steam Engines, Grist and Saw 
Mills, Cotton Gins' Air Pumps, Shatting, Pulleys, Gearing 
Pumps, ana General Jobbing. oraerB promptly tilled ioi 
any Kiudot Machinery. JAMES A. KOB1NSON, 
1 tf— 1)] 164 Buane street, cor. Hudson, New Iforfe. 



MACHINE CARD CLOTHING.— 
SARGENT CARD CLOTHING CO., 
Manufacturers ot Cotton, Wool, and Flax Machine Card 
Clothing of every variet}. E. S. LAWRKNCE, 

Sup t., Worcester. Mass. Sargent & Co., Agents, 70 lieek- 
man s treet, New York. 25 20* 



"PHOENIX IRON AVORKS— 

X Established 18^1. 

GEO. S. LINCOLN & CO., 
Iron Founders and Manufacturers of Machinists' TooIb 
S4 to 60 A.rch street, Hartford, Conn. 
We are prepared to furnish fi rBt-clasB MachiniBtB* TooIb 
on Bhort notice. SampleB may be seen in our Wareroom. 
Al^o, we keep constantly on hand our Patent FUICTION 
PULLEY, Counter Shafts for Lathes, etc. 25 tf 



C1ARPENTERS, BUILDERS, WAGON 
J and Cabinet Makers claim that Talpay's Patent Self- 
Feeding (.Inind or foot power) Combination Saw Mill 
savesthe labor of three men. Kipping, cross-cut, scroll 
sawing. Send for descriptive circular and price list. 
WM. H. HOAG^A! Pearl street, N. Y., 
2 4*] Manufacturer Wood-workimr Machinery. 



GREAT ECONOMY IN FUEL.— 
The Washington Iron WorkB* New Steam Engine, 
with Variable Cui-ofi", worked by ttie Governor patented 
by Wm. Wright, Oct. Ih60, is the moBt perfectly Bmiple and 
economical Engine yet introduced, saving 50 per cent in 
fuel. This engine takes the lead oi all others, and is being 
put in in different parts of New England, this city.Phila- 
uelphia, and In the principal manufacturing districts of 
the country. For information addreBS 

WASHINGTON IKON WORKS, 

Newburgh, N. Y., 
Or apply at the office of the Company, 5i Liberty 8t., 
New Y ork City. Circulars sent to order. 23 i2 



^HE Celebrated Thomas Engine Lathes 

. are sold by JAMES JENKS, Detroit, Mich. 1 6* 



TO MANUFACTURERS.— The under- 
derBigned deBireB to enter into an agreement with 
some competent, responsible party, for the manufacture 
of his Patent Artificial Leg, or will Bell the entire right if 
desired. For further particulars address 
1 4* T. E. M. WHITE, New Bedford, Mass. 



STEAM ENGINES — SECOND-HAND. 
but little used— will be sold cheap. One 30-horse and 
one 8-liorse Tubular Boiler, J udson's Governor and Valve, 
etc., etc.; Smoke Stacks, Heater, etc. For ("escrlption, 
prices, etc.,addres8 J. W. MOUNT, Medina, N. Y. 

1 08 istf 



TO MACHINISTS AND WORKERS OF 
IKON AND STEEL. 
.Having discovered a procesB for hardening wrought, 
cast, and malleable iron as hard as steel. All kinds of 
cutting tools hardened with this process will do 150 per 
cent more work ttian when hardened in theordinary way, 
and will lestore steel in the hardening when it has been 
overheated. It raises no scale in hardening, and is easily 
used. On receipt of 25 cents, will Bend to any address a 
box of the preparation, with directions for use. Address 
JOHN RUSSELL, 
14*] Sing Sing, N. Y- 



A 



L. MAXWELL, Howe Truss Bridge 

B-uilder, Macon, Ua. 20-7* 



THE 

HARRISON BOILER 

Is the only one now offered for sale entirely FREE from 

DESTRUCTIVE EXPLOSION. 

Twenty thousand horse-power have been made and put 
in operation within the last three years, with a constantly 
incroa4ng demand. For descriptive circulars and price 
apply to the Harrison Boiler Works, Philadelphia. Pa., or 
to J. B. HYDE. Agent, 

_25 tf J _OJfl ces 9 and 10, No. 119 Broadway, N. Y. 



D 



OUGLASS MANUFACTURING 

Exclusive Manufacturers ol 



CO. 



COOK'! 



PATENT 



BORING IMPLEMENTS. 

Also, a complete assortment ol 

MECHANICS' TOOLS. 

Framing Chisels, Socket Firmer 
ChiselB and Gouges, Socket Par- 
king Chisels, Drawing Knives, 
▼Screwdrivers Augers and Bits, 
Bung Borers, Boring Machines, 
Gimlets, Firmer Chisels i.jxd 
GoogeB, Hollow AugerB, Cork- 
sere wb, etc. 
a. euouse, 70 Beekman Btreet. New York. 23 tf 




WOODWORTIT PLANERS —IRON 
Frames is to 24 ineheB wide. $125 to 81S0. H. F. 
Bacheller, Sterling, 111., says:—" The planer gives perfect 
satisfaction. 1 am surprised that so perfect a machine 
can bo sold at that price." * Address 
a S. C. HILLS, 12 Piatt street, New York. 



C1AN I OBTAIN A PATENT ?— For Ad- 
J vice and instructions address MU.NN & CO., 37 Park 
Bow, New York for TWENTY YEARS Attorneys foi 
American and Foieign Patents. Caveats and Patents 
quicklyprepared. The Scientific Amkkican $3 a year> 
30,000 Patentcases have been prepared by M. & Co. 



IViODELS, PATTERNS, EXPERIMENT- 

UJL AL and other Machinery, Models for the Patent 
Office, built to order by HOLSKE MACHINE CO., No*. 
528, 530, and 532 Waier street, near Jefferson, liefer to 
ScibntifioAmkeicajj Office. 1 tf 



JUST PUBLISHED— THE INVENTOR'S 

f J and MECHANIC'S GUI OH.— A new book upon Me- 
chanics, Patents, am* New inventions). Containing the 
U. S. Patent Laws, Utiles ana Directions for doing busi- 
nessat the Patent Otlicc : 112 diagrams of the LieBtme- 
chanieal movements, with descriptions; the Condensing 
Steam Engine, with engraving and description; How to 
Invent; How to Obtain Patents; Hints upon the Value ot 
Patents; Uow lo sell Patents : Forms tor assignments; In- 
formation upon the Rights of inventors, Assignees and 
Joint owners; Instructions as to Interferences, KeisBues, 
Extensions, Caveats, together with a great variety of use- 
ful information in regard to jiatents, new in ventionB and 
scientific subjects, with scientific tables, and many 'illustra- 
tions. 108 pages. This is a most valuable work. Priceonly 
25cents. Address MUNN & CO.37 Park Row, N. Y. 



|7 AY'S PATENT WATER-PROOF Roof- 
MJ In a: Paper, etc. For Circular and Price List, and 
terms of State Rights, address C. J. FAY, 

1 11*J Second and Vine BtreetB, Camden, N. J. 



STEAM ENGINES— OF ANY POWEB 
desired for ruanuiactorles, of superior construction, 
Willi patent motionless slule valve and variable eApan 
sion. Addro6s M. & T. SAULT. New Haven, uonn. Ii if 



GMAT REDUCTION IN PRICES OF 
ll!ON AND WOOD WOliKINU MACHINERY. 
GOULD MACH1ME CO., Newark, N. J'., 
1 tf and No. 102 Liberty street, NevfcYork^ 

MERRIMAN'S PATENT BOLT CUT- 
TER— Unrivaled by any; cuts V, halt V. square, or 
round threads, or wood screws at one cut, with tnree dies 
mstantlv adjustable to the slightest variation, and opening 
to release the bolt. The diesareinserted or withdrawn 
without turning a nut or screw. Foreign patents lor sale. 
Circulars sent by the manufacturers, 
1 4*J H. B. BROWJN & CO., New Haven, Conn. 



tf&Of M \ & MONTH IS BEING MADE 

t$)£\.JVJ With our IMPROVED STENCIL DIES, 
r>y Ladies and Gentlemen. Send tor our tree Catalogue 
containing Samples ami Prices. Address 
1 tf— K.] S. M. SPENCER & CO., Brattieooro, Vt. 



WATER WHEELS.— 
The Helical Jonval Turbine is manufactured by 
1 tf] J. E. STEVENSON, 40 Dey street, New York. 



CHARLES A. SEELY, CONSULTING 
and Analytical ChemiBt, No. 26 Pine Btreet, New 
fork. AsBays and Analyses of all kinds. Advice, Instruc- 
tion, Reports, etc., on the useful arts. 1 tf 



AIR SPRING FORGE HAMMERS ARE 
made by CHAS. MERlilLL & SONS, 556 Grand 
street, New York. They will do more and better work, 
with lesB power and repairs, than any other Hammer. 
Send lor a circular. l tf 



ROLLING MILL ENGINES— WITH 
Sault's patent Frictlonless Slide Valve, link motion 
reverse gear, sualting, hangers, mill gear, etc. Address 
1 7- tf i M..& T. SAULT, New Haven. Conn. 



THE CELEBRATED "SCHENCK" 
WOODWOHTH PLANEKS, 
WITH NEW AND IMl-OBTANr IMPUOVEMENTS, 
Manufactured by tbe 

SCHENCK MACHINB CO., MATTKAWAN, N. X. 
JOHN IS. tSCUBNOK, President. 
T. J. B SCHENCK, Treas. 11 t< 



C\ ROVER & BAKER'S HIGHEST PRE- 

VX M1UM ELASTIC Stitch Sewing Machines, 49t 
Broadway, N.Y. 1 tt 



E 



F. PAGE & CO., 

Manufacturers of Patent Stretched 

LEATHER BELTING 

And Dealers in Manufacturers 'Supplies. 

17 13*] 46 CongreBB street, Boston, Mass. 



PORTABLE AND STATIONARY Steam 
Engines and Boilers, Circular Saw Mills, Mill Work, 
L-ottou Gmsand Cotton Gin Materials, manufactured b\ 
the ALBERTSON &, DOUGLASS MACHINE CO., Ne* 
London, Conn. 1 tf 



PATENT SHINGLE, STAVE, AND 
barrel Machinery, Comprising Shingle Mills, Head- 
ing Mills, Stave Cutters, stave Jointers, Shingle and 
Heading Jointers, Heading Rounders and Planers, Equal- 
izing and Cut-off Saws. Send for Illustrated List. 
FULLER & FORD, 
1 tf— C.J 282 and 284 Madison Btreet, Chicago, 111 



THE McKAY SEWING MACHINE, 
the only machine in existence by which a Bewed 
buotor shoe can be made. Adapted to all kinds, stjlee 
andBizeB of bootB andBhoea. 200pairs can beuiadev-lth 
case by one man, with one machine, in ten hours. These 
auoes take precedence of all others in the market, and 
are made substantially at the coBt of pegging. In use by 
all the leading manufacturers. Machines, with compe- 
tent men to set them in operation, furnished at one day'? 
notice. For particulars of license apply to 
GORDON MCKAY, Agent, 



17-18*-N 



ti Bath street, Boston, MaBB. 



STEAM ENGINES.— COOK, RYMES & 
Co.'s celebrated first-class stationary , portable and 
hoisting engines constantly ou hand, at their warerooins, 
107 Liberty street, New York. Zi tf 



PORENGINE BUILDERS' AND STEAM 



X? Fitters' Brass Work, address 

i\ LUNKENUK1MEK, 
10 26«] Cincinnati Brass Works. 



NITIIO-GLYCERIN.— 
UNITED STATES BLASTING OIL CO.— We are 
now prepared to till all orders for Nitro-Glycerin, and re- 
spectrally invite the attention of Contractors, Miners and 
yuarrynien to the immense economy in the use of the 
same. Address orders to 

JAMES DEVEAO, Sec, 
1 £8'] 32 Vine street, New York 



LATHE CHUCKS — HORTON'S PAT 
ENT— irom 4 to 24 inches. Manufacturer's address, 
E. HOliTON & SON, Windsor Locks, Conn. 1 zH\ 



ANDREWS'S PATENT PUMPS, En- 
gines, etc- 

CENTR1FUGAL PUMPS, Irota 90 Gals, to 40,000 G&lS. 
per minute, capacity. 

OSCILLATING ENGINES (Double and Single), from 
2 to ibi) horse-power. 

TUBULAK BOiLEKS, from 2to50 nurBe-power.con- 
Hume all Bmoke. 

STEAM HOISTEKS to raiBe from H to 6 tuns. 

POKTABLE ENGINES, z to M horse-power. 

These machines are all first-class, auu are unsurpassed 
ror compactness, simplicity, durability, and economy ol 
working. For descriptive pamphlets and price lisi ad- 
dress the manufacturers, W . D. AN DKE WS & BliO., 

1 ti No. 414 Water street N. Y 



MASON'S PATENT FRICTION 
CLUTcHES, tor starting Machinery, especially 
iieavy Machinery, without sudden Bhock or jar, are man 
utactured by VOLNEi W.MASON, 

1 tf ] Providence, H. J. 



KBALL & CO., 
# SCHOOL STBEET, WOKCESTEli, MASS., 
Mttuutacturers of Woodworth'B. DanielPs, and Gray & 
wood's Planers, Sash Molding, Tenoning, Mortising, Up- 
right and Vertical shaping, Boring Machines, Scroll Saws, 
and a variety oi other Machines and articles lor working 
wood. 
Send lor our Illustrated Catalogue. 1 20* 



IMPORTANT. 
MOST VALUABLE MACHINE for all kinds of irreg- 
ular and straight work in wood, called the Variety Molu- 
ins and Planing Machine, indispensable to competition m 
all branches of wood-working. Our improved guards 
make it Bate to operate. Combination collars for cuttert, 
Baving 100 per cent, and feed table and eonneition, tor 
waved moldings and planing, place it above all others. 
Evidence of the superiority of these machines is the 
lanje numhers we sea, in the dilterent Btates, and partiis 
laying aBide others and purchasing ours, lor cutting ana 
shaping irregular forms, e-asli work, etc. 

We bear there are manufacturers infringing on some 
one or more otour nine patentB in this machine. We cau- 
tion the public from purchasing such. 

All communications must be addressed "Combination 
Molding and Planing Machine Company, Post-office Box: 
S230, New York. All our machines are tested before de- 
livery, and warranted. 

Send for descriptive pamphlet,. Agents solicited. |A tt 



RICHARDSON, MERIAM & CO., 
MauutactureiN and Dealers in 
DANIKLS'S AND WOODWOtiTH PLANEKS, 
Boring, Matching, Molding, Mortising and Tenoning Ma- 
chines, Scroll, Cut-otl, and Slitting Saws, Saw Mills, Saw 
Arbors, Spoke and Wood-turning Lai lies, and other wood- 
working %jiltinery Warehouse, 107 Liberty street, New 
Vork. Manufactory, Worcester, MaBB. 18 tf 



WOODWORTII PLANERS A SPE- 
C1ALTY— From new patterns of the most ap- 
pruved style and workmanship. Wood-working Machine- 
ry generally. Nos. 24 and 20 Central, corner Union street, 
Worcester, Mass. 
2 tf W1TI1EUBT, KUGG & (iDTIARDSON. 



PATENTEES TAKE NOTICE. 
Having made large additions to our works, we can 
aud one or two machines to our list of manufactures. The; 
machines muBt be strictlv tirst class, and well protected, 
BLYMI'EU, DAY & CO., Manufacturers of Agricultural! 
MacbinesandToole Manslielci, Ohio. 1 tl 



MALLEABLE IRON CASTINGS 
ol every description made to order. Address 
H *0*] OLNHAUS^N & CKAWFOUD, Pittsburgh, P 



PATENT POWER AND FOOT-PUNCH- 
1NG PttESSES, the best in market, manufactured, uy 
«. C. STiLFs&OO., West Meriden, Conn. Cutting aod 
Stamping Dies made to order. Send for Circulars. U tf 



SHAW & JUSTICE'S POWER HAMMER 
Is Moderate In Price, is driven with one-tenth tii 
power used by other HanimerB, and will not cost the one 
Hundredth part ot what is usually spent in repairs. It 
power Is far in excess of any Hammer known. Mannfac 
cured by PHILIP S. JUSTICE, 

14 North 5th street.Fhiia., and 42 Clifl'-st., N ew York. 
Shops 17th and CoateB-sts., Philadelphia. 1 tt 



FOR FIRST-CLASS SHAFTING WITH 
Patent Selt-oiling Boxes and adjustable HangerB,alBQi 
Mill Work and special machinery, addreBs 
BULLA* '" ■ ; 



1 tf] 



LLARD & PAKSONS.Harttord.Conn. 



WOOD & MANN STEAM ENGINE 
CO.'S CELEBRATED POItTABLE AND STA- 
TIONARY STEAM ENGINES AND BOILERS, from » 
to»5 horse-power. Also, POUTABLK SAW MILLS. 

We have the oldest, largest, and most complete worki 
l* the United States, devoted exclusively to the manu- 
facture ot Portable Engines and Saw Mills, which, lor 
simplicity, compactness, power, and economy oi iuel, are 
conceded by experts to he superior'to any ever ottered to 
the public. 

The great amount of boiler room, are surface, ana 
cylinder area, which we give to the rated horBe-power 
make our Engines the most poweriul and cheapest in 
uae ; and thej are adapted to every purpose w here power 
r is required. 

All sizes constantly on hand, or furnished on short no- 
tice. DeBcrlptive circulars, with price list, sent on appll 
eatibn. WOOD & MANN STEAM ENGINE CO. 

Utica.N.y. Branch omce 96 Maiden Lane N.Y.Citp. 

1 6* 

WOOD, LIGHT & CO.— MANUFAC- 
turers ot Maclilulsts'Toole and Naysmytli Ham- 
mers, Lathes from4 to 30 feet long, and from 15 to 100 inches 
swing. PlanerB from 24 to 00 inches wide and from 4 to 46 
feet long. Upright DrillB. Milling and index Milling Ma- 
chines. Profile or Edging Machines. Gun Barrel Machines 
Shatting, Mill Gearing, Pulleys and Hangers, with Patent 
Self-oiling Boxes. 

Works, Junction Shop, Worcester, Mass. 

W arehouae at 107. Liberty Btreet, N ew York. 18 tf 

PRESSURE BLOWERS— Equal in Force 
to Piston Blowers, and a perfect substitute for boll* 
t an and Pistons— running more easily than either. A dapt- 
ed for Blast, and Cupola, and Heatiug Purposes, Forges, 
Steamships, Boilers, Ventilation, etc., etc. Prices accord- 
ing to sizes, ranging; from $25 to $1,500. Addr -ss, for Cir- 
cular B. F. STUKTEVANT, 
1 tf J Tl Sudbury street, Boston, Mass. 

TAYLOR, BROTHERS & CO.'S BEST 
YORKSHIRE IRON.-ThiB iron is of a Superkr 
Uuality or locomotive and gun parts,cotton and other iru - 
chinery, and iB capable of receiving ihe highest finish. £ 
good assortmentof bars ra stock and for sale by JOHN 
B. TAFT, sole agent for the United States and Canada^, 
No. IS Batterymarch-st., Boston. 1 14*— R. 

»"PHE BEST POWER HAMMER MADE 

JL is the Dead Stroke Hammer oj Shaw & Justice, 
bizes suited for manufacturing awl olades or engine 
sbatts; consume but little Bpace, and require but little 
power. Manufactured by; PHILIP S. JUSTICE, 
14 North 5th street, Phila., and 42 clitf-st M New Work- 
shops 17th and Coatee-sts., Philadelphia. 1 tf 

IRON PLANERS, ENGINE LATHES! 

JL DrillB, and other Machinists' Tools, of Superior Qua - 
ity, on hand and finishing. For Sale Low. Dor Descrlp 
iion and Price, addresB NEW HAVEN MANUFACTUR 
1NG CO., New Haven, Ct. 1 t 



1MRST-CLASS MACHINISTS' TOOLS. 
" PRATT, WHITNEY; & CO., 

Flowei street, Harttord, Conn,, 
Manufacturers ot Engine Lathes,. (15) fifteen inches to (8) 
eight ft. swing; Power Plancrs,(.lb)sixieen inches to(5)nve 
feet wide, and of any length desired, and Bpecial machine- 
ry. Also only makers ot Engine Lathes with Slate's Pat- 
ent Taper Attachment, conGeded by all who have used it 
to be most perfect and Bimple in its construction aud al- 
most indispensable for good workmanship. 
For a circular and price list address as above. 3 26* 



WHEELER & WILSON, 625 BROAD- 
way, N. Y. .— Lock-atitcM Sewing Macnine and But- 
tonhole do. It 



OIL! OIL II OlLU\ 
F«i Railroads, Steamers, and tor machinery aud 
limning, PEASE'S Improved Engine Signal, and Cat 
Oils, indorsed and recommended by the highest authority 
in the United StateB and Europe. This Oil possesses 
qualities vitally essential for lubricating and burning, and 
cound in no other oil. It is ottered to the public upon 
ihe most reliable, thorough, and practical test Oui most 
skillful engineers and machinists pronount it superior 
to and cheaper than any other, and the only til that iB ic 
ill caBes reliable and will not gum. the "Scientific 
American", attei several testB, pronounces it " superior 
to any other they haveuseu tor machinery." Fortmle 
anly by tbe Inventor and Manufacturer, F. S. PEAb*. 

Mc S) <inrt ,;3 M^ipp'Tf-qi, ;tYjf*n'r m, v. 

N B.— Reliable orders filled for auy part of the world, 
l tf 



PORTABLE STEAM ENGINES, COM- 

_L billing the maximum oi efllciency, durability, and 
economy with the minimum of weight and price. They 
are widely and favorably known, more than 600 being 
n use. All warranted satisfactory or no sale. Desenp- 
*ve circulars sent on appli' , ation. AridresB 
J. C. HOADLEI & CO., Lawrence, MasB. 1 tf 



A MESSIEURS LES INVENTEURS— 
Avis important. Les inventeurB non tamiliers avec 
ia langue AnglaiBe, et qui prefereraienc nous communi- 
juer leurs inventions en Praueais peuvent nous addres- 
ser dansleur langue natale. Envoyez nous un dessin et 
uue description concise pour uolrtt exainen. Toutes 
communications serons recuB en enn^fienre. 

MUNN & CO., 
Scientific American Qillcc, No. 57 Patj* Kow, New York. 



© 1 867 SCIENTIFIC AMERICAN, INC. 



48 



Mtnixiu %mmm. 



[July 20, 1867. 



Improved machine for Working Batter. 

This is a simple device for expressing the buttermilk from 
newly-made butter, a work for which it appears to be excel- 
lenty well adapted. The machine is a tub-shaped receptacle, 
with a concave bottom con- 
verging from all points of 
the circumference to the cen- 
ter. In this is mounted, on 
supports rising from a frame 
on which the tub revolves by 
means of rollers or trucks, a 
worker of four or more dash- 
ers. Around the exterior cir- 
cumference of the tub are 
segments of gears which form 
a continuous wheel, by which 
and a pinion on the shaft of 
the dasher, the tub is rota- 
ted through the medium of a 
crank, 

The blades of the dasher 
are so formed as to fit the 
convex surface of the tub bot- 
tom, and their rotation, as 
the butter is carried around, 
presents the butter at a dif- 
fering angle to their action at 
each revolution, thus effectu- 
ally exposing every portion 
of the buttor successively to 
their operation. In this is 
one of the main advantages 
of this worker. A central 
guide and a guard and scraper 
on the crank side continually 
return the butter to the ac- 
tion of the dasher or breaker, 
while the buttermilk and the 
aqueous particles find their 
way down the incline of the 
bottom to the center, where 
there is an aperture through 
which they escape. 

The machine is portable, 
compact, strong, easily cleaned, and not liable to get out of 
order. As by its use all the buttermilk and other substances 
liable to become decomposed are expelled from the butter, the 



product will keep much longer than that from which these 
are less perfectly extracted. It requires but a few minutes to 
thoroughly work a churning, and the butter is not left in an 
oily state liable to become rancid. The machine can be 




PEASE'S PATENT BUTTER-WORKER. 

worked by a child. It was patented through the Scientific 
American Patent Agency Nov. 26, 1861. Further particulars 
and information regarding rights, etc., can be obtained by 



application to Joseph R. Angel, Sterling, Wayne Co., Pa., or 
Buel D. Pease, Madison, Luzerne Co., Pa. 



Bridging the British Channel. 

A French engineer has made a plan for a bridge which is 
greatly praised by the Paris Moniteur, broad enough to hold 
a double line of railway, a carriage road and a path for foot 
passengers. There would also be space for a row of shops 
along this Dover and Calais road which, once established, 
would, no doubt, become a very popular thoroughfare ; and 
half way across there would be a restaurant. The bridge 
would rest on a series of thirty-two vertical, rectangular iron 
piles, each pile to be about 670 feet high and 335 feet broad. 
The depth of the channel between the two points named is 
found to be not over 135 feet, so that the bridge would 
be about 535 feet above the sea level. The journal quoted 
continues that in building the bridge the first step taken 
would be to connect the iron piles by means of sixteen cables 
of plaited wire, stretched in parallel lines from Shakspeare's 
Cliff, on the English side of the channel, to Cape Blanc Nez, 
on the French side, a distance of about twenty miles. The 
body of the bridge would thus be formed of iron tresses 
stretched from pile to pile. The iron piles would not be 
nice things for a vessel to run against ; but they would be 
of great value as lighthouses, and accordingly each pile 
would be fitted with a signal light. The cost of the bridge 
is estimated at $80,000,000. 



A New Source of Alcohol and Illuminating Gas. 

Mr. Mosheimer, of this city, has shown us a letter received 
by last steamer, from Baron Rittinger, Chief of the Austrian 
Imperial Mining Schools, etc., in which, among other mat- 
ters, he communicates the fact that a company of scientific 
men, in the interest of certain capitalists, have recently been 
inquiring carefully into the best mode of utilizing the waste 
products of coal oil refineries and distilleries. The result 
has been a successful and economical plan for obtaining 
alcohol from the oil waste, and a very superior illuminating 
gas from distillery waste. The gaseous product of the latter 
is said to have four times the illuminating power derivable 
from coal gas, and can be produced cheaper ; while alcohol 
can be produced so cheaply from the residue of the oil re- 
fining, that it is thought it must work a complete revolution 
in the production of that article. A large company was being 
formed to introduce both these branches of manufacture 
throughout the Empire. — San Francisco Press. 
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The First Inquiry 

that presents ltselt to 
one who has made any 
improvement or dis- 
covery is: "Can I ob- 
tain a Patent?" A pos- 
itive answer can only be 
bad by presenting a 
complete application 
- for a Patent tothe Com- 
missioner of Patents. 
An ap plication consists 
of a Model, Drawings, 
Petition, Oatb, and full Specification. Various official 
rules and formalities must also be observed. The 
efforts of the inventor to do all this business himself are 
generally without success. After a season of great per- 
plexity and delay, he Is usually glad to seek the aid of 
persons experienced in patent business, and have all the 
work done over again. The best plan is tosolicitproper 
advice at the beginning. 

If the parties consulted are honorable men, the inven- 
tor may safely confide his ideas to them : they will advise 
whether the improvement is probably patentable, and 
will give him all the directions needful to protect his 

Messrs. MUNN & CO., in connection with the publica- 
tion of the Scientific Ameeioan, have been actively en- 
gaged in the businessof obtaining patents for over twenty 
years— nearly a quarter of a century. Over Fifty thou- 
sands inventors have had benefit from ourcounsels. More 
than one third of all patents granted are obtained by this 

Those who have made inventions and desire to consult 
with us, are cordially Invited to do so. We shall be happy 
to see them in person, at our office, or to advise them by 
letter. In all cases they may expect from us an honest 
opinion. For such consultations, opinion, and advice, we 
make no charge. A pen-and-ink sketch, and a description 
of the Invention should be sent, together with stamps for 
return postage. Write plainly, do not use pencil nor pale 
ink; Mbrief. M „ 

All business committed to our care, and all consulta- 
tions, are kept by us secret and strictly confidential. Ad- 
dress MUNN & CO., 31 Park Bow, New York. 

In Order to Apply for a Patent, the law requires 
that a model shall Defurnished, not over afoot in any di- 
mensions,— smaller,lf possible. Send themodel by express, 
pre-paid, addressed to Munn & Co., 37 Park Eow, N. Y., 
together with a description of its operation and merits . 
On receipt thereof wewill examine tnelnvention careful- 
ly and advise the party as to its patentability, free of 

The model should be neatly" made of any suitable mate- 
rials, strongly fastened, without glue, and neatly paint- 
ed. The name of the inventor should be engraved or paint- 
ed upon it. When the invention consists of an improve- 
ment upon some other machine, a fall working model of 
the whole machine will not be necessary. But the model 
must be sufficiently perfect to show, with clearness, the 
nature and operation of the improvement. 

New medicines or medical compounds, and useful mix- 
tures of all kinds, are patentable. 

When the Invention consists of a medicine or compound, 
or a new article of manufacture, or a new composition, 
aamples of the article must be lurnishea, neatly put up. 
Also, send us a full statement of the ingredients, propor- 
tions, mode of preparation, uses, and merits. 

Preliminary Examination.— In order to obtain a 
Preliminary Examination, make out a written descrip- 
tion of the invention in your own words, and a rough 
pencil or pen-and-ink sketch. Send these with the fee of 
$s bv mail; addressed to MUNN & CO., 37 Park Row. and 
in due time you will receive an acknowledgment there- 
of, followed oy a written report inreeard to the patentabil- 
ty ot your improvement. The Preliminary Examination 
consists of a special search, which we make with great 
care, among the models and patents at Washington to 
Bcertain whether the improvement presented is patent- 
able. 

Quick Applications.— When, from any reason, 
parties are desirous of applying for Patents or Caveats, in 
great haste, without a moment's less of time, they have 
only to write or telegraph us specially to that effect, 
and we will make special exertions lor them. We can 
prepare and mall the necessary papers at less than an 
hour's notice, if reouired. 

Reissues.— A reissue is granted to the original pat- 
entee, his heirs, or the assignees of the entire interest, 
when by reason of an insufficient or defective specifica- 
tion the original patent is invalid, provided the error has 
arisen from inadvertence, accident, or mistake, without 
any fraudulent or deceptive intention. 

A patent ee may, at his option, have in his reissue a sep- 
arate patent for each distinct part of the invention com- 
prehended in his original application, by paying the re- 
quired fee in each case, and complying with the other re- 
quirements of the law, as in original applications. 

Each division of a reissue constitutes the subject ol a 
separate specification descriptive of the part or parts 01 
the invention claimed in such division; and the drawing 



may represent only such part orparts. Address MUNN 
& CO., 37 Park Row, for full particulars. 

Caveats.— A Caveat gives a limited but Immediate 
protection, and is particularly us eful where the invention 
is not fully completed, or the model is not ready, or fur- 
ther time is wanted ior experiment or study. After a Ca- 
veat has been filed, the Patent Office will not issue a pat- 
ent for the same invention to any other person, without 
giving notice to the Caveator, who is then allowed three 
months time to file in an application lor a patent. A Ca- 
veat, to be of any value, should contain a cleat and con- 
cise description ot the invention, so far as it has been 
completed,illustratedby drawings when the object admits. 
In order to file a Caveat the inventor needs only to send 
us a letter containing a sketch of the invention, with a de- 
scription in his own words. Address MUNN & CO., 37 
Park Row, N. Y. 

Additions can be made to Caveats at any time. A Caveat 
runs one year, and can be renewed on payment of $10 a 
year for as long a period as desired. 

Interferences.— When each ot two or more persons 
claims tobe the first inventor of the same thing, an"In- 
terference"isdeclared between them, and a trial is had 
before the Commissioner. Nor does the fact that one ot 
the parties has already obtained a patent prevent such an 
interference^ ecM. though the Commissioner has no pow- 
er to cancel a pwSjysS already issued, he may, if he finds 
hat another person was the prior inventor, giv him also 
a patent, and thus place them on an equal footing: before 
the courts and the public 

Foreign Patents.— American Inventors should bear 
in mind tbat, as a general rule, any invention that is val- 
uable to the patentee in thiB country is worth equally as 
as much In England and Borne other foreign countries. 
Five Patents— American, English, French, Belgian, and 
Prussian— will secure an inventor exclusive monopoly to 
his discovery among one hundred and thirty millions 
ofthe most intelligent people in the world. The facili- 
ties of business and steam communication are such that 
patents can be obtained abroad by our citizens almost as 
easily as at home. The majority of all patents taken out 
by Americans in foreign countries are obtained through 
the Scientific American Patent Agency. A Circular 
containing further information and a Synopsis of the Pat- 
ent Laws of various countries will be furnished on appli- 
cation to Messrs. Munn & Co. 

For Instructions concerning Foreign Patents, Reissues, 
Interferences, Hints on Selling Patents, Rules and Pro- 
ceedings atthe Patent Office, the Patent Laws, etc., see 
our Instruction Book. Sent free by mail on application. 
Thos 3 who receive more than one copy thereof will oblige 
by presenting them to their friends. 

Address all communications to 

MUNN Sc CO., 

No. 37 Park Row, New York City. 
Office in Washington, Cor. F and 7th streets. 



Patents are Granted for Seventeen Years, 

the following being a schedule of fees:— 

On filing each Caveat $10 

On filing each application for a Patent, except for a 

design $15 

On Issuing each original Patent $20 

On appealto Commissioner of Patents $20 

On application for Reissue $30 

On application for Extension of Patent $f»0 

On granting the Extension $50 

On filing a Disclaimer $10 

On filing application for Design (three and a half 

yearB) $10 

On filing application for Design (seven years) $15 

On filing application for Design (fourteen years) $30 

In addition to which there are some small revenue-stamp 
taxes. Residents ot Canada and Nova Scotia pay $500 on 
application. 



CIRCULAR SAWS, 

WITH 

EMERSON'S PATENT MOVABLE TEETH. 

These Saws cnt More and Better Lumber in the same time, and with Less Power, than any other Saw in the world, 
with Less Expenditure of Labor and Files to keep In order, and never Wear Smaller. Also 

EMERSON'S PATENT GAUGING AND SHARPENING SWAGE, 

For Spreading the Points of Saw Teeth. Send for New Descriptive Pamphlet, with Price List. 

_ T . . „ AMERICAN SAW COMPANY, 

2 Jacob street, near Ferry street, New York. ' , ., 



LINDSAY'S Patent SCREW WRENCH. 
— THREE TIMEi, THE STRENGTH WITHOU1 
ADDITIONAL U-B/CBT.-Call at the nearest Hard 
ware Store and look at it. or send for circular to 
21 13 os] MANVEL & LINDSAY, New York. 



81S.00 A DA Y.— Agents wanted, male and female, 
to introduce a new article of household utility. Only Five 
Dollars Capital Required. Particulars free. Address W. 
A. HENDERSON & CO., Cleveland, Ohio. 1 8 os'-R. 



ENGINEERS' TRANSITS,— 
RAILROAD TRANSITS, ENGINEERS' LEVELS, 
SURVEYORS' COMPASSES, 
Tripods, Surveying Chains, Chesterman's Metallic and 
Steel Tape Measures, Slepe LevelB, Lockes' Hand Levels, 
etc., etc. Swiss Instruments, Mathematical Instruments, 
Standard Rules, etc., etc. A p.iced and Illustrated Cata- 
logue sent free by mail on application. 

Wk. Y. MCALLISTER, 
2 4*os] 728 Chestnut street, Philadelphla.Pa. 



EUROPEAN AGENCY for the Exhibition 
and sale of American Patents and Manufactures. 

BLANCHARD & McKEAN, 
No. 8 Rue Scribe, Paris, France, 
Will attend personally and promptly to all business re- 
lating to the interests of American Inventors and Manu- 
facturers in Europe. Corresponce solicited. 
GEO. A. BLANCHARDJ 2 ostf [J. A. McKEAN. 



TURBINE WATER WHEELS. 

The 
REYNOLDS PATENT 
embodies the progress- 
ive spirit of the age. Sim- 
plicity, Economy, Durabili- 
ty, Accessibility ail combin- 
ed. The only Turbine tbat 
excels Overshots. Award- 
. ed the Gold Medal by Amer- 
ican Institute. 

Shafting, Gearing and Pul- 
leys furnished for all kinds 

■ of Mills, made on Median!- 

■ cal Principles.under my per- 
sonal supervision, having 
had long experience. Circu- 
lars sent free. 

GEORGE TALLCOT, 

11 13«tt— H] No. 96 LIBERTY STREET, NEW YORK. 




FOR SALE— One 80-horse stationary En 
glne, Woodruff & Beach ; pattern has just been re- 
nttedand is in good order. Also, one pair Boilers, 17^ 
feet long by 40 Inches diameter, with " Boardman drops," 
will be sold low, as the owners have no use for them. 
Address, PLANTS MANUFACTURING CO., 
26 4 New Haven, Conn. 
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A limited number of advertisements will be ad- 
mitted in this page on the following terms : — 
Seventy-Jive cents a line, each insertion, for solid 
matter; one dollar a line for space occupied by 
tngravings. 



PLATINA POINTS — 
For Lightning Bods, Glass Insulators, Staples, Con- 
nections, etc., etc., of our celebrated make. A Priced List 
sent free on application. Wm, Y. MoALLISTER, 

2 4*os] 728 Chestnutstreet, Philadelphia, Pa. 



$20.00 AGENTS WANTED— S100.00.— Male and fe- 
male, to introduce our New Patent Star Shuttle Sewing 
Machine. It Is adapted for family use and Tailoring. It 
makes a stitch alike on both sides. Price only Twenty Dol- 
lars. Extraordinary inducements to Agents. For full par- 
ticulars, address w. G. Wilson & Co., Cleveland, Ohio. 



N. 






CIRCULAR SAWS. 
W. SPAULDING & BROTHERS, 

224 Washington street, 
, -jv' CHICAGO, ILL., 

;s^bw Manufacturers of 

Spaulding's Patent Adjust- 
able-Tooth Circular Saws, 
Op v '4<o / ■d0k. adapted tosawing all kinds 
- ^**0 of timber. These teeth 
\ have been In successful 
i\ use for the last eignt years. 
•^■They save saws, power, 
> land time, making the 
safest, most durable, and 
economical saw in use. 

[^"Particular attention 
paid to straightening and 
rap airing large saws. All 
saws sold and work done 
warranted. 

1 ostf cuteow 
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Send for descriptive pamphlet. 



WANTED— AGENTS— $75 to $200 per 
month, everywhere, male and female, to intro- 
duce throughout the United States, the GENUINE IM- 
PROVED COMMON SENSE FAMILY SEWING MA- 
CHINE. This machine will stitch, hem, fell, tuck, quilt, 
bind, braid, and embroider in a most superior manner. 
Price only $18. Fully warranted for 5 years. We will pay 
$1,000 for any machine that will sew a stronger, more 
beautiful.or more elastic seam thanours. It makes the 
"Elastic Lockstitch." Everysecond stitch can be cut, 
and still the clothcannot be pulled apart without tearing 
it. We pay agents from $75 to $200 per month and ex- 
penses, or a commission from which twice that amount 
can be made. Ad ress SECOMB & CO., Cleveland, Ohio. 
CAUTION.— Do not be Imposed upon by other parties 
palming off worthless cast-iron machines, under the same 
name or otherwise. Ours is the only genuine and really 
practical cheap machine manufactured. 2 os4 
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